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MIL-STD-2161A(AS) 
FOREWORD 


1. This military standard is approved for use by the Naval Air Systems 
Command and is available for use by all Departments and Agencies of the 
Department of Defense. 


2. Beneficial comments (recommendations, additions, deletions) and any 
pertinent data which may be of use in improving this document should be 
addressed to: Commanding Officer, Naval Air Warfare Center - Aircraft 
Division Lakehurst, Systems Requirements Department (Code SR3), Lakehurst, NJ 
08733-5100, by using the self-addressed Standardization Document Improvement 
Proposal (DD Form 1426) appearing at the end of this document or by letter. 


3. In furtherance of the Defense Standardization Program and to provide a 
single point of reference that gives clear and concise direction for the paint 
schemes and exterior markings for U.S. Navy and Marine Corps aircraft, this 
document has been prepared to be a readily available reference source to all 
concerned. 


4. This standard contains integrated instructions for paint schemes and 
exterior marking for U.S. Navy and Marine Corps aircraft. 


5. For additional guidance on the contents of this document, contact the 
Naval Air Systems Command, Attention: (AIR 5164), Washington, DC 20361-5110, 
the Naval Air Warfare Center - Aircraft Division, Lakehurst (at the above 
address), or the appropriate Naval Aviation Depot. 
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1.1 General. This military standard establishes the requirements for 
paint schemes and markings to be applied to the exterior surfaces of U S. Navy 
and Marine Corps aircraft, including those procured for other government 
agencies and foreign countries under Navy contracts, in accordance with the 
directive of the Chief of Naval Operations. The requirements for paint scheme 


and markings include size, color, and approximate locations, where applicable, 
2 Tan amis ` d en РЧ ba en gn iam +A ahtain 


d> 5помп ТІ illustr ations. This SLalluaT uU атъш HI Ov 1Ge S a mechanism LO ODvain 
annrnual far daviatian fram thaca ranitiramantc 
“upp ww V МА Ú WE Bu W U Wé Ae E Wes роб MUI wit V > м» E „чч уу зе ће wa ° 


1.2 Purpose. The purpose of this document is to standardize paint 
schemes and application of naval insignia and markings. In addition, this 
standard provides procedures to obtain approval for deviations from these 


requirements. 
1 9 С Awa A nan та 42 ла ла a sa туу ла as + ^ d km zx ton ~ £ + Tha "t гъ ant ч wa Zx na am + ~ Law tha 4 w е З ли ч — ang 
4.4 гогетчи Чоусгишснь а «таты. inc y vcuuir vinciluS МІ LHC по па анч 
markings for foreign government aircraft procured under Navy contracts shall 
be as shown in Appendix A, except that the U.S. national insignia shall be 


replaced by that of the purchasing government, and naval insignia will not be 
applied. Foreign. insignia, and flash insignia oe а tail surfaces ог 
nia not shown will be 

1 bar Paint 
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1.4 Military aircraft used in research projects. The provisions of this 
standard are not applicable to military aircraft research projects. The color 
and marking schemes of such aircraft is subject to case by case approval by 
the Naval Air Systems Command (AIR 5164). 
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2. APPLICABLE DOCUMENTS 
2.1 Government documents. 


2.1.1 Specifications and standards. The following specifications and 
standards form a part of this document to the extent specified herein. Unless 
otherwise specified, the issues of these documents are those listed in the 
issue of the Department of Defense Index of Specifications and Standards 
(DODISS) and supplement thereto, cited in the solicitation (see 6.2). 


SPECIFICATIONS 
FEDERAL 

L-S-300 - Sheeting and Tape, Reflective: 
Nonexposed Lens 

TT-E-489 - Enamel, Alkyd, Gloss Low VOC Content 

MILITARY 

MIL-F-7179 - Finishes, Coatings, and Sealants for the 
Protection of Aerospace Weapons Systems 

MIL-R-7705 - Radomes, General Specification for 

MIL-F-18264 - Finishes, Organic, Weapons System 
Application and Control of 

MIL-L-19537  - Lacquer, Acrylic-Nitrocellulose, Gloss 
(for Aircraft Use) 

MIL-C-22750 - Coating, Epoxy, VOC Compliant 

MIL-P-23377  - Primer Coatings, Epoxy, Chemical and 
Solvent Resistant 

MIL-P-38477  - Plastic Material, Pressure-Sensitive 
Adhesive, for Aircraft Identification and 
Marking 

MIL-M-43719 - Marking Materials and Markers, Adhesive, 
Elastomeric, Pigmented, General 
Specification for 

MIL-C-83286 - Coating Urethane, Aliphatic, Isocyanate, 


for Aerospace Applications 


MIL-C-83413/9 


MIL-STD-2161A(AS) 
Connectors and Assemblies, Electrical, 
Aircraft Grounding: Decalomania for 


Grounding Receptacle Identification, 


Decal 
MIL-C-85285 - Coating, Polyurethane, High-Solids 
MIL-P-85582  - Primer Coatings: Epoxy, Waterborne 

STANDARDS 

FEDERAL 

FED-STD-595 - Colors Used in Government Procurement 
MILITARY 

MIL-SID-100  - Engineering Drawin 


MIL-STD-970 


MIL-STD-1247 


Standards and Specifications, Order of 
Preference for the Selection of 


Markings, Functions and Hazard 
Designations of Hose, Pipe, and Tube 


а > x 


Lines for Aircraft, Missile and Space 


Systems 
М529525 - Cap, Pressure Fuel Servicing, Nominal 
2-1/2 Inch Diameter Fiusn Type 
MS90327 - Aircraft Markings, Access Numbering 


System 


AIR FORCE - NAVY AERONAUTICAL 


AN 815 - Union - Fiared Tube 
AN 6207 - Valve - 1500 PSI Hydraulic Check 


(Unless otherwise 


indicated, copies of federal and military specifications, 


standards, and handbooks are available from the Standardization Documents 


Order Desk, Building 4D, 700 Robbins Avenue, Philadelphia, PA 19111-5094.) 


2.1.2 Other Government publications. The following other Government 
publications form a part of this standard to the extent specified herein. 
Unless otherwise specified, the issue shall be those in effect on the date of 


the solicitation. 


PUBLICATIONS 
NORTH ATLANTIC TREATY ORGANIZATION (NATO) 


of Aircraft and 
ines and Electrical 


"a Së RS x Ww 5 мағ 


(Unless otherwise indicated, copies of federal and military specifications, 
standards, and handbooks are available from the Standardization Documents 
Order Desk, Building 4D, 700 Robbins Avenue, Philadelphia, PA 19111-5094.) 


2.2 Order of precedence. In the event of a conflict between the text 
of this specification and the references cited herein (except for related 
associated detail specifications, specification sheets or MS standards), the 


text of this document shall take precedence. Nothing in this document, 
however, supersedes applicable laws and regulations unless a specific 
exemption has been obtained. 


= ——- n. 








3. DEFINITIONS 


3.1 Iactical paint scheme. A color scheme to reduce visual detection 
comprised of shades of flat gray with exterior markings in a contrasting shade 
of gray. 


29 Land eamanflana naint erhama А ealaw erhama whirh hHlande Zeta land 
we & қылмы Нм VEY ФК 59500 е N Ae Më I US « Ae HK, мин У ЕС > “лы гапы 
backgrounds which is comprised of flat green, black and gray colors with 
exterior markings applied in a contrasting color. 
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4.1 Paint schemes and insignia markings. Contractors and all U.S. Navy 


and Marine Corps activities (including. ш, ыы, Е activities) 


aircraft and major assemblies, and warning and: truc von markings) in 

WE Sua У 24h +L 2 atandand Tha f£fallnauinn marlinne аға nnrmallv annliad hv 
ассогаапсе WIL чи!» эъапчаго. пс тог ои и, шагкінуо Gre иугтавту арр::ом м 
unit laval actiuitioc hut тау ha annlied hv Naval Aviation Depots and 

м iv IS А-Я. ес V сс ç АХ ! MA Se шыу ЊУ ә “pps в зе ww wy 11712001 45% eww ч 9795 р ын GG) 
contractors, when snecified Бу the Program Managers or Type Commanders. 


Unit identifier 
Unit aircraft numbers 


Naval aviation insignia 
Dadin rall таму плес 
мамы IV шодат; mar чо 


4.2 Material. 


4.2.1 Finishes. Unless otherwise specified by the Program Manager or 
Type Commander of a specific aircraft, all U.S. Navy and Marine Corp aircraft 


shall be finished in accordance with MIL-F-7179. The standard primer coating 
а аа а вата ~ mman e АТ! n ALLAN Т.ёа ТТ АС hath МТ D 92277 and 

50411 De Пї17-Г-233// ог n"l1L7r-02J0c. Туре іі UI рош MIL-P-23377 and 
MTI D QEROO ic Fav пса whan Inw infrarad (TDY vofloctivoe niamont« are 

FIIL Га be 12 FW Mai be писи ом зеге 9 AP 522 ц АЧ) чем Se режем ed 
required. The standard topcoat shall be MIL-C-83286 or МП. -С-85285. 


4.2.2 Compatibility. The coating material for insignias and markings 
shall be the same material or material compatible with the finish on the 
surface to be marked. 


A o 9 A es sel A АЛА Llimitatian Daint лл nthan таме у Зале chall nat ha 

"*.C.J [npptivavuic pPilivatvivil. гатыы Ur UvIICI тамо пат: HUL мъ 
annliad tn aircraft nr waannn cvctomc when euch annlication interferes with 
“pp i гы vw “414343 UI ~ wi ТУ е КА ЪРВЕ ДА ВОЈО meS së Së Sech? аре рев s Se Së Se мэ ФЕВ wus dix ~ = ves wee 
launching, operation, thermal reactance, reflection, or aerodynamics. 


4.2.4 Metal marking instruments. Sharp-pointed metal marking 
instruments shall not be used in the layout of insignia or other markings on 
aircraft or weapon systems. 


A m fF f... nnd Lind! ah < ad sg 444 л 4 4 лм fi^ all a d ko zx Aen op lt ојл а зала меч naint 

+.с.э Сл егпа: тии оспе IitLauviUII. Uli dii алгогагу гечстутич ратио 
£inich rnatinne nn tha avtarinr спебасас fia winr nr cartinn if nainted in 
(11111311 ууцыг уу» Wil ыы. CAL CODI ive JUI 5 GL е ээг % IM Е) vs NN ми в NI 9 8 Exe а 
sections, fuselage, fixed and movable аи surfaces, land gear, or engine 


е $ 


X 
cowling), their shall be an identification of the finish system consisting of 
a circular patch (2 1/2 to 4 inch (in.)) (63. 5 to 102 millimeters (mm) in 
diameter). The identification patch shall be located on the starboard side of 
the fuselage, under or over the horizontal stabilizer, and contain the 
following information: 


(hei 1 ІНІ. 


c. Identification by military specification number of all paint 
coating applied to the exterior of the aircraft. 


Lettering shall be a minimum of 1/2 inch (12.7mm) in height. Stencils or 

^ simi od Annala лм = AA ha ав гъ >Š y -^ + ЗА ЗАДА 3 ZZ web ль 14 Am dm en ka маан wa w Ъ L... 

аррғиуси ассалэ шау Uc USTU тог пт» iuciilvLili ILauviutl. LLECHI C, а/оус, тау ус 

SLencL cc nn immediately pelou cr а пое а а circulan paren E Only 
items a and b. Appendix B, figure В-10, is a sample of this identification. 


4.2.5.1 Record of finish application. Complete information concerning 
the coating used, identified by the applicable military specification, the 


preparation of the area to be coated, and the touch- -up or replacement 


procedure for the material used shall be included in tne applicable aircraft 
structura! ana instruction/!s! A mata ehall ka etaneri lad an tha ant A va mi 
зор мәм аг гора y 112 LT MA, Ae MII A / • ~ мө шс 21011 юс OUvCIlLililcu Uil спис IIELET ү! 
of the nose wheel well door, indicating the last major paint finish (see 
4.2.5). For those aircraft that have fixed landing gear, the marking shall be 
applied on the fuselage under the right horizontal stabilizer for fixed wing 
aircraft and on the tail boom for helicopters. 
Note: For paint materials not included in a military specification, 
identification ог material and name of manufacturer shall be listed 
4 3 Drawinas On all Dro oduction contracts, the contractor shall submit 


for approval to Commander, Naval Air Systems Command (AIR 5164), via the 
contracting officer, three-dimensional drawings, and any revisions thereof, 
Showing paint schemes and the size and location of the insignia and markings 
(except those markings specified in paragraph 4. 1) prescribed in this 


ағ 


standard. А сору shail be sent to Commanding Officer, Naval Air Warfare 
Center Aircraft Division Lakenürst, Systems Requirement Department (Code SR3), 
| abahimet Nau Заме ел 0722 ` E1fnn fa м Ел ~ + A Alas sal Аз 444 ep Пллљљ+ + 
АМП оы, мм стр осу, VUZ JJ чїч, ГОГ infor пастой. матат: FAV I GA ı vn осу» 
shall submit for approval to Commander, Naval Air Systems Command (AIR 5164), 
copies of all paint scheme and marking drawinas and. revisions thereto. 


4.4 Service requirements. Naval Aviation Activities, including Naval 
Aviation Depots and unit level maintenance activities, shall apply other 
markings, which are not required to be applied by the contractor. I 


р WI 4 uc засаа». am ama ze duplicatinga EL... 22 2-2 ой 4 ...*. B Гарч 222121 40002440 
addition, markings duplicating those speciriea nerein, may бе арритеа to orner 
araac nf tha аэіғеееаҒФ at tha Aiernatinn АҒ ranniagant rammande ace ananattiana] 
др CÇ SO vi псы сш kel GI ç де вас МЕРОМ IVII VI чч аньс мэс» аз „н<! асампа 
aids, provided such markings are not prohibited Бу tactical paint scheme 
requirements or other considerations, and do not conflict with the markings 


prescribed herein in the area selected. 


4.5 Рогеј overnment aircraft. The exterior colors and markings of 
aircraft „ргосигеа for foreign governments under naval contracts shall be as 


жь em, жы жы di ҒГ.... авиа аль. ьа ж.а а ж. «ла. заса ж аль 


Specified by that foreign government. 
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4.6 Color and style of marking materials and paint schemes. The color 
and gloss of materials shall be as specified in 4.6.1. For nontactical paint 
scheme aircraft, the marking materials and decalcomanias used shall be glossy, 
unless otherwise specified by the Program Manager or Type Commander. For 
aircraft with tactical paint schemes or land camouflage schemes, the marking 
materials and decalcomanias used shall be nonspecular in areas coated with 
nonspecular finish. 


4.6.1 Color standard. Only colors listed in FED-STD-595 shall be used 
on U.S. Navy and Marine Corps aircraft. The list below includes, but is not 
limited to, colors used on naval weapons systems. 


TABLE I. Color standard. 


Lusterless (camouflage 


White 
Black 
Blue 





Red 
Orange 
Yellow 


Green 


Gray 
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5.1 Aircraft paint schemes. Paint schemes for utility, cargo, trainer, 
search and rescue (SAR), fighter and attack aircraft shall be in accordance 
with Appendix C. Paint schemes for special purpose aircraft, including the 
presidential helicopter shall be in accordance with Appendix D; tactical paint 
schemes shall be in accordance with Appendix E. 


5.1.1 High visibility color configurations. Aircraft in the training 
command (excluding reserve training), target control, SAR (excluding 
helicopters in combat SAR configuration) shall have a high visibility paint 


scheme in accordance with Appendix С. Additionally, target aircraft, drones, 
and test and evaluation aircraft shall have a high visibility paint scheme. 
Transparent areas, antiglare areas, hinges, openings, screens, and any part of 
the exhaust trail shall not be _topcoated with a high Visibility coating. 
Request for utilization of h high visibility color configuration on other types 
of aircraft shall be submitted for approval to the Naval Air Systems Command 
(AIR 5164) via the Program Manager or Type Commander. 


5.1.1.1 Application and color patterns. General principles applicable 


to the placement of high visibility paint schemes are as follows: 


a. Wing tip markings are placed on the top and bottom of the wings, 
extending inboard on the wings about one-third of the Ch of 
each wing, but extending inboard по less than 4 feet or more than 
8 feet. Unless specific dimensions are given, the sirip shall 


terminate at a natural break in the wing contour. Horizontal 
control surfaces are not to be coated with high visibility paint. 
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C. All aircraft, except transports, shall be painted on the bottom 
and sides on the front portion of the fuselage starting from the 
radome and extending aft and terminating at a line 


9 9 
perpendicular to the forward edge of the front canopy. For 
transports, the bottom and the sides on the front portion of the 
fuselage shall be painted, starting from aft of the radome and 
extending aft 12 feet, or aft to a line perpendicular to the most 


forward portion of the engines, whichever distance is less. The 
customary insignia, markings, solar reflecting finish, antiglare, 
wal kway materials, rain erosion resistant finish, deicer boots, 
exhaust trail finish, etc., shall retain the original color and 
these areas shall not be overpainted. 


MA 
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d. Wing tip tanks on aircraft finished with the high visibility paint 
рыл L. L. ..:.8.Л A e steps 44 zeg el Bem сег стг сас 
спеше зпа:: DE ратпуеч тпсегпастопат огапуе, TLUTOSIU7T979, 
^^lnw nımhar 19107 avrant whan thaca tanke ara nart АҒ tha araac 
VW MN ПУМПЕ 46457, 7 TAUCHT “ИСИ vIIVO CUIING UIG рагу vi VII ul eu 
where antiqlare or nolishina is required. 


e. High visibility paint schemes shall not be applied to any 
transparent or translucent plastic, metal frames or fittings on 
windows nor to painted nose sections having an area of less than 


2ft?. 

5.1.2 Arctic paint scheme. The high visibility paint scheme may be 
advantageous for assisting in spotting downed aircraft against a snow 
background. Use of this paint scheme, however, shall be in accordance with 


5.1.1. Fuselage markings, such as branch of service, etc., Shall not be 

overcoated or overlapped with the high visibility paint scheme. The national 
insignia on the fuselage and the wings shall not be overcoated or overlapped 
by the high visibility paint scheme. The national insignia, however, may pe 
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applied over спе nign У sibility paint scheme and shall not be altered in its 
size or location. The remainder of the aircraft shall retain the paint scheme 
prescribed for the aircraft type, with the exception that upper surfaces of 


С 
the fuselage shall be painted g gray, FED-STD-595, color number 16081, in place 
of insignia white, FED-STD-595, color number 17925. On helicopters, 
international orange, FED-STD- 595, color number 12197, shall be applied 


overall, with the exception of areas requiring extensive marking. These areas 
shall retain the basic aircraft paint scheme. 
5.1.3 Tactical naint schemes Tactical naint schemes are used for 


"- Ч? 5 U ue ВИИ Чао wë Ф Wéi we w < w s w Хх. е исеп 


deception, reduction of initial detection range, confusion of the observers as 
to the identity, extent, number of aircraft, and/or reduce the probability of 
visual or photographic detection (in flight or on the ground). Tactical paint 
scheme patterns are based on optical principles that dictate certain 






nonrefiective colors, color configurations, and color proportions. Arbitrary 
application of markings and color schemes, other than those prescribed in tnis 
згаичати, arc ргитимгосч.» ачыра: PAING эчиснсь arc хал! тосе VI сішмтсі ұт 
or three shades of gray or blue (FED-STD-595, color numbers 35237, 36320, 
36375, or 36495). 


5.1.3.1 Tactical paint scheme materials. The standard topcoat for the 
tactical paint scheme and common insignia marking is polyurethane (lusterless) 


ты жш. < жә. — т. mm e 


coating conforming to MIL- C-83286 or MIL-C-85285. Decals may be used in lieu 


of paint for insignia and markings provided that they are made of a non- 
IEN ТЕЧ От уе меса! HALU тат HICCUI Ч LITT 41955 anu чолы TEUUITEMENLD UI “пе 
enatinn сус ат Narale исай tn annlv Тампа markinac (сисА ac tha national 
мъ дъ rity ә у ә ыч» ых və AA J ы J Xo U vu УР 1J $ т М“ UIM T ~ ъв БЫ эмэн Uw Vit E AA. 11411541 
insignia) are not permitted. The use of MIL-C-83286 or MIL-C-85285 is not 
required for applying aircraft unit peculiar markings. 


5.1.3.2 Tactical paint scheme patterns. Approved tactical paint scheme 


patterns shall be in accordance with Appendix E. 


10 
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5.1.3.2.1 Aircraft surfaces. The tactical paint scheme patterns shall 
be in accordance with the specific aircraft illustrations of Appendix E. 
These illustrations, however, are intended only as guides. Minor variations 
in pattern are acceptable. Care shall be taken that proportion and balance of 


the colors are approximately as shown in the illustrations. Boundaries 
between colors shall be irregular as illustrated and fade into each other with 
no sharp lines of demarcation. A 6 inch blend line shall be used at all color 
boundaries. 

5.1.3.2.2 Bottom surfaces. Most tactical paint schemes use a single 


ta ewe w wu w w V "e x 


color on the underside of the fuselage, wings, horizontal stabilizer, and 
control surfaces. The color on the underside of the aircraft shall be brought 
up the sides of the fuselage to give the approximate side view appearance in 
accordance with the application illustration of Appendix E. The transition 
from the underside color to the upper surface pattern shall be an irregular, 
indistinct, countershaded, blend area. A — line and any regular repeating 


pattern (енер ас а scallop) will raise the risk of detection and compromise 


WA Ae Be Se FS 1 МУ” ча «P we АД 5 “ур MJ 5 WA 1 wë `. ~ H 17 Ww Ae Se Se V чаа 


the overall effect. On low-wing aircraft, the color on the bottom of the 


fuselage shall be brought into the wing root to meet the color under the wing. 


5.1.4 Paint scheme for drones. Drones shall have the upper surfaces 


(except fuselage), vertical stabilizer r, and rudder, painted insignia white, 
Cen CTA FAL mml ma ama А 17 The ДАФ ам Lann l amam KA ene d eh es al 
FLU-21U-232, CUIUT numper 17925. inc EIILIIE тизстаче shall ус ра:псеч 
international orange, FED-STD-595, d number 12197. The bottom n all 
aerodynamic surfaces shall be painted insignia red, FED- STD-595, color number 
11136. See Appendix C, figure C-50 for an example of the drone paint chen 


5.1.5 Paint scheme for target aircraft. А1] exterior surfaces of target 
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aircraft shall be painted fluorescent yellow-orange, FED-STD-595, color number 
28915, with the exception of the QF-4 and QF-86, which shall have only the 
P nv 


wing tips and vertical tail painted fluorescent yellow-orange, FED-STD-595, 


vv 
color number 289 
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5.1.6 Solar heat reflection. With the exception of where tactical paint 
schemes are employed, the upper surfaces of the fuselage of all land-based 
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cargo, transport, and utility planes shall be painted insignia white, FED-STD- 
595, color number 17925. The white color shall begin at the top, forward edge 
of the pilot's enclosure, extending aft to include the vertical stabilizer and 
elevator, and extending down each side of the fuselage to the bottom of the 


windows, in accordance with Appendix C, figures C-8, C-11, C-12, D-1, D-7, 
D-8, D-9. Aircraft used in a transport or staff capacity may employ stripes 
below the white area and a chevron on the nacelles for decorative purposes. 


5.1.7 Antiglare. On all pilot-operated aircraft, nonspecular 
(lusterless) paint shall be employed on all airframe surfaces which may 
produce glare in the pilot's or copilot's eyes, or induce eye strain due to 
excessive brightness. These areas shall be painted nonspecular (lusterless) 
black, FED-STD-595, color number 37038, with the exception of aircraft painted 
with tactical paint Schemes. Aircraft painted with tactical paint 


5.1.8 Glass fiber reinforced plastic assemblies. The color of 
assemblies fabricated of glass-fiber reinforced plastic, (such as radomes, 
radio An housings, noses, fairings, wing due and intake ducts), for 
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f the frontal areas thus finished shall be in accordance with MIL- 
For aircraft with the tactical paint scheme where plastic assemblies мийн 
rain erosion coatings, the rain erosion coating shall be applied in the same 
color as adjacent areas. 





landin r. Fixed landing gear shall be painted to 
bed color scheme of the particular aircraft. 
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5.1.9.2 Retractable landing gear. Retractable landing gear, wheel well 
areas, wheel assemblies, inner surfaces of landing gear well covers, hydroskis 
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5. color nu 
ENER 37038. “Бог tactical paint schemes: the color shall be either black, 
FED-STD-595, color number 37038 or the same gray used on the aircraft. The 
edges of the landing gear door shall be painted insignia red, FED-STD-595, 
11136 The outer surfaces of the 
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5.1.10 Speed brakes, wina flaps, etc. Interior surfaces of speed brake: 


and wing flaps shall be colored insignia red, FED-STD-595, color number 11136. 
Exterior surfaces of speed brakes and wing flaps shall be colored to match the 
prescribed color scheme of the aircraft. Wing flap areas which are covered by 
the wing when they are in the retracted position shall be colored insignia 


1, FED-S10-595, color number 11136 se requirements will 
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5.1.11 Wing leading edge slats. The interior (lower) surface and 


inboard end of wing leading edge slats, and the wing area covered by the 
siat, when in a fully retracted position, shaii be colored insignia red, 

rrn CTA CAL -—— Ñ маа д... m 11192 aad A EL je мар ee ied да ed emeng м бл LA 3. ba 
ГСУ"521,/-979, CUIU TIUMDET 11139, етіп спе ERALEPLIUND ог пси diTUTdi uL LU De 
Aaltiuvuanad with а tartieal naint erhama Па thaca nau aivrrraft tha intavrinr 
усы тұрын uU ~ A Ae Ae Ú %6Д | ра:пи UI 62 001165 © vn ke if Se së ke HUW WII Sei uli ç ç ~ ИА Ke VI vul EVI 
surface covering color shall be determined by the Program Manager in 
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conjunction with the Naval Air Systems Command (AIR 5164). Exterior surfaces 
of wing leading edge slats shall be colored to match the required color scheme 
of the aircraft (see the applicable figure in Appendices С, D, or Е). 


5.1.12 Walkways and steps. Where anti-skid material is applied, the 
color shall be as follows: for conventionally painted aircraft, the color 
shall be gray, FED-STD-595, color number 36231, or black, FED-STD-595, color 
number 37038. For aircraft with land camouflage schemes, the color shall be 
black, FED-STD-595, color number 37038, or field green, FED-STD-595, color 
number 34095. For aircraft with tactical paint schemes, the color shall match 
the color of adjacent areas. 


5.1.13 External stores (including ordnance). External fuel tanks, 


pylons, rocket launchers, missiles, pods, and other mounted equipment shall 
be colored to conform with the aircraft paint scheme. For tactical paint 
schemes, gray, FED-STD-595, color number 36375, shall be used, with the 
exception of external stores peculiar to the A-4 and SH-60 aircraft. For 
these items, the color shall be gray, FED-STD-595, color number 36495. Land 
camouflage paint schemes (excluding AV-8 aircraft) shall be green, FED-STD- 
595, color number 34095, and all other paint schemes will use FED-STD-595, 
color number 17925. External stores peculiar to the AV-8 shall be painted 
gray, FED-STD-595, color number 36440. Stores used on multiple aircraft with 
different color schemes will be painted to match the primary user. If 
temperature problems occur, the use of a lighter shade of gray is acceptable 
upon approval of the Naval Air Systems Command (AIR 5164). Safety color coded 
markings shall be implemented as specified in other directives. 


5.1.14 Radomes, antennae, and antennae covers. Blade type antennae, 


antenna mast, antennae covers and radomes shall be painted to match the color 
of adjacent areas except as noted in paragraph 5.1.8. 


5.1.15 Helicopter blades, hubs, transmissions and rotor mechanisms. 


5.1.15.1 Rotor blades. Main and tail rotor blades shall be painted 
black, FED-STD-595, color number 37038, except when the tactical paint scheme 
is utilized. When the tactical paint scheme is utilized, the color of the 
rotor blades shall be black, FED-STD-595, color number 37038 or gray. The 
gray color will depend on the aircraft model. Marking of the main and tail 
rotor blades shall be in accordance with 5.2.2.10.3 and 5.2.2.10.3.5. 


5.1.15.2 Hubs of helicopters. Helicopter hubs shall be painted black, 
FED-STD-595, color number 37038, except aircraft painted with the tactical 
paint scheme. For aircraft painted with tactical paint scheme, the color of 
the hubs shall match the tactical paint scheme. Overpainting of installed 
hubs shall be accomplished in accordance with MIL-F-18264. 


5.1.15.3 Transmission and rotor mechanisms of helicopters. Helicopter 
transmissions and rotor mechanisms, other than blades and hubs, shall be 


painted black, FED-STD-595, color number 37038, with the exception of aircraft 
painted with a tactical paint scheme. For aircraft with a tactical paint 


13 


MIL-STD-2161A(AS) 


ES ПЕНЫ ae _ Er ern, ET E GE GEN ЧЕ жоне күни GEET TEE VE a - Wq а а аю. 
scneme, tne сотог от спе transmission апа FTOLOMECHANISMS зпа!!: marcn спе 

A oa zb ла l naint erhamna Nununaintinn nf tha itame chall ha areamnlichad in 
„ахи къа! | пне 2VIICHIC e МУСЕ ра тле пу MI VIIC ІСІ. 211011 WG атр: | 1 1174“ Vii 
accordance with MIL-F-18264, 


Note: When the same model/series aircraft is used in both the Marine Corps 
and the Navy and each service requires a different paint scheme, the 
assemblies (including blades) shall be painted black, FED-STD-595, 


color number 37038, or gray on aii the aircraft. The gray color number 
WII) ucpe ја оп LIE dil ur diu il'UUCI. Tne aecision оп which «Т LU Чэс 
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5.1.16 Jet air intake ducts. The color of the adjacent aircraft 
exterior shall be carried around the lip of the duct and into the duct 
approximately 6 inches (except for the сћеугоп5) All remaining interior 


surfaces of the duct shall be painted insignia white, FED-STD-595, color 





5.1.17.1 Blades. Blades shall be painted black, FED-STD-595, color 
number 37038, with the exception of aircraft with a tactical paint scheme. 
For aircraft with a tactical paint scheme the color of the blades shail match 
al paint scheme. Markings shall be as specified in 5.2.2.10.3 and 


5.1.17.2 Spinners. Spinners shall be painted black, FED-STD-595, color 
number 37038, with the exception of aircraft with the tactical paint scheme. 
For aircraft with a tactical paint scheme, the color of the spinners shall 
match the tactical paint scheme. 


Jele Lied DUU a dilu UUME. пир)» анч VUE Aa ъпатт ше ра! сч VIAUR, 
FED-SIDSBSB. color mumpor 17038. WIEN no оо ое а екса ы Tactical 
paint schemes. For aircraft with a tactical paint scheme, the color of hubs 
and domes shall match the tactical paint scheme. 


5.1.18 Engine cowling interiors. The interior of engine cowlings shall 
be painted gray, FED-STD-595, color number 16440. 


5.2 Aircraft exterior markings. Certain provisions of this military 
etamAanA ann во А +A intannatinnal 2+ ли лм Я ~ + Zon annnnmante and miat nat 
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be changed, except under emergency conditions, without prior coordination with 
North Atlantic Treaty Organization (NATO) (STANAG 3104). Unless otherwise 
specified, the height of all characters shall be chosen from the following 
sizes: 12, 16, 20, 24, 30 or 36 inches. 

5.2.1 Identification marking. Identification markings for а11 U.S. Navy 
and Marine Corps aircraft, with the exceptions of 5.2.1.1.1 through 5.2.1.1.7, 
эпатт ус іт амо мгманмсо Wivtth wee VI шаичасчучут шаткіну,;) Ј. с.ә гог орцон аг! 
markings, and herein. Guidance is provided in 5.2.3 for markings applied to 
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numerals (characters) shall be constructed in a modified vertical block form 
(see Appendix A, figure A-4). All characters shall be uniform in shape and 
size. The width of the characters, excluding the dash (-) and the letters G, 


А, M and М, shall be 75 percent of the height of the character. Тһе dash 
shall be constructed in accordance with Appendix A, figure А-4. The width of 
Тл+ + лме А and М chall ha 09 nawerannt АҒ ite hninht Tho width nf tha Tattan Ш 
Соро pw аны п oni мс IC vor оси VI гъз попе. сис Wi vi! Vi учи IGULU!I п 
shall Бе 108 nercent of its height. The width of the letter G, with the 
exception of its overhang on its right side, shall be 75 percent of it 
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height. All overhangs on letters C, G, S and numerals 2, 3, 4, and 9 shall be 

1/12 of the character’s height. The height of characters shall be a minimum 

of one inch. In areas where this is not possible due to space limitation, the 

characters may be reduced to 1/2 inch Decaicomania conforming 
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| shall perform as well or better than the standard topcoat in 
appearance and durability. Decals shall not be applied where they may be 
deleterious to the surface to which they are applied. Decals shall not be 
applied over brazier head rivets. 
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5.2.1.1.2 Research aircraft. The markings of military aircraft used for 
research projects are subject to Naval Air Systems Command (AIR 5164) approval 
in each case. 





5.2.1.1.3 Experimental aircraft. Experimental aircraft shall be marked 
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"U.S. NAVY" shall be applied on the upper surface of the right wing and on the 
bottom surface of the left wing, in a similar location to the national 
insignia on the opposite wing. The height of the letters shall be the largest 
possible size that can be accommodated on the aircraft, selected from 5.2. 
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limitations, the size may be reduced и. For all other types of 
guided missiles, only the serial number and model designation, if applicable, 
shall be applied. 
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5.2.1.1.5 Target aircraft. Target aircraft shall have the word "Target" 
applied along the port side of the forward and aft sections of the fuselage, 
the starboard side of the midsection of the fuselage, the top side of each 
wing assembly, inboard from the wing tips, the top side of each horizontal 
tail surface (as applicable), inboard from the tips, and the starboard side of 





that is practical. Deviations to meet EE, test objectives or safety of 
flight require Naval Air Systems Command (AIR 5164) approval. 





contains: special instructions concerning markings and insignia for tactical 
and land camouflage paint schemes. Appendix A reflects specific instructions, 
dimensions, etc., for the proper application of these markings and insignia. 
Table II lists the standard markings and insignia for all aircraft. 


5.2.2.1 Changes. Dimensioned drawings, showing the size and location of 
the insignia and markings applied to various types of aircraft, are prepared 
in accordance with applicable Naval Air Systems Command (AIR 5164) 
instructions. Any changes proposed to these insignia and markings must be 
coordinated with the Naval Aviation Depot (NADep) that prepared the service 
drawing and the Naval Air Warfare Center Aircraft Division, Systems 


Requirements Department (Code SR3) Lakehurst, NJ, 08733-5100. Approval must 
also be from the Naval Air Systems Command (AIR 5164). The views shown in the 
Appendices are conventionalized. Minor changes may be necessary due to space 


limitations or configuration to adapt the markings to the specific model of 
aircraft, including those shown herein. Any changes made shall not preclude 
the quick identification and recognition of the aircraft. 
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TABLE II. markings for U.S. Navy and Marine Corps aircraft. 





| | zenera] location | 





| National star Wing and fuselage Fuselage 
Branch of service Wing and fuselage Fuselage 

| Model designation Fuselage Fuselage 

| Airplane serial number Fuselage Fuselage 

| (BUNO) 

| Unit aircraft number Fuselage Fuselage 

| Squadron designation Fuselage Fuselage 





Unit identifier Vertical stabilizer Aft pylon or 
| upper tail boom 
| Station or unit name Vertical stabilizer As specified 
| Са11 numbers Vertical stabilizer Aft pylon or 
| upper tail boom 


Warning markings As specified As specified 





ee À......................................................................................................................................................................................................................... 
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insignia, on the under surface of the wing shall be so applied so that it can 
be read from left to riaht when standing in front of, and facina, the 


aircraft. On swept- back and variable sweep wings, all letters а numerals 

shall be applied symmetrically along the 50 percent constant chord line, as is 
required for application of the national insignia. Insofar as is practicable, 
all letters and numerals shail be positioned on the fuselage and vertical tail 
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surface so as to be perpendicular to tne fuselage reference line. 


applied to all aircraft as delineated in Appendix A, figure A-1. 


5.2.2.4 Branch of service marking. The branch of service marking shall 
be applied to all aircraft. The style, positions and size of this marking on 
the aircraft shall be in accordance with 5.2.2.4.1 and 5.2.2.4.2. 


5.2.2.3 National star insiania. The national star insiania will he 
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the U.S. Navy and Naval Reserve, the branch of service marking shall consist 
of "NAVY" or, on cargo/transp port aircraft, "UNITED STATES NAVY", as specified 


in Appendices С, 0, and Е. On aircraft operated by the U.S. Marine Corps and 
Marine Corps Air Reserve, the branch of service marking shall consist of the 
word "MARINES". On aircraft operated jointly by the U.S. Navy and Marine 
Corps, and/or their Reserve components, the branch of service marking shall 
consist of "NAVY". 


5.2.2.4.2 Branch of service markina - size and location. The size of 
the lettering of the branch of service marking shall be as large as possible 
on the aircraft. The height of the letters shall be selected from 5.2. 
Special sizing instructions for tactical and camouflage paint schemes are 


contained in 5.2.3, and pen x A, figure 
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Model desiqnation and bureau airplane serial number (BUNO). 
applied just below the model designation, in accordance with 
, 0, and E. 
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СМО directives specify, the use of the last three digits of the BUND shall 
comprise the unit aircraft number. CNO directives permit tactical aircraft to 
be marked with the last four digits of the BUNO to differentiate it from 
another aircraft having the same last three digits. 

5.2.2.6.1 Location. The unit aircraft number shall be located on the 
ла АҒ than adumama lt am hadh ЗАЛА АҒ Ab a 天 下。 
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exceed 50 percent of the igasi pore of the оа of RK ac LR. at the 
point of application. 


~ ла ee "p 


5.2.2.7.1 Location. The unit identifier shall be applied to both sides 
of the vertical tail surfaces above the horizontal stabilizer, centered on the 
vertical surfaces. On multiple tail surfaces the marking shall appear on the 
outboard sides only. An effort shall be made to avoid applying the unit 
T 


identifier on rudders finished in white, FED-STD-595, color number 17925; 
hnunuan tha enari Eind hatinh?+ АҒ tha 1Iattane miat ha maintainnd 
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5.2.2.7.2 Size. Letters shall be a minimum of 10 inches high and shall 


be the largest possible specified in 5.2. In case of double letters, the 
width of each letter may be reduced to accommodate the letters to the shape of 
the tail surface, retaining maximum clarity, visibility, and symmetry. The 
size of letters for tactical and land camouflage paint schemes is as specified 
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title, e. g., AIRON-81, employed in lieu of the unit identifier. 
If the station name is marked on the vertical tail surfaces, it shall not be 
appiied on the fuseiage. 
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identifier. 


5.2.2.8.2 Size. The size of the letters shall be such that the station 
or unit name can be accommodated on the vertical tail surfaces in the 
specified location. If necessary due to space limitations, the station or 


unit name may бе divided to occupy two lines. If two lines are used for 
etatinn namne tha Asch ehall Кл amittad and tha "Jet + лме an thana nanan A lina 
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shall be centered below those on the top line. 
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height of 12 inches. the height shall be as E as possible. The Pall 
numbers shall consist of at least the last four numbers of the bureau number. 
Arabic numbers shall be used when applying call numbers. 
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applicable. Оп rotary wing aircraft, or if space limitations do not permit on 
other aircraft, these numbers shall be applied aft along the fuselage, or aft 
along each side of the tail boom, as applicable. 


5.2.2.9.2 Size. The height of the numbers shall be the largest size 
possible of the sizes listed in 5.2. Under no circumstances shall the height 
of the characters be less than 12 inches. 





are as follows. For “tactical "and Тапа camouflage р 
5.2.3 for special instructions. 


5.2.2.10.1 Jet engine intake warning chevrons and signs. The areas of 
the leading edge of tne wing, the fuselage, or the nacelle or pod, or 
anmha anant dan Ф А лли С whieh ann afdsarnnt +a tha са Яле AC а ЧлФ annainn antaba 
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shall be marked with warning chevrons and signs, as specified in the following 
subparagraphs. 


5.2.2.10.1.1 Application. The chevrons shall be applied such that the 
ends of their outer sides contact the edge of the intake at points which are 
three- -quarters of the diameter, or three-quarters of the short axis, of the 


intake port. The outer points of the chevrons shall be located at a distance 
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center of the intake The chevrons shall be 3 inches in width and shall he 
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marked in insignia red, FED-STD-595, color number 11136, with the exception of 
tactical paint scheme aircraft. Superimposed on one side of a chevron shall 
be the word "Jet" and on the other site the word "Intake" in insignia white, 


FED-STD-595, color number 17925 (see Appendix A, figure A-8). The letters 
shall be 2 inches in height. The word "Danger" (with an arrow directed at the 
Рано Ul LIE CIEVEUN, эсс PDMMKSIIMI A м, г: TVJUT ATOJ эпаті ше app! еч атуниу спе 
leading edge of the wing, or оп the fuselage, nacelle, or pod, as applicable. 
The letters and arrows shall be insignia red, FED-STD-595, color number 11136, 
and shall be superimposed on a stripe of insignia white, FED-STD-595, color 


number 17925, 3 inches in width. The height of the letters and length of the 
arrows Shall be 2 inches. Aircraft painted with tactical or land camouflage 
paint schemes shall comply with the color requirements of 5.2.3. 
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5.2.2.10.1.2 Variations. The dimensions specified above shall be 
adhered to in general. They may be varied, and the word "Danger" (with the 
arrows pointing to the edge of the intake) may be applied within the V of the 
chevrons if there are space limitations or other considerations. The general 
outline and appearance of the warning chevrons shall conform to Appendix A, 
figure A-8. 


5.2.2.10.2 Jet engine blast warning. The areas of the fuselage, nacelle 
or pod, or combination thereof, which are adjacent to the sides of a jet 
engine exhaust shall be marked with the words "Beware of blast" as shown in 
Appendix A, figure A-8. 


5.2.2.10.3 Propeller, rotor, and turbine safety markings. Application 
of safety markings to statically balanced propellers and rotor blades shall 
be limited to new blades or to overhauled blades, in accordance with 
5.2.2.10.3.1.3. Lusterless (camouflage) colors only shall be used for 
propellers and rotor blade identification danger zone marking, or preservation 
and antiglare purposes, unless otherwise noted herein. Before topcoat and 
markings are applied, all surfaces shall be thoroughly cleaned and prepared 
with primer coating. Letters and numerals shall be 1 inch in height. If 
there are space limitations, letters and numerals may be reduced in height to 
1/2 inch. For tactical and land camouflage paint schemes, the use of 
identification stripes on rotor blades is dependent upon whether they can be 
overpainted by field units. If the provisions of paragraph 5.2.2.10.3.1.3 can 
be met, identification stripes shall be used. On all other rotor blades, 
identification stripes shall be eliminated. 


5.2.2.10.3.1 Main rotor blades. 


5.2.2.10.3.1.1 Matched sets. For matched sets of main rotor blades, 
individual identification stripe shall be painted on both side of the blade 
from the tip to 2 inches from the tip. This stripe shall be insignia white, 
FED-STD-595, color number 17925, for one blade, insignia red, FED-STD-595, 
color number 11136, for the second blade, and light green, FED-STD-595, color 
number 14187, for the third blade. In addition, orange-yellow, FED-STD-595, 
color number 33538, warning stripes shall be applied inboard of the 2 inch 
stripe on both of the blades, and shall extend from the line 2 inches from the 
tip to a line 8 inches from the tip. FOR TACTICAL AND LAND CAMOUFLAGE PAINT 
SCHEMES, 5.2.2.10.3 SHALL APPLY. 


5.2.2.10.3.1.2 Unmatched sets. For unmatched sets of main rotor blades, 
orange-yellow warning stripes, FED-STD-595, color number 33538, shall be 
applied to both sides of the blades from the tip to 6 inches from the tip. 
FOR TACTICAL AND LAND CAMOUFLAGE PAINT SCHEMES, 5.2.2.10.3 SHALL APPLY. 


5.2.2.10.3.1.3 Static balance - preservation and maintenance. Paint or 
other marking, when applied to propellers, rotors, or statically balanced 


control surfaces for antiglare or protective purposes, shall be applied only 
by the manufacturer or an authorized facility, except when authorized by the 
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Type Commanders. Between overhauls, when required, marking and finishes may 
be retained by a light maintenance touch- сір. Touch: -up shall be An to all 
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Sur TO, E A ІП рт oportionate amounts тәг retent 
. Classification numbers shall Бе 
stenciled on the main rotor blades of all helicopters by any facility 


authorized to balance or alter the blade. These numbers shall consist of 
three parts as follows: 





a. The first shall be the weight in pounds of the blade, expressed 
in decimal form 


b. The second shall be the distance in inches from the center of 
rotation to the center of gravity of the blade. 


c. The third shall be the distance in percent mean aerodynamic 
chord (MAC) from the leading edge of the blade to the center of 
gravity of the blade clockwise (Example 57.2-75.5-32.4, when the 
blade has a weight of 57.2 pounds with the center of gravity 
75.5 inches from the center of rotation and with the chordwise 
center of gravity at 32.4 percent MAC). 

Stenciling, 1/2 inch to 1 inch in height, shall be accomplished with a paint 
that contrasts well with the color of the biade. The preceding information 

shall be marked on the flat surface on the ground side of each blade at the 

inboard or butt end of the main rotor blade. 


5.2.2.10.3.2 Tail rotor blades. Tail rotor blades shall be finished as 
shown in Appendix A, Figure A-5, starting from the tip and on both sides of 
the blade, as follows: 
a. A6 inch wide band of insignia red, FED-STD-595, color number 
11136 


b. Аб inch wide band of insignia white, FED-STD-595, color number 
17925. 


с. Аб inch wide band of insignia red, FED-STD-595, color number 


d. A nonspecular black band, FED-STD-595, color number 37038, to 
within 6 inches of the hub 

e. Аб inch wide band of insignia red, FED-STD-595, color number 
11136. 


FOR TACTICAL AND LAND CAMOUFLAGE PAINT SCHEMES, 5.2.2.10.3 SHALL APPLY. 
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5.2.2.10.3.3 Helicopter tail boom - warning marking. For helicopters 
having tail rotor blade(s) revolving in the vertical plane, a warning sign 
shall be painted on both sides of the tail boom, as shown in Appendix A, 
figure A-12. This shall consist of a 33 inch wide band orange-yel low, 
FED-STD-595, color number 13538, band encircling the tail boom. Centrally 
superimposed on this band shall be applied a insignia red arrow, FED-STD-595, 


color number 11136, of appropriate size, with the arrow pointing aft as 


indicated in Appendix A, figure A-12. Above the arrow shall appear the word 
"Danger" and below the arrow shall appear the words "Keep Away." The letters 
shall be black, FED-STD-595, color number 17038, and shall be approximately 

2 inches in height. 


5.2.2.10.3.4 Helicopter tail rotor - quards and stabilizers. On 
helicopters with tail rotor guards and/or stabilizers, the tail rotor guard 
and/or. stabilizer shall have war rning markings applied to prevent ground 


personnel from accidentally running into these components. The markings shall 
consist of 2 inch wide alternating stripes of orange-yel low, FED-STD-595, 
color number 13538, and bright red, FED-STD-595, color number 11136. 


5.2.2.10.3.5 Propeller blades - warning kings. Blades shall be 
painted as shown in Appendix A, figure A-6. i blades on multi-engine 
planes shall be painted on both sides from the tip to 3 inches from the tip 
with insignia white, FED-STD-595, color number 17925, followed by a 6 inch 


strip of insignia red, FED-STD-595, color number 11136, followed by „чей 
3 inch strip of insignia white, FED-STD-595, color number 17925. The remainder 


of the blade shall be colored black, FED- STD- 595, color number 37038. This 
may be eliminated on biades where both the following conditions are met: 


1. Corrosion protection is not required and 
The blades are so situated as to produce no glare or excessive 


brightness in the pilot’s or copilot’s eyes (in cases where the 
blades rotate in a plane aft of the pilot’s seat). 
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the pu or copilot's eyes, the insignia red, FED-STD-595, color number 
11136, and insignia white, FED-STD-595, color number 17925, shall be replaced 


by red, FED-STD-595, color number 31136, and white, FED- STD- 595, color number 
37925, respectively, on the rear face of the blades only. Propeller blades on 
single engine planes shall be painted on the front side in the same manner as 
for multi-engine blades; the rear face, however, shall be colored black, 
FED-STD-595, color number 37038, with a 4 inch band of orange-yel low, 
FED-STD-595 color number 33538, at the tip for blades of less than 15 feet 
basic diameter or in a 6 inch orange-yellow, FED-STD-595, color number 33538 


band for larger diameter blades. нан 
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пе 
ix A, Figure A-9. 


extending ne around the fuselage, as shown in Appen 
The word "Propeller" reading vertically from top to bottom, on both sides, 
shall be superimposed on this stripe in insignia white, FED-STD-595, color 


2-5 


number 1/325, letters 2 inches in height, at sufficientiy frequent intervals 
to indicate the dangerous area. The signs "Danger" and "Danger" shall be 

annl ind nawnandirn lar tn and rantarad with racnart tn tha ward "Dv nnallawe " 
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one sign on each cide thereof, with the arrow nointina toward the stripe. The 
letters and arrows shall be insignia red, FED-STD-595, color number 11136 and 


shall be superimposed on a stripe of white, FED-STD- 595, color number 17925, 
3 inches in width. The height of the letters and length of the arrows shall 
be 2 inches. 


5.2.2.10.3.7 Bomb bay, natch, etc., - exit warning stripe and signs. On 
all nlanae whana hamh have hat ДА де ^w лЁ млм nnaninne avict within С fannt АҒ 
a1 HI alco УТЕС Ç МУН Vays; пато); MI МСТ vpell ээ» о ЛЕО WISH М песи Vi 
each side of the nroneller disk, and which may be used as means of egress from 
the plane and there is danger of personnel walking into propellers after 


leaving such openings, warning stripes and signs shall be placed to warn 
personnel regarding the proximity of propellers. Those interior areas of the 
fuselage, bomb bay flaps, etc., which are in the plane of the propeller disk, 


shaii De marked with insignia red, FED-ST0-595, color number 11136, stripes 3 
нене» wide, EALEIIH III оп оп замез irum LIE „сист Ul сис гизетаче vuU сис 
lowest extremity of the exit, when open. The word, "Propeller," reading 
vertically from top to bottom on both sides, shall be superimposed on this 
stripe in insignia white, FED-STD-595, color number 17925, letters 2 inches in 
height, at sufficiently frequent intervals to indicate the dangerous areas. 
The signs: 
"DANGER -» and “< DANGER 
NHANFI I СПИ [э Тат з а Ж CNN 
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shal] be applied perpendicular to and centered with respect to the word 
"Propeller" one sign on each side thereof, with the arrow pointing toward the 
stripe. The letters and arrows shall be insignia red, FED-STD-595, color 
number 11136, and shall be superimposed on a stripe of insignia white, 


FED-STD-595, color number 17925, 3 inches in width. The height of the letters 
and length of the arrows shaii be 2 inches. 
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the wing, a marking similar to that described in 5.2.2.10.3.6 shall also be 
placed on the cowling of the next inboard engine to mark the plane of rotation 
of the propeller disk. 

5.2.2.10.4 Arresting hooks. Arresting hooks shall be painted with gloss 
black, ҒЕ0-5Т0-595, color number 17038, and insignia white, FED-STD-595, color 
number 17925, in alternate bands 4 inches wide, to produce maximum visibility. 
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For tactical paint schemes, the arresting hook shall be painted in the 
surrounding gray/blue paint scheme. Paint shall not be applied to the 
arresting hook point. 


5.2.2.10.4.1 Arresting hook warning marking. For aircraft having 
arresting hooks, a warning sign shall be painted on both sides of the fuselage 
Appendix A, figure A-3, and A-14 and shall be located in proximity to the hook 
point when in the retracted position. The marking must be clearly visible to 


maintenance personnel. 


5.2.2.10.5 Loose and jettisonable equipment. The following loose 


equipment shall be marked in a contrasting color, using a stencil or other 
suitable marking, with the call numbers: life rafts, tool kits peculiar to 
the airplanes, aircraft covers (engine covers, dust covers, etc.). 





5.2.2.10.6 Identification and markin ngs of emergency escape system. All 
exits to be used in an сет E shall be НЕ by the words " ‘Emergency 
Exit, Rescue, Auxiliary Exit" or other appropriate wording, followed by 
applicable instructions or symbols. Painted insignia, letters, and markings 
shall "be visible in the dark. Painting shall be compatible with finishes 


applied to adjacent surfaces. Decals shall conform to the requirements 
specified herein and shall be edge-sealed with a clear finish (see Appendix A, 
figure A-20). 


5.2.2.10.6.1 Application. All surfaces to be lettered shall be prepared 
to ensure good contrast between lettering and background. Standard 
application will be black, FED-STD-595, color number 17038, letters on an 


orange-yellow, FED-STD-595, color number 13538, background. In some 
applications, orange-yellow, FED-STD-595, color number 13538, lettering on aà 


black, FED-STD-595, color number 17038, background will be specified. Other 


color combinations shall not be used without approval of the procuring 
activity. The background border shall extend 1/2 inch beyond the lettering. 
Tactical and land camouflage paint scheme markings shall be in accordance with 
5.2. 3. 


5.2.2.10.6.2 Location. Lettering and marking of the emergency escape 
system shall be placed so as to be easily read. 


5.2.2.10.6.3 Lettering size. All lettering identification marking shall 
be gothic type. Exit release signs shall have 2 inch high lettering. The 
lettering of instruction shall be at least 1 inch high. 


5.2.2.10.6.4 Cutout area marking. Each area of the aircraft intended to 
be cutout for emergency rescue shall be marked with the wording "Cut here for 
Emergency Rescue" and corner markings at the limits of the cutout area (see 


Appendix A, figure A-17). The horizontal and vertical lines of the corner 
marking shall be 3 inches long and 1 inch wide. This marking scheme shall be 


applied to the interior and exterior of the aircraft at the intended cutout 
point. The lettering shall be a minimum of 2 inches in height. 


MIL-STD-2161A(AS) 
5.2.2.10.6.5 Exit control lever markings. Handles and levers used to 


actuate doors on hatches shall be identified by alternating orange-yel low 


, 
FED-S10-595, color number 13538, and Diack, гЕО-510-595, color number 17038, 
= Ф эм Š mann ~ ж aad ЗАМ bi» m ЗА 1 Au. m w >. РВИ CCA СТГ Enc mamalana nımhan 
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13538, to black, FED-STD-595, color number 17038. The orange-yellow, 
FED-STD-595, color number 13538, stripes shall be widths of 3/16 inch, 3/8 
inch, or 3/4 inch; the black, FED-STD- 595. color number 17038, stripes shal] 


be corresponding widths of 1/16 inch, 1/8 inch, or 1/4 inch. Background 
striping shall be applied at a 45- -degree angle from the vertical, rotated 
clockwise. Small handles and levers shall be ‚ Striped with alternate colored 


rings with the above ratio and background. ine striping shall not interfere 
uas ФА nthan Funan АЖ manb inne ТЕ tha hanAlac ли Тлилалме ann из е АТл in tha 
тїн ULICI vJ pe» Vi war FRI。 it сис папмчтосо VI ЕҮСУҮСІ A GIC ҮІЗІМІС IN вис 
aircraft’s clean flight configuration, markinas of aircraft with tactical 
paint schemes shall be in accordance with 5.2.3. 

5.2.2.10.6.6 Fire access panel marking. The fire access panel in the 
engine cowling shall be identified by a marking conforming to Appendix A, 
figure А-7. The words "Fire Panel" in red letters shall be placed inside the 
rectangle. Tactical and land camouflage paint scheme markings shall be in 
accordance with 5.2.3. 


5.2.2.10.6.7 Explosive-actuated devices. Ejection seats and canopies, 
separable capsule escape system, or encapsulated ejection seats which are 
actuated explosively shall be marked at appropriate locations on the fuselage 
(see Appendix A, figure A-11 and A-16). 
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"Axe (Crowbar) Stowed Here" in 1 inch high letters. The position of the axe 
and/or crowbar may be further identified by a silhouette. 


5.2.2.10.6.9 Fire extinguishers. When fire extinguishers are carried 
aboard the aircraft and are accessible from the outside of the aircraft, their 
positions shall be shown by the words "Fire Extinguisher Stowed Here" and may 
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be further identified Dy a silhouette of a fire extinguisher. 


5.2.2.106 10 Asbestos alovas, When asbestos aloves are carried aboard 
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the aircraft and are accessible from the exterior, their posi ition shall be 
shown by the words "Asbestos Gloves Stowed Here" in letters 1 inch high, and 
may be further identified by a silhouette of gloves. 





5.2.2.10.6.11 First-aid kit. When a first-aid kit is carried aboard the 
aircraft and is accessible from the outside through an emergency exit or 
ача сә ә рапе i; а TCU; T1. Viv ЈЈЈ kA I MI 11" 11119143 | 411.59, MI CCA KIM AA чи а митуе, 
FED-STD-595, color number 17925, background shal! be placed on the fuselage 
adjacent to this exit or panel (see Appendix A, figure A-19). Tactical and 
land camouflage paint scheme markings Shall be in accordance with 5.2.3. 
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colored insignia red FED-STD-11136. A trianale colored insignia red, 


indicate that the aircraft has such à system. The applicable words "Ejection 
Seat" or "Escape Capsule" shall be applied in 1 inch high letters under the 
triangle. ш Shall be located on each Side of the fuselage at 
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Similar aircraft. ine following warning shall ре appiiea by paint or aecai in 
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hackaround, beneath the triangles: "Warning - This aircraft contains а 
cartridge-actuated emergency escape system equipped with explosive charges" 


(see Appendix A, figure `А-11 and A-16). See ‘Appendix A for complete 
instructions. Tactical and land camouflage paint scheme markings shall be in 
accordance with 5.2.3. 
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: "thé я located on the exterior of the ai rcraft at “each crew 
See not equipped with ejection seats shall read "Cartridge-Actuated 
Devices" instead of "Escape Capsule" or "Ejection Seat" under the triangle. 
In the event all crew members use the same entrances, both notes shall be 
printed under the triangie with the warning. 
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crew members from the шоог marking shall read "Cartridge-Actuated 
Devices." 
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aq opposite the canopy release shall show the location of 
1 and land camouflage paint scheme markings shall be in 


on “the 211-0 
the release. 
accordance wi 


въ 095 tA а Fw жағ малға 


= > 

o 

— 

o 

mg 

= (D 5 
ct “$ © 


to accommodate this markinq. 


5.2.2.10.6.15 Transport aircraft. The compartments of transport 
aircraft shall be marked with individual compartment horizontal dimensional 
references, the compartment centroids, the compartment letter designations, 
and the com maximum structural capacity in poun ds. Cargo compartments 


m 
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shall also be marked in inches from the horizontal reference datum at 20 inch 
intervals. This requirement does not apply to transport aircraft with 
executive interior configurations. 
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marking of escape hatches, doors, and exits shall be colored orange-yellow, 
FED-STD-595, color number 13538, on non-yellow surfaces. On yellow surfaces, 


the marking shall be colored black, FED-STD-595, color number 17038. 
Retroreflective material, conforming to L-S-300 may be used for this marking. 
The periphery of the escape panels shall be _identified by an intermittent 


band, colored orange-yellow FED-STD-595, color number 13538. The segments of 
the band shall be a minimum of 1 inch width and a maximum of 2 inch length, 


divided anually hatwean the door mount and the acrana donor Where the door 
мом сымак ку 75 от ош” чы ипо аы LIS сәма UVUVI e Ы! s. vii iÇ ē UVUI 
lining will cover the marking on the inside of the aircraft, the marking shall 


continue onto the lining. 


5.2.2.10.6.15.2 Emergency exit marking. The words "Emergency Exit" 


colored orange-yellow, FED-STD-595, color number 13538, shall be painted or 
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most readily visible location. Letters shall be a minimum of 2 inches high 
and shall not be less than 1 inch wide. 


5.2.2.10.6.15.3 Handles, releases, catches, and knobs for inside panels. 
Handles, releases, catches, and knobs for inside hatches, exit doors, and 
their soundproofing (or lining) shall be painted orange-yellow, FED-STD-595, 
color number 13538. Suitable descriptive wording, readily visible, shall be 
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nearer the emergency release, to identify and explain it: 


raft whichever + < 
genc ase, to identify and ex operation. This 
wording shall be at least 1/2 inch high, using standard English terminology 
such as "Pull", "Push", "Turn" or "Slide". Exits which are adequate for air, 
ground, and ditching escape shall have the words "Emergency Exit" centered in 
the most visible location on the inside of the door or hatch. Exits which are 


not adequate for the above three methods of escape shall be marked "Emergency 
Cust M and fawn enarifir neana Им лазем lles Пети H НГллаоааЯ and Nitrhinn Иса 
LAILU, апы (г о H EA, | чзаче, РУШИ MAKE VITI 9 лгочич апач бесит мос 


5.2.2.10.6.15.4 External removable escape panels. Markings identifying 
external removable escape hatches, doors, and exits on the outside of aircraft 
shall be orange-yellow, FED-STD-595, color number 13538; on yellow surfaces, 
black, FED-STD-595, color number 17038, shall be used. Retroreflective 
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material conforming to L-S-300 may be used for these markings to facilitate 
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emergency exit panels "Exit Release" on the outside of the aircraft to 
facilitate identification. The writing that describes the operation of the 


exit release will be standard english terminology such as "Pull", "Push", 
"Turn" or "Slide". Letters shall be at least 1 inch high. Tactical paint 
scheme aircraft shall be in accordance with 5.2.3. 
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5.2.2.10.6.15.5 Markings for forced emergency entry or exit. Markings 
for aircraft emergency entry or exit shall be orange-yellow, FED- 510- 595, 


color number 13538. Black, FED-STD-595, color number 17038, shall be used on 
уе! iow-orange backgrounds. Retrorefiective material conforming to L-S-300 may 
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5.2.2.10.6.15.6 Secondary openings. Secondary openings, such as 
auxiliary exits, windows, and navigator’s domes, are usually smaller than 
primary openings, making entrance or exit more difficult. If the structure 
immediately surrounding secondary openings is free from heavy structural 
members (such as buikneads and the main longitudinal member), and from oxygen, 
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located at the extreme boundary of the above described area, both inside and 
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outside of the fuselage. Segments of the broken band shall be 1/2 inch wide, 

1 inch long and approximately 12 inches apart. Where the band will be covered 
with soundproofing, the soundproof (or lining) shall be marked also. "Cut 
Here for Emergency Rescue” shall be printed or stenciled inside of, parallel 


ае 


with and adjacent to the broken band identifying the area оп the outside of 
tha ainrnaft (рама “Блум А antau ran ha mada Ғлал miim misi а 1л pa ze 
LIE атғыга:ы WIETE TUTLEU Cru! чаи мс шаче тог гезкис pur pu»co. "Cut пеге 
for Emergency Exit" shall be painted on a similar location inside the 
aircraft. Letters shall be 1 inch high. If the area to receive the lettering 


is covered by soundproofing (or 1 lining), the letters shall also be stenciled 
on the soundproofing (or lining). Tactical and land camouflage paint scheme 


markings shall be corner markings in accordance with 5.2.3. 


5.2.3 lactical and land camouflage paint scheme markings. Ali markings 
enarsfinA in Е 9 2 and E Я Е nnana Ам 14ААН1Ал ФА 4алалллл4Ж ЛЬ дала л 5 +L A.A. a 
opecveilivcu іп J.c.c AHU J.c.J9 arc арръщаште LU атгчгатгиои тып Nave стоипст а 
land camouflage (LC) scheme or tactical paint scheme (TPS). Requirements for 
the colors of all the markings and the size of some of the markinas differ 
when applied to aircraft possessinq the tactical or land eee КА paint 


P A A ч pula. aAa = М un iu Га... Өре неке - шш кесе “ана (= Ри A 

2.6.9.1 готог UT тагкапаз оп тапа CamouTiage scneme ратпьеч атгсгатт. 
All луФле«ілғе manbinne nf Е 9 2 and Е 2 Е annliand +A амла ft nacenecinan tha 
пи: селесі IVE шаги VI J.c.c санч м.сом GHUHI! ICU LU атыга HA AE AAIIIM tic 
green, black and blue land camouflage scheme shall be applied utilizing the 
following guidelines: 


a. If the background color is blue , FED-STD-595, color number 
35237, or green, color number 34095, the marking shall be black, 
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5.2.3.2 Color of markinas for aircraft with tactical paint schemes. All 


exterior markings of 5.2.2 and 5.2.5 applied to aircraft possessing a tactical 
paint scheme shall be applied in a contrasting shade of gray, the color of 
which is dependent on the gray colors used for the specific tactical paint 
scheme and the location of the marking. See Appendices A, B and C for 
examples. 


5.2.3.2.1 Tactical paint scheme - general marking policy. Tactical 


paint schemes are comprised of either two or three shades of gray. If the 
tactical paint scheme is comprised of only two colors, the contrasting color 
specified is the color used in the scheme which is not located in the area 
where the marking is applied. This requirement applies except when the two 
colors used in the scheme are FED-STD-595, color numbers 36320 and 36375. In 
this case, all markings will be applied in FED-STD-595, color number 35237. 
If the tactical paint scheme is comprised of three colors, the following 
guidelines apply: 


a. If the background color is the darkest gray, medium gray is used 
for the marking. 


b. If the background color is the medium gray, the darkest gray is 
used for the marking. 


c. If the background color is the lightest gray, the medium gray is 
used for the marking. 


5.2.3.2.2 Color of MODEX numbers. MODEX numbers applied to aircraft 
with the tactical paint scheme shall be FED-STD-595, color number 36081 
instead of the colors specified in 5.2.3.2.1. 


5.2.3.3 Size of markings when used on aircraft with tactical or land 
camouflage paint schemes. The size of the markings when used on tactical or 
land camouflage paint scheme painted aircraft are the same sizes as specified 
in 5.2.2 and 5.2.5 except that the branch of service marking, cal] number and 
national insignias shall be a maximum of 12 inches high. Additionally, branch 
of service markings will not be applied to the wings. 


5.2.3.4 Paint scheme deviations approval. Deviations to paint schemes 
for one aircraft may be approved by the Type Commander. Deviations for more 
that one aircraft require prior approval by the Naval Air Systems Command (AIR 
5164) and possibly CNO. 


5.2.4 Marking materials. Marking materials must conform to the gloss 
and IR requirements of the coating used to apply tactical and land camouflage 
schemes. Decals may be used for small markings (maximum of 4 inches) if all 
other requirements are met. 
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5.2.5 Exterior maintenance precautionary and warning markings. 
5.2.5.1 Aircraft and missile service point identification symbols and 


markinas. Service point identification and precautionary warning markings 


shall be applied on ‘all aircraft and missiles, as required (see Appendix B, 
figures B-7, B-8, and B-9). All NATO markings, as referenced to in 5.2, are 
required. NATO markings are detailed in Appendix B, figures B-3, B-4, B-5, 
and B-6. The location of these markings will vary with airframe 
configuration. Each marking shail be displayed to provide the fo 
a. Rapid identification of each required servicing point 


S SS Se e 


b. Identification of the type of ground servicing required. 


с. Hazard warning of = Кее which will prevent injury 


а Ranid antrv or axit from vehicle tinder emaraanrv conditions 
ар Ч ча wt H А w чо sit We ев ЕРЕ т 988 з `w F ` gy Séi чо ғ ұ wt tue J "e Ww BUB Ú vw D ЛИК] 


5.2.5.1.1 Application of service point identification symbols and 


marking. When applying these symbols and markings, the instruction provided 
by Appendix B shall be adhered to. The symbols Shall not exceed 4 inches in 


h or height. Application may be accomplished using paint, or decals 
e D 20477 aw МТ! M А271І4Пг ША eg natin nr tanrzrıle 

FV^"290"*// UI Г-З. "иси paint is used, stencils 
t 


al letters and arabic numerals not exceeding 1 1/4 inches 


U `. We We WH 4527 4 Se V 554858 "~ Ug V ~ Nu Se Әд ВЕ $] т BR Se БЕ `. 
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rating capi 
ight shall be used; freehand application is prohibited. When applied to 
a gray or white background, the marking shall be black, FED-STD-595, color 
number 17038. On other backgrounds, the marking shall be white, FED- STD-595, 
color number 17925. A decal similar to Appendix B, figure B-6, shall be 
located inside the nose wheel well, or nose wheel door, defining the location 
of service points. 


5.2.5.1.2 Location. The location of each service point marking shall be 
based upon the existing available space. They may be situated on the 
equipment concerned, directly below, adjacent to, or on applicable access 
panels. In the event that the service point or marking is concealed, arrows 
may be used to point out the Tocation of the service point. The arrows shall 


bear a brief identification of the purpose for which it is applied. 


5.2.5.1.3 Hydraulic system and landing gear/struts. Servicing 


instructions for hydraulic systems, landing gear, and shock struts, shall be 
provided on metal instruction plates, or stenciled in a permanent and legible 
manner, adjacent to charging points and test connections. 


5.2.5.3 Aircraft grounding points. All grounding points on all U.S. 


Navy aircraft shall be marked in accordance with Appendix B, figures B-3, B-8, 
and B-9. 
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5.2.5.4 Storage batteries. On all battery access doors, the word 
"BATTERY" shall be painted in insignia red, FED-STD-595, color number 11136. 
The lettering shall be 1 inch high on aircraft with a tactical paint scheme 
and the color shall be in accordance with 5.2.3. On the left side of the 
fuselage, as viewed from the rear of the aircraft, there shall be a notation 
"BATTERY LOCATION ". The exact location shall replace the line 
" ", The fore and aft positioning of the markings shall be 
approximately in line with the trailing edge of the wings, and the vertical 
positioning 2 to 3 feet above the bottom of the fuselage. For instances where 
there are windows, enclosures, etc., in this position, the storage battery for 
marking shall be placed as near to the specified position as possible. Where 
there are battery locations interior to the aircraft, the word "Battery" or 
"Batteries", as applicable, shall be permanently and conspicuously affixed to 
the battery casing or compartment. The marking shall be in 1 inch high 
letters. 


5.2.5.5 Instrument static opening markings. Instrument static openings 
(except as noted below) shall have no finish applied within a 1 inch diameter 
circle around the opening. A red, FED-STD-595, color number 31136, 1/2 inch 
wide circular band shall be applied around this area. The following legend 
shall also be applied adjacent to the marking: "Instrument Static Opening - 
Do Not Cover". Aircraft painted with the tactical and land camouflage schemes 
shall be painted in accordance with 5.2.3. 


5.2.5.6 Wing fold warning flag. On aircraft having wing fold warning 
flags, the flags shall be painted red, FED-STD-595, color number 31136. 
Aircraft painted with the tactical and land camouflage schemes shall be 
painted in accordance with 5.2.3. 


5.2.5.7 Markings for electrical connections. The following caution note 


shall be placed at points where it is necessary to break electrical 
connections when folding back or removing wings, or removing tail surfaces, 
etc: "CAUTION, Disconnect Electrical Wiring Before Removing Part". The color 
of the letters shall be black, FED-STD-595, color number 17038. 


5.2.5.8 Markings for engine removal. All points of disconnect will be 
painted either black, FED-STD-595, color number 17038, or with contrasting 


gray for tactical paint schemes (see 5.2.3). 


5.2.5.9 Markings for tank and filler areas. 


5.2.5.9.1 Tank. Aircraft tanks shall have notations indicating tank 
capacity, type of liquid, and level restrictions. Tank markings shall be the 
same color as that used on attaching lines. Additional data, such as coolant 
mixture, water-alcohol mixture, and grade of liquid shall be stenciled near 
the filler caps in letters 1/2 inch high in the same color as that used to 
indicate. tank capacity. Stenciling on the fuel tanks shall read: "Use 

Octane Fuel or Better," or "Use Grade or Better," as 

applicable. 
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5.2.5.9.2 Filler caps. Filler caps for fuel and oil tanks and other 
external parts and attachments for which identification is necessary and 
desirable shall be painted the color assigned to the applicable fitting and 
shall be indicated by appropriate markings. Where flush-type pressure fueling 
caps, conforming to MS29525 are installed, three radial black lines, FED-STD- 
595, color number 37038, 3/8 inch wide by 1 inch long, shall be located as to 
form extensions to the lines on the cap when the cap is in the locked 
position. Tactical paint scheme aircraft shall be painted in accordance with 
5.2.3. The type and grade of fuel to be employed in the aircraft shall be 
Ap dnb adjacent to the filler caps in accordance with Appendix B, figure 
B-3, and B-5. 


5.2.5.10 S nd grips, caution legends, etc. These shall be 
indicated by appropriate wording painted in black, FED-STD-595, color number 
17038 adjacent to the applicable point. Tactical or land camouflage paint 
scheme aircraft shall be painted in accordance with 5.2.3. Appendix B, 
figures B-4 and B-7 provide examples of this marking. 


5.2.5.11 Baggage compartment, life raft stowage, etc. These shall be 
indicated by means of appropriate signs painted in black, FED-STD-595, color 


number 17038, adjacent to the area. Color of the marking for aircraft painted 
with a tactical or land camouflage paint scheme shall be in accordance with 
5.2.3. 


5.2.5.12 Wing access panel latches and safety straps. On aircraft which 
have wing access panel latches and safety straps, the inside lever and wing 
area under the latch safety strap shall be painted insignia red, FED-STD-595, 
color number 11136, in such a manner that no red color will show when the 
latches and straps are properly secured. 


5.2.5.13 Act mechanism warning signs. A black, FED-STD-595, 
color number 17038 warning sign shall be located adjacent to any actuating 
mechanism which can cause damage to the weapons systems from improper or out- 
of-sequence operation. The color of the marking for aircraft painted with a 
tactical or land camouflage paint scheme shall be in accordance with 5.2.3. 


5.2.5.14 Recessed lubrication fittings. Flush type (female receptacle) 


grease fittings, recessed set screws, or depressed adjustments, such as may be 
found on rotor control] and drive shafts, but which require periodic servicing 
or inspection, shall be identified with a circumscribed band of orange, FED- 
STD-595, color number 12197, not exceeding 1 inch in width. Color for 
aircraft with tactical or land camouflage paint schemes shall be painted in 
accordance with 5.2.3. 


5.2.6 Optional markings. 


5.2.6.1 Squadron designation. The squadron designation identifies with 
letters and numerals the squadron to which the aircraft is assigned. It shall 
be placed on both sides of the fuselage, just forward of the empennage, and 
centered under the branch of service marking. If this is not practical due to 
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space limitations, the squadron designation may be applied in an aft location 
designated by the cognizant command. The squadron designation on low-wing 
transports shall be applied along the centerline on both sides of the 
fuselage, just forward of the empennage. On high-wing transports, if the 
branch of service marking is placed on the fuselage either, under the wing, or 
aft of the trailing edge of the wing, the squadron designation shall be 
centered symmetrically under the marking. If this is not practical, it shall 
be centered under the marking, or placed aft, along the fuselage, below the 
centerline. 


5.2.6.2 Reserve aircraft markings - station names. The name of the home 


station may be placed on both sides of the fuselage just forward of the 
empennage and centered under the branch of service marking. This shall be in 
addition to the station letter on both sides of the vertical fin and rudder. 
On transport aircraft (VR), where the branch of service marking is placed 
along the fuselage above the windows, the station name shall be placed along 
the centerline on both sides of the fuselage, just forward of the empennage. 
This shall be in addition to the station letter on both sides of the vertical 
fin and rudder. The letters used for reserve station identification shall be 
one half the size of the branch of service marking. 


5.2.6.3 Battle "E". Squadrons selected for the battle "E" are entitled 
to display a white, FED-STD-595, color number 17925, letter "E" on all 
assigned aircraft for the length of one competitive cycle following the date 
of award. The "E" shall be painted on the starboard side of the aircraft in 
the vicinity of the cockpit, in a rectangular block type letter not to exceed 
8 inches in height and in proportional width. Where the "E" is awarded to the 
same squadron for consecutive competitive cycles, a service hash mark shall be 
painted under the letter. This hash mark shall be the width of one stroke and 
of the same color as the "E". The hash mark shall be 30 degrees to the 
horizontal from the lower left hand of the "E". When applied to aircraft with 
a tactical or land camouflage paint scheme the color of the "E" and hash mark 
shall be gray, FED-STD-595, color number 36081, and for land camouflage 
schemes black, FED-STD-595, color number 37038. 


5.2.6.4 Safety "S". Squadrons winning this award are authorized to 
display ап "S" for safety marking on their aircraft. Authorization will 
extend through the calendar year subsequent to the year for which the award 
was won. An appropriate hash mark is approved only for squadrons who are 
repeat winners in consecutive years. The "S" for safety shall be white, 
FED-STD-595, color number 17925, or black, FED-STD-595, color number 17038, 
and is to be of an appropriate size not more than 8 inches in height. It is 
to be displayed under the squadron insignia (when used) and shall not 
interfere with required markings. For tactical paint schemes the color of the 
"S" shall be gray, FED-STD-595, color number 36081, and for land camouflage 
schemes black, FED-STD-595, color number 37038. Lettering shall be in 
accordance with 5.2.1. Consecutive year marking shall be accomplished in the 
same way as the battle "E" hash mark (see 5.2.6.3). 
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5.2.6.5 Hospital aircraft red cross. When aircraft are assigned air 


evacuation or hospital duty, this marking is mandatory. It shall be centered 
on both sides of the vertical tail surface, above the horizontal stabilizer, 
in the space normally allotted to the unit identifier. It shall also be 
placed on the upper surface of the right wing with the center of the marking 
at a distance from the wing tip equal to one third of the distance from the 
fuselage to the wing tip, and in a similar location to the national insignia 
of the opposite wing, and on the under surface of the right wing, located 
symmetrically between the national insignia and fuselage. Hospital aircraft 
shall be identified by a Geneva Red Cross consisting of a symmetrical glossy 
insignia red, FED-STD-595, color number 11136, cross on a glossy white, 
FED-STD-595, color number 17925, disc (see Appendix A, figure A-19). The 
insignia shall consist of five red squares arranged in the form of a 
symmetrical cross centered inside the white circumscribed circle. The length 
of the red cross shall be 15/19 of the diameter of the circumscribed circle. 
The diameter of the circumscribed circle shall be 2/3 of the mean chord of the 
vertical tail surface. 


9.2.6.6 Aircraft pilot and crew chief names. The names of the regular 
aircraft pilot and/or the aircraft crew chief may be applied to the nose wheel 
door of camouflaged and non-camouflaged aircraft at the option of the Type 
Commander. Block lettering 2 inches high in black, FED-STD-595, color number 
17038, on a white background, FED-STD-595, color number 17925, may be applied 
inside of the nose wheel well door. 


5.2.7 Special purpose marking for U.S. Navy aircraft. Unless otherwise 


specified, the dimensions, colors, and materials markings shall also apply to 
special purpose markings. Due to variance in equipment configuration and 
restrictions in the uses of some markings, special purpose markings may or may 
not be applicable to all aircraft. However, when applicable and authorized 
for use, special purpose markings will be applied in the dimensions, colors 
and locations as specified herein. 


5.2.7.1 Identification of naval attache (ALUSNA) aircraft. The marking 


for naval attache also applies to naval mission. Either marking may be 
applied, as applicable. 


5.2.7.1.1 Fuselage marking. The United States Navy marking will be 
located on the fuselage in the same place as for the transport aircraft (see 
5.2.2.4). The lettering shall be the largest possible size which can be 
accommodated on the aircraft, selected from 5.2. 


5.2.7.1.2 Naval attache fuselage marking. ALUSNA markings may be 


deleted on the basis of local, diplomatic, or other considerations. Fuselage 
markings for ALUSNA aircraft shall consist of the following words: "United 
States Naval Attache to (name of country)." For the benefit of foreign 
personnel, the same wording in the language of the country to which the 
attache is accredited, shall be placed approximately 2 inches below the 
American wording. This foreign language inscription shall be applied under 


35 


MIL-STD-2161A(AS) 


the supervision of personnel who have a thorough knowledge of the foreign 
lanauage involved, In the event that there is more than one form of script of 


language АХ UL VW D ww 


the foreign language, the selection shall be determined by the foreign 
country. All letters shall be painted or stenciled in white on a dark 
background or in black on a light background. 

5.2.7.1.2.1 Location. The attache fuselage marking shall be forward on 
the aircraft, approximately under the pilot's cockpit, on both sides of the 
fuselage. For C-1A and larger aircraft, the English language inscription 
shall be located above the centerline of the fuselage and the foreign language 
inscription shall be located below the centerline of the fuselage. For 


smaller aircraft, the English and foreign language inscriptions "shall be 
located just below the pilot’s window. 


5.2.7.1.2.2 Size. For С-ЈА and larger aircraft, the lettering of the 
English and foreign language inscription shall be 4 inches high. For smaller 
aircraft, the size of the lettering shall be reduced proportionately. 


5.2.7.1.3 Naval attache win па marking ng. The wing marking for naval 


ache aircraft shall consist of an American аа, conforming to Appendix А, 
на ure А-18. 


5.2.7.1.3.1 Location. The American flag shall be located on the 
underside of the left wing, approximately under the national insignia on the 
top side of the left wing. The branch of service marking shall not be used on 
the wing for ALUSNA aircraft. The flag shall be centered and applied so that 
an observer on the ground, with airplane approaching, will view the flag with 
the blue field forward and to his left, and with the stripes extending 
outboard. If more positive identification is required because of local 
conditions or other considerations, an additional American flag may be applied 
to the top side of the right wing on an interim basis. This flag shall be 
removed when local considerations permit. The flag size shall be the same as 
that applied to the underside of the left wing and shall be located 
approximately over the national insignia on the underside of the right wing. 


5.2.7.1.3.2 Size. The flag shall be in the proportions of 1.9 feet in 
length to 1.0 foot in width, in accordance with standard American flag 
reauirements. In no case, however, shall the width exceed 75 percent of the 
distance between the leading edge of the wing and the aileron cutout at the 
point of application. In all cases, the largest size flag which can be 
accommodated on the wing shall be used. 

5.2.7.1.4 Naval attache vertical stabilizer marking. The vertical tail 
surface marking for naval attache aircraft shall consist of an American flag. 
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Note: At the discretion of cognizant commands, American fiags, similar to the 
млн С raisin d dan моохмм444лл4 Law AIIICHA «2 näxte СЪ mare ha amni nm fawaant m am 
опт ита стоп PULITICU TUT тоол ак сга, шау DE app! ICU \TALEPL un 
tactical or land Camouflage Scheme EE ion both des. or 
on the two outboard sides of the vertical tail surface of transport 

: г 
aircraft to facilitate recognition by foreign countries over-flown, ог 
for other important considerations. Such markings shall be deleted 
after their purpose has been served. 

5.2.7.1.4.1 Location. The American flag shall be positioned 
hawiaamétal lis and dua дель a mannanna bhad tha asss 3 oe mi d іл илл am Lath 
нг: CUIIVOalIy an іп зими a шапиег Цас кпе UH IO зпа:!: ше upper WII AL мп DULTI 
sides of the vertical tail surfaces. For aircraft having multiple vertical 
tail surfaces, the flag shall appear only on the two outboard sides. On both 


5, оп u о 
sides of the aircraft the flag shall be applied with the blue field forward 
and the stripes extending aft. The bars of the flag shall appear to be 
trailing at all times. The flag shall be centered on the surface and placed 
above all other marking. 


sei eG  фуапчаги ANCL ical 118чЧ SIZES. ғррспатл A, TIgure A-10, спе 
following standard sizes (length by width) are specified for American flag 
markings used on U.S. Navy aircraft: 


x 36 inches 
x 40 inches 
x 48 inches 
4 672 r eu M 


X o0 1пспеѕ 
The flag or national insiania/emblem of any coun 


untry e 
States of America, will not be displayed on any U.S. Navy ат! 
reason. 


5.2.7.3 Presidential helicopter. For layout and description of marking 


required on presidential helicopters, refer to Appendix D, figure D-6. 


E 2 Q Manlins АҒ fanninrnn asurnaft+ Asurnaft nannan А E. Zens d ча 

Јес.о FIGERINY uir тугетуп атгсгаге.  Aircrarv procured оу тогетуп 
countries through the Department of Defense shall be marked in accordance wit 
this standard, except that the U.S. national insignia will be replaced with 
the foreign country’s national insignia. National insignias for various 
countries are УНИЙН 4 in Appendix F 

5.2.9 Access panel identification. Interior and exterior aircraft 
рапе15, plates, and access doors which require opening or removal at the time 
nf inennrtinn nw aviawhainl ehall ha danti Eind hu tha аллил е nımhantnan rurtnam 
vi II AHA, ер vi уус нам! опат: VE IUEILII теч U сс асс питмсгіпчу уз ест 
in accordance with MS90327. 
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5.2.10 Walkways and honeycomb panels. Walkways and honeycomb panels 


shall be marked as follows: 


Е ^? 1n 1 Lla Зла је and sten ne Тл ғасас whara thau da nnt rnntract in 
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color with adjacent areas, walkway areas shall be bounded by a camouflage 
black, FED-STD-595, color number 37038 line for a light backgroun dora 


camouflage white, FED-STD-595, color number 37925 line for a dark background, 
1/2 inch wide, and marked with the word "Walkway" at sufficiently frequent 
intervals to indicate the walkway area. Steps shall be suitably indicated at 
all points. on the aircraft. On the exterior of aircraft with a tactical or 


"a IE mo Шош: NER жалы m ањ. ал ж. аһ ать ж. амь D lll 


гапа camouflage paint зспете, tne walkway areas Shall conform to 5.2.3. 


5.2.11 Honevcomb nanels on airplanes. Honeycomb panels (thin skin) for 
wing upper surfaces shall be distinctly marked by a 1 1/2 inch wide stripe of 
hash marks; each hash mark shall be 2 inches long, measured along the stripe 

with 2 inches between marks. The marks shall slope 45 degrees. The markings 


shall be painted on, with a material which is compatible with the finish on 








the aircraft, in the area of application. On the exterior of aircraft witn 
bhana tanmdtinanl an ЛАЛА Aaa СЪ ann maint aanb nmm tha manl danna ahal? rnanfaum ta 
ис ачытса! or ғаты Canwvul гаче palllv эпстсе, Lilt шат мн энаті VII ART Di LU 
523 

5.2.12 Powerplant. 

5.2.12.1 Powerplant removal. When making a powerplant assembly change, 
all systems, lines, conduits, control rods, cables, Бе! | ranks and castings 
fianges shall be marked at the point of disassembly. The marking shall be a 
painted band not exceeding 1 inch in width, of a material which is compatible 
with the finish on the aircraft, in the area of application 


5.2.12.2 Powerplant controls. All engine control units shall be marked 
in the vicinity of the lever and in such position that the lever marking 
association is clear as shown in table III. 
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TABLE III. Powerplant control markings. 1/ 





Se r ЕЕ 
| Control 1/ | _ Extreme positions | 
чи 2-1 ra Е У 


ьа жь  “ ль жә 


Throttle Open Closed 
| Mixture | (see 5.2.12.2.1) | 
| Shutter | Open Closed | 
| Carburetor heat | Hot Cold | 
| Propeller | Decrease rpm Increase rpm | 
| Supercharger (if gn | Оп Of f | 
Supercharger (if 2-speed | High Low | 
| | 


1/ In marking the control levers, the abbreviations T, М, $, P, and В may be 
used for the throttle, mixture toggle switch, propeller, and supercharger 
levers, respectively. Standard control knobs (other than landing gear and 


fire extinguisher) shall be gray, color number 16473, of FED-STD-595. 


= amd TJ ° 


et = | (D O ms 
$ 
Ф 


Т- 
i ndicate the pos ition of. E middle 
e carburetor is in the appropriate notch. 


lines sha 


Z — та < oo ~ 


lel system i be a simple 


E mw => 
5 ~ с” 
3 «-Ц (2 
=" 
(D 
Р (9 et => 
=" 
(D 


not b em 
o aid the pilot in obtainin lio a clear pic eine of that part 
of the fuel system with which he is concerned in flight. А11 fuel system 

diagrams shall be of sufficient size and clearance for the purpose intended. 
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5.2.13.1 Color code (identification chart). Identification chart color 


codes in accordance with MIL-STD-1247 shall be installed in all aircraft, as 
follows: 






a. One identification chart color code shall be installed in each 
engine nacelle on all aircraft for the use of the ground crews. 
Caw milt 4 Awet мл а лилла СФ adAstiamal tdanti li natian zb eeh АТА 
TUT тигоигспчуииси ак аги, аммачто топа! ГЛАСИ ТЕ аб тим саг LUIUT 
codes shall be installed, one ner engine. 
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b. Identification chart color codes are not needed in single-place 
aircraft for the use of the pilot. One such code shall be 


installed at each crew station in two-piace aircraft, and one 
shall be installed near each crew station in multiplace 

~ Š wa va x £ + with a mavimım АҒ Слао nan ainena ft 
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5.2.14 Parts markinas. Markings for parts, structural assemblies, fluid 
lines, wiring controls, servicing points, etc., shall be in accordance with 
MIL- STD- 1247, MS90327, and as specified herein. 
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5.2.16 tifi on of tubes, hoses, and pipelines for aircraft. The 
means for identification of the function, content and, if applicable, the 


hazard and direction of fiow of pipe, hose and tube lines used in U.S. Navy 
aircraft shall be in accordance with MIL-STO-1247. The proper use of colors, 
wande eumhnle tane and naintan hande tn inantifv functinnc enantantc and 
VU UD, луун 95 сэ» ысы р мл ағд W дем > vu му Е у т ым» E 25752 9 Se MIN ДУЛЕ wë хайх 
hazards is specifically prescribed. Lines refer to any pipe, hose or tube 
used to convey liquids or gases as well as rigid conduits used to house 


electrical wires of cables. Fittings, valves, conduit outlets and accessories 
such as pipe covering and hose clamps are considered parts of a line. 


5.2.17 North Atlantic Treaty Organization (NATO) code numbers. The 
anal! АЊА ДА АВ МАТА nnda зам да en am o 2, ич л tim AnnanaAivu D Tha een cl ene ana 
арр! са: IVIL ог MAITU LUUC TIUNDET>D 12 ME ai iUCU IN лррепитд D. Іс о ME arc 
applied immediately adjacent to the service symbol. NATO code numbers may Бе 
omitted on trainina-type aircraft and other aircraft not serviced overseas. 
Applicatio n of the code numbers is supplemented by applicable service points 
described in Appendix B. 

5.2.18 Data cards. Data cards and check lists shall be mounted in the 
cockpit or in an accessible position. These cards shall be given a coat of 
~ d 一 о һа akan 1 1 am ^ ` ath мэл bannann жал ante pa sn gn anant diun matawusal A cl ven ap pn a АС tha 
сат ъпешак, UI ULIICI LI апзрат CHU YTULELLIVE MALET тат. А urawırny UI LIC 
data cards, properly filled in, shall be furnished with drawings, in 
accordance with MIL-STD-100. 


5.2.19 Marking of loose and jettisonable equipment. The following loose 
equipment shall be marked in a contrasting color, using a stencil or other 


suitable — with the call numbers: life rafts; tool kits peculiar to 
that is engine covers, dust covers, etc. 


3 
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equipment specifically саттугакцси TUT LIE атгртапе, Sucn aS arirvu merer 5, 
tuning units, etc., and jettisonable equipment such as canopies, wing tanks, 
and ejection seats. Ejection seats shall include abbreviation of the 
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5.2.20 entification of escape system ballistic hose and tubin 






5.2.20.1 Prope t gas system. The hose, tubing or mild detonating 
cord assemblies used to transmit propellant gas pressure between the various 
nant ad Мел _ artıınataÄA dasi anann АҒ an ләлезал вие sg «КАТ? Ka Кама?! in ЧС ЧОЧУУ Р АРЧА 
var LI IUyETALLUGLEU UEVILED UI ап сосарс зуз>сст опат, ше «арсч ін ачеогчансс 
with MIL-STD-1247 (compressed gas) with the following information printed in 
black letters on the tape: 

ESCAPE SYSTEM 
NORMAL -- EMPTY 
EMERGENCY -- HOT GASES 

K 2 9 Сссапе subs uc 4 om Tha nanrtıirılan cıhevetnm nf tha nerann 

Јо ç СЫ © ke a марс ом уә естіп, EEL” pat v ke AA IT а! омозуз син Ут МЕС coLayc 
system in which the hose, tubing, mild detonating cord assemblies are 
installed shall be identified directly adjacent to the identification tape 
required by 5.2.20.1 by affixing white tape with black le ettering that 
identifies the particular subsystem. An example is: 

CANOPY JETTISONING CONTROL COLUMN 
SYSTEM STOWAGE SYSTEM 

§.2.20.3 Hose, tubina, and detonating cord assemblies, The extremities 
of the hose, tubing, or mild detonating cord assemblies shall be identified by 
applying white tape ‘with black lettering that indicates the component, device, 


AN fitting, etc., to which the particular extremity is to be attached. 
Examples are: 


глыыг г т эмм r. T “лама Y TA МАМА ЋЕ гл T 
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TN имта TN M2 UCZY МА! МГ ТП ME 

II WIVES WI TW Tied v i ВЕ КК» TA W FAL, V L. IV Vie 
AN815-4 INITIATOR AN6207-4 CATAPULT 


5.2.20.4 Ground rescuer markinq of hose and tubinq assemblies. For 
ground rescue purposes all ballistic hose or tubing assemblies leading to the 
catapult shall be painted. The area painted shall be approximately 8 inches 
]ong and shali be between the initiator for the catapult and the catapult. 
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ре easily visible, readily accessible, and as close as 
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5.2.21 Emergency light switch. The emergency light switch, when 
installed, shall be indicated by a self- luminous marker with the phosphor and 
exciter sealed in a plastic and metal container. Radioactive paints shall not 
be used. 


боо 


t 

n 
be at least 1 inch high and the lette: opera 
not less than 1/2 inch igh. If the control is in the form of a switch, then 
the size of the letters ч be reduced to a size appropriate to the location. 
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5.3 Workmanship. Insignia and markings shal] be uniform in quality and 
shall be free from irregularities, defects or foreign material which could 
adversely affect performance, reliability or durability. Insignia or markings 
not applied in accordance with acceptable level of workmanship or not in 
accordance with the requirements of this standard shall be removed and 
reapplied. 
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6. NOTES 
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of а general or explanatory nature that may 


schemes and insignia markings for all U.S. Navy and Marine Corps aircraft, 
including identification plates for the aircraft and major assemblies, and 
warning and instruction markings. 


6.1 Intended use. The purpose of this standard is to specify paint 


ға р n ее tL- E ae EES . . _ | RM ak. 

О.С IS>UE UI ІлЛдл/155. When (піз >LdTiudru із u»eu іп ALQUISTLION, Une 
annlirahla Zeene АҒ tha NANTCC eet Һа ritan in tha ecnliritatinn ісал 9 1 ТУ 
GHMIIKOMIE із5чс VI спе UUULAJSJO WHOL VO соғыса ти LIE әуісиегуачтуи 15959 2.1 1). 


6.3 Data requirements. The following Data Item Descriptions (01075) 
must be listed, as applicable, on the Contract Data Requirements List (DD Form 
1423) when this specification is applied on a contract, in order to obtain the 
data, except where DOD FAR Supplement 27.475-1 exempts the requirement for a 
DD Form 1423. 


Dafaranra Daranran NTN Niumhar NTN Titla Cumnmactad Tailnrinn 
NS ILI LIV Ц a, a) ЫГ! Wet uv KZ 4 LZ Ó. 8 Ч 8 x AC k. k. ~ ~ V Xo AA б д т чуг зы 
4.3, 5.2.2.1 DI-DRPR-8065] Engineering Use contractor 

& 5.2.18 drawing format 
The above DID’s were those cleared as of the date of this specification. The 
current issue of 000 5010.12-1, Acquisition Management Systems and Data 
Їл zen p d to ze ma. mnda У ма ФА 1344 ЛАМСПЕ A mana ~ + ~ researched Ф лд ла ën RER ga that LA 
гецитгешепъз соп го: LISU (мал , MUSU DE тсьсагсиса LU спочгс спас опту 
current, cleared DID’s are cited on the DD Form 1423. 


6.4 Toxicity. Some free isocyanate is released during the mixing and 
application of multi-component polyurethane coatings. Released free 
isocyanates can produce a significant irritation to the skin, eyes, and 
respiratory tract. Personnel exposed to free isocyanates may develop and 


allergic pulmonary sensitization, particularly if there is an inhalation of 
+L... аз m = Ш БА ое P | ~ 4 ж” m э гъ уй л аль яь à Arad am тъ w w es 6 -——— DR ee d un ті. Š an mmm on Фо 5 ов ~ d» Š am ч. h ts 
ы vapor апи MISL ргочисесач uur (119 эр! ау арр! ILL III, 111 зенпътетчесастин шау 
ranea an saematir vaartinn with whanzsinn Яисппаз and eninh Nnra ecancitizvad 
w, VA MÄ Ээ Ç ALT ЗА ә u м V Se AA Ae ç Ú WEE тұрын WI. C £111 у MJ HIN: у SAT PM му. Wii <> QT së 1 v H Se Ma 
further exposure cannot be 2 For this reason, there is a restriction 
of the issuance and use of this material. Personnel exposed to free 


isocyanates on a regular basis should receive a periodic medical exam that 
includes a chest roentgenograph (X-ray), pulmonary function tests, and an 
evaluation of any respiratory disease or history of allergy. Periodic testing 
of puimonary functions may aid in detecting the onset of puimonary 

~ Zx e ~ = Ф < —> a+ A an 


сн» i чагып. 


6.4.1 Personnel protective methods. Eve protection and appropriate 
clothing to prevent repeated or prolonged skin contact should be worn while 
applying material that contains free isocyanates. Additional information 
pertaining to protective equipment and other necessary precautions should be 
available from the coating application facility's occupational safety and 
health office. 
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6.5 Subject term (key word) listing. 


Aircraft color patterns 
Emergency warnings 
Hazard warnings 
Identification 
Insignias 


6.6 International standardization. Certain provisions of this standard 
are the subject of international standardization agreement (ASCC 25/1, 25/3A 
and STANAG 1135, 3104, 3109). When amendment, revision, or cancellation of 
this specification is proposed which will modify the international agreement 
concerned, the preparing activity will take appropriate action through 
international standardization channels, including departmental standardization 
offices, to change the agreement or make other appropriate accommodations. 


6.7 Changes from previous issue. Marginal notations are not used in 
this revision to identify changes with respect to the previous issue due to 
the extensiveness of the changes. 


Preparing activity: 
Navy - AS 
(Project MFFP-N518) 
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10.1 Scope. This appendix specifies the des 
zard warning markings for 
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1 
(including the national insignia), emergency, and h 
fixed wing and rotary wing aircraft. 


10.2 Use. This appendix is a mandatory part of this standard. The 
information contained herein is intended for compliance. 

20.1 Government documents. 

20.1.1 Specifications and standards. The following specifications and 


Standards form a part of this document to the extent specified herein. Uniess 
otherwise specified, the issues of these documents are those listed in tne 
Zeenen af tha Nanantmant ЛЕ Nafanen InAav АҒ Cnarifiratinne and Ctandarde 
гззис МІ ыс мсра: LUIS IIL VI устспос им©сл MI Jpyocveiltl 'vauviviio анны ууанчоагчо 
(DODISS) and supplement thereto, cited in the solicitation. 
SPECIFICATIONS 
FEDERAL 
000-Г-416 - Flag, National, United States of 
Amawira anda Clan Iininn | Ламу 
тиис „а, аны + ач, VITIVIE МаК 
MILITARY 
MIL-F-18264 = Finishes, Organic, Weapon System, _ 
Aircraft, Application and Control of 
вата n злато NI aad 1. Ma > n..2. 1 D. > л лана oe Сл љ d % num 
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and Marking 
MIL-M-43719 - Marking Materials and Markers, 
Adhesive, Elastomeric, Pigmented, 
General Specification for 
STANDARDS 
FEDERAL 
FED-STD-595 - Colors Used in Government Procurement 
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(Unless otherwise indicated, copies of federal and military specifications, 
standards, and handbooks are available from the Standardization Documents 


жа ға ға һа 


Order Desk, Building 4D, 700 Robbins Avenue, Phiiadeiphia, РА 19111-5094. ) 


9n 2 ПеЛам nf nracadanca, 


of this document and the 2 cited | 
associated detail specifications, specification ‘sheets or MS sta ) 
text of this document shall take precedence. Nothing in this document, 
however, supersedes applicable laws and regulations unless a specific 


exemption has been obtained. 


= 


standard shall apply. 


40. GENERAL REQUIREMENTS 


40.1.1 National insignia desian. The design of the national insignia 
shall conform to the requirements of this specification. As illustrated in 
figure A-1, it shall consist of an insignia-white, five-pointed star inside an 
insignia- -blue circumscribed circle. A white rectangle, one radius of the blue 


circle in length and 1/2 radius of the blue circle in width, shall be located 





on each side of the star. The top edges of the rectangie shall be placed to 
£u. e 24.43.64 C Sl. ЗА дь. де 4... АҒ 41. LL za sm d we za А ~ 3 Eye beer. шас МӨ са НЫ 
TUT а >LrdIJIIL IINE Will спе сор cuyes ог LIE TIUT TZUTlIUd I two Star POTNLS 
hanaat tha tan сїз noint An tinecinnia_rod havigantal ctrina 1/6 tha madine 
Më Se É E ke М 1711: Ae H H Se ччр ч Vai РУ" “. гаа EILG ty IIa V CU ШТ GM Ae Ai ә т Vp s A IM vv tÇ т qu 1 u> 
of the star, shall be centered in the white rectanales at each end of the 
insignia. A blue border, having a width of 1/8 the radius of the blue circle, 


shall outline the entire design except that when the insignia is to be applied 
on a sea blue, dark blue, or black background, the blue circle and border may 
be omitted. The inside edge of each interior rectangle shall be concave, and 
shali have the same arc as the inside biue circle. The inside edge of each 


rectang] 1 -11 24-24 za а 


outer rectangie snail not be аертссеа. 


40.1.1.1 Size. The blue circle of the insignia for wing application, 
exclusive of border, shall have a maximum diameter of 40 inches and a minimum 
diameter of 10 inches. Sizes may vary by 5 inch increments in diameter. The 
blue circle diameter selected shall be the size which is closest to, but does 
not exceed, 50 percent of the distance between the leading edge of the wing 


and the aileron cutout at the point of application. For fuselage application, 
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40.1.1.2 Color. The standard colors of the national insignia are 
insignia red, FED-STD- 595, color number 11136, insignis white, FED-STD-595, 


Corresponding sem igloss or lust terless finishes of the above listed gloss 
anl мэл mn ВУ) ha Benard +a er andaarant сам Балас ли] и whan enarifiad Aw tha 
CUIUS ша мс USTU LU шасси GUJALTHIL эмг OK A VIII WICU ором тлом уу спис 
procuring activity. 


40.1.1.3 Application. Application of the national insignia by painting 
shall be in accordance with MIL-F-18264. When applying the national insignia 
by painting, a stencil shall be used to produce a sharp outline. The insignia 


shall be applied with coatings compatible with the finish applied to adjacent 


surfaces. Decals may be used in lieu of paint for application of the national 
insiania (see 40.1.5). The national insiania shall be so applied on 


МАҚ” yore ч — о ЪФ ‚we а о wyj TER ом в ърввъд в PEWAG в su. er... г Мы] эй м 8 we ъв 


horizontal surfaces that, in the normal flight attitude of the aircraft, the 

top star point of the insignia points forward, and a line through that point 

and the star's center is parallel to the line of flight, except for the swept 
wing or variable sweep wing configurations. On these aircraft, the national 

insignia shall be placed so that it will not extend onto flaps, slats, or 


e — ex Фед ~ Í маллА ммм ge ДлллА 44 sasa A 2) Тіл лл e Ф = es + ee ze Gm ze zo в + nb ze zs al ` ы al Bh 
control surfaces (cc Tigure A-cJ. пе сопосапюо 50 регсепа cnora iine or tne 
wing which passes through the center of the star. For fuselage application, 
the insignia shall be placed so that the top star point points upward, and a 
line through that point and the star's center is perpendicular to the line of 
flight. 

40.1.2 Wing insignia. One fixed wing aircraft, the national insignia 
shall be applied to the upper surface of ше. left wing, on the lower surface 
of the EK win e n elage noan in the Lu ires of Appendix C. 


С It may be moved inboard where "LL (i.e. ren wingtip 
floats of a seaplane interfere). The insignia shall not be applied to the 


wings of research aircraft when interference with aerodynamics will result. 
The size selected shall be that which is closest to, but does not exceed, 75 
пегс cent of tha Aictanra hatuaan tha Тла Зон ndan nf tha inno ni tha aılarnn 
pet Ke Kei, Vi IIC ЕУ СДА С мсотсстт сис cauli" Cuye Vi спе wing апа спе 41:04 vit 
cutout at the point of application. The wing insignia or other markings shal] 
be omitted from the underside of wings or other surfaces on which thermal- 


40.1.3 Fuselage ог hull insignia. On fixed wing aircraft, the national 
insignia shall be applied to each side of the fuselage or hull. These 
Tanat inna ме nnuntunaunf in than firınne in AnnandAiv Tha fıenlarına aw bal! 
IULAaL ıVIID ас ругогауси ти Fie Figur co ти пррепчал C. пе тчостачус vi NUII 
insignia may extend over doors and emergency exits, but shall not extend over 
windows or openings used during combat. For aircraft with a tactical or land 
camouf1age paint Scheme the insignia shall be 12 inches in diameter， 
inclusive, or a contrasting color, and placed as directed by the applicable 


Naval Aviation Depot directive. 
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40.1.4 Rotary wing aircraft insignia. Four national star insignias 
shall be applied to rotary wing aircraft, so as to be visible from either side 
and from above and below. If the configuration permits, an additional 
insignia may be applied to the nose of rotary wing a aircraft for frontal 
identification. — of size and location shall be maintained on all 


40.1.5 Decalcomanias. Decals may be used for all small markings (less 
than 4 inches in size). For interior application, where they will not be 
affected by weather conditions, and for exterior application on low- 
performance aircraft, decals shall be applied in accordance with MIL-M-43719 


For exterior application on high-performance aircraft and where subjected to 
extremes of temperature, speed, and altitude, MIL-P-38477 shall apply. 
MIL-P-38477 decals may be furnished with perforation holes upon request. 
These decals may be applied only over the complete paint system. Decal 
application shall not be deleterious to the aircraft surface. Decals shall 


+ h liad à 
not be applied over brazier head rivets. 


40.1.6 Decalcomania letter heights. Letter heights shall be as follows: 


Small: 1, 2, 3, 4 1/2, and 6 inches high 
Medium: 9, 12, 15, 18, and 21 inches high 
Large: 24, 30, 42, and 48 inches high 


Decals larger than 48 inches in height may increase by 12 inch increments. 
Dimensions for letters shall maintain a 1/3 ratio for height, width, and 
stroke. 


„7 Tactical Land land camouflage paint scheme national insignia. See 
fi 
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COLOR DIAGRAM 


National star insignia. 
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FIGURE A-1. 
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FIGURE A-2. National star insignia on swept wing aircraft. 
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FIGURE A-3. Arresting hook warning. 
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FIGURE A-4. Form of letters and numerals. 
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1. The width of all letters and numbers (characters) shall be measured 
between the widest points of the characters. 
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For example, as on the previous page. 


a. All letters and numerals are 6 blocks high, and 4.5 blocks wide; 
therefore, the width of letters and numerals shall be 75 percent 
of the height. 


b. The width of letters A and M shall be 92 percent of the ietter's 
height 
c. The width of the letter W shall be 108 percent of its height. 


d. The width of the letter G, with the exception of its overhang on 
the right side, shall be 75 percent its height. 


аа ne 1 ї 


obtain the percentage of the height, divide the width of the character by 
ще nt 
пе п 


1 
190% 
Тһе sides of the characters containing а corner wedge, (ie. В, С, В, G, 2, 3, 


etc.), shall be made to include an angle of 30 degrees to the horizontal, as 
shown on the previous page. 


The spacing between characters shail be 1/6 of the height of the letter or 
а H Tht a ` ER et ën d = ла ҚА mnamınad funm tha nnint an narh rhawnartan 

numeral. In» spacing shall бе measured from tne рки оп сасп спагасос! 

nearest the other. 


The dash (-) character is constructed such that its width is 50 percent of the 
width of the adjoining characters, and it shall be vertically centered. 
Spacing of the dash and adjoining characters shall be 1/6 the height of the 
adjoining characters. 
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FIGURE A-5. Color scheme for helicopter blades. 
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PROPELLER BLADE MULTI-ENGINE 


FIGURE A-6. Color scheme for reciprocating single and multi engine aircraft 
propellers. 
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FIGURE A-8. Warning chevron and signs applied adjacent to jet engine intake 
and exhaust. 
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SOLAR RESISTANT WHITE PAINT, 
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PROPELLER WARNING STRIPES AND SIGNS 






INSIGNIA RED, COLOR МО. 11136, CAUTION 
BAND TO BE 3” WIDE. 
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FIGURE A-9. Propeller warning strips and signs. 
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FIGURE A-10. Canopy release location. 
WARNING - THIS AIRCRAFT 375 
— CONTAINS A CARTRIDGE-ACTUATED__ + 
| EMERGENCY ESCAPE SYSTEM — — — SH 


EQUIPPED WITH EXPLOSIVE CHARGES 
SEE (T.O. OR NAVAIR ) 
— FOR COMPLETE INSTRUCTIONS 


FIGURE A-11. Warning decal. 
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FIGURE А-12. Helicopter tail boom markings. 
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FIGURE A-13. Canopy release markings. E 
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Representative tactical and land camouflage paint scheme 


markings. 


FIGURE A-14. 
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PERIPHERY MARKING 


CORNER MARKING 


1.000 
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Area cutout markings. 


FIGURE A-17. 
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FIGURE A-18. 


American flag dimensions shall Бе in accordance with DDD-F-416. 
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APPENDIX B 


SERVICING, GROUND HANDLING, HAZARD WARNING MARKINGS, 
AND ARMAMENT PLACARD FOR AIRCRAFT 


10. SCOPE 


10.1 Scope. This appendix specifies aircraft servicing markings and 
appropriate NATO code number for cross servicing. Hazard warning markings for 
ground handling are included. 


10.2 Use. This Appendix is a mandatory part of this standard. The 
information contained herein is intended for compliance. 


20. APPLICABLE DOCUMENTS 
20.1 Government documents. 


20.1.1 Specifications and standards. The following specifications and 
standards form a part of this document to the extent specified herein. Unless 
otherwise specified, the issues of these documents are those listed in the 
issue of the Department of Defense Index of Specifications and Standards 
(DODISS) and supplement thereto, cited in the solicitation. 


SPECIFICATIONS 
FEDERAL 

L-S-300 - Sheeting and Tape, Reflective: 
Nonexposed Lens 

0-Е-760 - Ethyl Alcohol (Ethanol), Denatured 
Alcohol, Proprietary Solvents and Special 
Industrial Solvents 

0-М-232 - Methanol (Methyl Alcohol) 

55-0-659 - Graphite, Dry (Lubricating) 

TT-I-735 - Isopropyl Alcohol 

ТТ-5-1732 - Sealing Compound, Pipe Joint and Thread, 
Lead Free, General Purpose 

VV-P-236 - Petrolatum, Technical 
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MILITARY 

MIL-C-4339  - Corrosion Preventive, Soluble 011 for 
Water Injection Systems 

MIL-G-4343 - Grease, Pneumatic System 

MIL-T-5544 - Thread Compound, Antiseize, Graphite 
Petrolatum 

MIL-C-5545 - Corrosion Preventive, Aircraft Engine, 
Heavy Oil Type 

MIL-H-5606 - Hydraulic Fluid, Petroleum Base, 
Aircraft, Missile and Ordnance 

MIL-T-5624 - Turbine Fuel, Aviation, Grades JP-4, JP-5 
and JP-5/JP-8 ST 

MIL-G-6032 - Grease, Plug Valve, Gasoline and Oil 
Resistant, NATO Code Number G-363 

MIL-L-6081 - Lubrication Oil, Jet Engine 

MIL-L-6082 - Lubricating Oil, Aircraft Piston Engine 
(Non-Dispersant Mineral Oil) 

MIL-H-6083 - Hydraulic Fluid, Petroleum Base, for 
Preservation and Operation 

MIL-L-6085 - Lubricating Oil: Instrument, Aircraft, 
Low Volatility 

MIL~L-6086 - Lubricating Oil, Gear, Petroleum Base 

MIL-C-6529 - Corrosion Preventive, Aircraft Engine 

MIL-L-7808 - Lubricating Oil, Aircraft Turbine Engine, 
Synthetic Base, NATO Code 0-148 

MIL-M-7866 - Molybdenum Disulfide, Technical, 
Lubrication Grade 

MIL-L-7870 - Lubricating Oil, General Purpose, Low 
Temperature 

MIL-C-8188 - Corrosion-Preventive Oil, Gas Turbine 


Engine, Aircraft, Synthetic Base 
MIL-A-8243 - Anti-Icing and Deicing-Defrosting Fluids 
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MIL-L-22851 


MIL-L-23398 


MIL-L-23699 


MIL-L-46010 


MIL-H-46170 
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Corrosion Preventive Compound, 
Petrolatum, Hot Application 


Corrosion Preventive Compound, Solvent 
Cutback, Cold Application 


num Disulfide, for Low and 


tures NATO Code 6-353 


Lubricating Oil, Aircraft Piston Engines 
(Ashless Dispersant) 


Lubricating Oil, Aircraft Turbine Engine, 


Synthetic Base, NATO Code Number 0-156 


Grease, Aircraft, Ball and Roller Bearing 
NATO Code Number G-372 

Grease, Aircraft, Helicopter, Oscillating 
Bearing, NATO Code Number 06-366, Metric 


Lubricant, Molybdenum Disulfide, Silicone 
Inhibitor, Icing, Fuel System 


ape, Antiseize, Polytetrafluoroethylene, 
ith Dispenser 


T 
м 
Plastic Material, Pressure Sensitive 
Adhesive for Aircraft Identification and 
Marking 

Marking Materials and Markers, Adhesive 
Elastomeric, Pigmented, General 


с 
Specification for 


Lubricant, Solid Film, Heat Cured, 
Corrosion Inhibiting 


Hydraulic Fluid, Rust Inhibited, Fire 
Resistant, Synthetic Hydrocarbon Base 


MIL-G-81322 - Grease, Aircraft, General Purpose, Wide 
Temperature Range 


MIL-L-81329 - Lubricant, Sol 


id Film 
Environment, NAT 


e 


MIL-T-83133 - Turbine Fuels, Aviation, Kerosene Types, 
NATO F-34 (JP-8) & F-35 


MIL-H-83282  - Hydraulic Fluid, Fire Resistant, 
Synthetic Hydrocarbon Base, Aircraft, 


Mate МАТА Cada Museke Uu £^ 
мест ic, млм LOGS путоег п- 537 


МІ(-6-83363 - Grease, Transmission, Helicopter 
MIL-I-85470 - Inhibitor, Icing, Fuel System, High 
Flash, NATO Code Number S-1745 
STANDARDS 
FEDERAL 

FED-STD-595 - Colors Used in Government Procurement 
(Unless otherwise indicated, copies of federal and military specifications, 
standards, and handbooks are available from the Standardization Documents 
Order Desk, Building 4D, 700 Robbins Avenue, Philadelphia, PA 19111-5094.) 


20.1.2 Other Government publications. The following other government 
publications form a part of this Appendix to the extent specified herein. 
Unless otherwise specified, the issue shall be those in effect on the date of 
the solicitation. 


PUBLICATIONS 
AIR STANDARDIZATION COORDINATING COMMITTEE (ASCC) 
AIR STD 15/1 - Interchangeability Chart of Standardized 


Aviation Fuels, Lubricants, and Allied 


Dunvrırte 
r I UMU, Le > 


AIR STD 25/1 - Pressure Replenishment Connections for 
Engine Lubricating 011 


AIR STD 25/3A - Aircraft Servicing/Hazard Markings 
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NOADTH ATI ANTT TDEATV nDCANT7ATTA {NATAS 
IVA EA 111 ҒЫР ЧАКЕ 4 М ПУ ЗА: цмткығытажа ығы А VIE ТІ / 
STANAG 1135 - Interchangeability Chart of NATO 
Standardized Fuels, Lubricants and 
Associated Products 
STANAG 3109  - Symbol Marking of Aircraft Servicing 


and Safety/Hazard Points 


20.2 Non-Government publications. The following document forms a part 
of this specification to the extent specified herein. Unless otherwise 
specified, the issues of the documents which are Department of Defense (DOD) 
adopted are those listed in the issue of the DODISS cited in the solicitation. 


ы.а... ко Bo T E. ПИРИ zn ue ue 9. | AL. Sc EU Ú E жі. po а АЗЫ қора — ж А Я Ss A _ 

uniess ovnerwise specified, пе TSSUES ог tne aocumenuvs nov 115160а In tne 
NNNICC awe tha честа АҒ tha Anrıımante ritad іл tha enliritatinn 

уу А 4443 «АҒ c „с Эээ УЕ < MA Ae MS ВВ ~ Ə w Ú! Le Ç AM 111 Vii 1 1 Ae IT VV G ke ун» 


AMERICAN SOCIETY FOR TESTING AND MATERIALS (ASTM) 


ASTM D910 - Standard Specification for Aviation 
Gasolines 


(Application for copies should be addressed to American Society for Testing 
and Materials, 1916 Race Street, Philadelphia, PA 19103-1187.) 


(Non-Government standards and other publications are normally available from 
the organizations that prepare or distribute the documents. These documents 
also ‚may be available in or through libraries or other informational 





| |. In the event of a conflict between the text 
of this document and the references cited herein (except for related 
associated detail specifications, specification sheets or MS standards), the 
text of this document shall take precedence. Nothing in this document, 
however, supersedes applicable laws and reguiations uniess a specific 


amas лы. da s «а «а/ж ~ La d m 2 — — + 


exemption ñas been ортатпеа. 


30. DEFINITIONS 
30.1 Definitions. For purposes of this Appendix, the definitions of 
this standard shall apply. 


40.1 Servicing and precautioning marking. The servicing and 
precautionary markings for aircraft shall be in accordance with the symbols 
shown and as described herein. Symbols shall be approximately 4 inches in the 
lowest dimension, except where otherwise specified. However, smaller sized 
lettering which supplement the symbols may be used if required by the item or 


area to be marked. Lettering which supplements the symbols shall be in the 
scale 1 to 4 in relation to the symbol (see figure B-1). 
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40.2 Servicing instructions. Servicing instructions for hydraulic 
systems, hydraulic reservoirs, landing gear shock struts, wheels and 
tires, and pneumatic systems shall be provided on instruction plates or 
on a permanent and legible manner adjacent to charging points and test 
connections. Access doors or panels to servicing points shall be marked with 
the appropriate servicing symbol(s). 


40.3 Service warning markings. Service markings shall be used to give 
warning and minimize possible errors in servicing, handling or aircraft and 
safety of flight. Symbols approved by international agreement shall be 
displayed on all "in production" and "in service" aircraft. These symbols 
shall be in accordance with those shown on figures B-6 and B-7. Marking for 
trainer and liaison aircraft shall be included. Paint or decals may be used 
when applying service point identification and precautionary service markings. 
Decalcomanias shall be in accordance with MIL-M-43719, L-S-300, ASCC AIR STD 
25/3A and plastic material per MIL-P-38477. 


40.4 Printed information. Information required in connection with 
servicing symbols shall be printed in accordance with 5.2.5.1, unless 
otherwise specified by the procuring activity. 


40.5 Colors. Colors for ground handling, hazard warning, filling, and 
atomic flash markings shall be as follows: 


a. Ground handling: The servicing symbols used to mark ground 
handling servicing points shall be aviation yellow, FED-STD-595, 
color number 13538. 


b. Hazard: Hazard symbols shall be insignia red, FED-STD-595, 
color number 11136. 


c. Filling Points: The servicing symbols used to mark filling 
points shall be colored in black, FED-STD-595, color number 
17038 or insignia white, FED-STD-595, color number 17925, 
according to the background. 


d. Atomic flash: Aircraft which may be subjected to atomic flash, 
will have servicing markings painted in suitable pale colors, 
having a reflectivity of at least 50 percent. 


40.6 International standardization. Certain provisions of this standard 
are the subject of international standardization agreements ASCC AIR STD 25/1, 
ASCC AIR STD 15/1, NATO STANAG 3109, and NATO STANAG 1135. When revision or 
cancellation of this standard is proposed which will modify the international 
agreement concerned, the preparing activity will take appropriate action 
through international standardization channels including departmental 
standardization offices, to change the agreement or make other appropriate 
accommodations. 
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50. DETAIL REQUIREMENTS 
50.1 Aircraft markings and placard. The following figures illustrate 


aircraft armament placards, NATO codes and markings, ground handling and 
hazards and NATO code numbers for cross servicing. 
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FILLED FOUR POINTED STAR 
WITH NOTATION OF NATO 
CODE NUMBER FOR FUEL 


FUELING 


+ 


(NATO СООЕ МО.) 


FILLED FOUR POINTED STAR 
IN CRESCENT WITH NOTATION 
OF NATO CODE NUMBER FOR 
ROCKET FUEL 
е” 


(МАТО СООЕ МО.) 


(NATO СООЕ NO.) 


ROC KET FILLED CRESCENT WITH 

OXIDIZER NOTATION OF NATO CODE 
NUMBER FOR ROCKET 
OXIDIZER 


ENGINE ‚ FILLED SQUARE WITH 
LUBRICATING NOTATION OF NATO CODE 
OIL NUMBER FOR ENGINE 

LUBRICATING OIL 


(NATO CODE NO.) 





HYDRAULIC FILLED CIRCLE WITH NOTATION 


FLUID OF NATO CODE NUMBER FOR 
HYORAULIC FLUID 


(МАТО СООЕ NO.) 





FILLED TRIANGLE WITH 
NOTATION OF NATO COOE 
NUMBER FOR DE-ICING 
FLUID 


COOLANT TWO FILLED HORIZONTAL 53 
WITH NOTATION OF NATO ФЕ» 
CODE NUMBER FOR 
COOLANT AND PER- 
CENTAGE К — 
оог (NATO CODE NO.) 
WATER --% 


PNEUMATIC FILLED X WITH NOTATION OF 
SYSTEM МАХІМОМ CHARGING м4 
PRESSURE IN ENGLISH AND 


METRIC UNITS 


MAXIMUM 





OXYGEN TWO HORIZONTAL FILLED REC- 
(BREATHING) TANGLES WITH NOTATION OF 
EITHER "GAS" OR “LIQUID” 
FOR GASEOUS OXYGEN INCLUDE 
CHARGING PRESSURES IN 
ENGLISH AND METRIC  . .psi 
UNITS. FOR LIQUID OXY- __Kg/Cm? 
GEN INCLUDE CAPACITY —-LITRES 
IN LITRES. WHEN NECESSARY 
ANTI-DETONANT 
OR THRUST 


AUGMENTATION 
FILLED CHEVRON WITH 
NOTATION OF NATO 








AIR DOT PATTERN 
CONDITIONING 


NITROGEN FILLED SQUARE WITH A 
SERVICES TER ARCR 


QUARTER ARC REMOVED яа 
FROM EACH CORNER, WITH 

TYPE OF GAS USED AND 

PRESSURE IN ENGLISH AND 


METRIC UNITS NITROGEN 


FIRE ТА FILLED DIAMOND WITH 
EXTINGUISHING NOTATION SHOWING 
SYSTEM NATO CODE NUMBER 


(NATO CODE NO.) 


EXTERNAL FILLED "E" WITH 
ELECTRICAL LOWER LIMB 
CONNECTIONS SHORTENED 
STATING SERVICE 
AND VOLTAGE DETAILS 
DETAILS 28V OR 112 V OC 
115/200V, 400 CYCLES 


SERVICING 
STARTING ETC. 





A FILLED INVERTED "T" 


WITH TWO PARALLEL 
BARS UNDERNEATH WHICH 
DIMINISH IN SIZE 


A FILLED ELECTRIC 
FLASH SIGN 


(s) COLOR - BLACK OR WHITE ACCORDING TO BACKGROUND. 





FIGURE B-3. NATO codes and markings-filling. 
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FILLING HAZARD (b) 
COLOR - BLACK OR WHITE ACCORDING ТО BACKGROUND COLOR - RED #11136 


PNEUMATIC A FILLED X CIRCUMSCRIBED 
STARTER BY A FILLED RING 
CONNECTION 


— PSI 
kPa 







MARK BOTH SIDES OF FUSELAGE 























RED FILLED EQUILATERAL 
TRIANGLE, APEX DOWN, OF 
THE LARCEST PRACTICABLE 
SIZE UP TO A 9 INCH 
EXPLOSIVE (23cm) SIZE TO BE 
ACTUATED APPLIED TO THE 
DEVICES EXTERNAL PART OF 
AIRCRAFT ADJACENT TO 
THE EXPLOSIVE DEVICE. 
THE WORD "DANGER" TO BE 
WITH ITS TOP TO A 
SURROUNDING PERIPHERAL 
RED LINE. IT IS 
PERMISSIBLE FOR THE 
WORD "OANGER" TO BE 
APPLIED IN ANY 3 
DIFFERENT LANGUAGES, 
PROVIDED THAT ENGLISH 
IS ONE OF THEM. THE 
WORDS “EJECTION SEAT", 
"САНОРУ” ETC OR AN 
APPROPRIATE SYMBOL MAY 
BE ADDED IN WHITE ON THE 
CENTRAL RED TRIANGLE. 













REFRIGERANT TWO FILLED 

REPLENISHMENT TRIANGLES WITH 
APEXES JOINED ON 
HORIZONTAL CENTER 
LINE WITH 
NOTATION SHOWING 
TYPE OF 
REFRIGERANT 


DANGER 





GROUND HANDLING (b) 
COLOR AVIATION - YELLOW #13538 









JACKING AVIATION YELLOW FILLED 
POINT SQUARE WITH TWO SLANTING 
LEGS ON BOTTOM SIDE 




















AIRBORNE AUXILIARY 


TURBINE POWER PLANT 
INLET AND/OR EXHAUST Pd 








SLINGING AVIATION YELLOW FILLED 
OR HOOK ON A HORIZONTAL 
HOISTING LINE. 

POINTS 


COLOR CODE 


MOORING AVIATION YELLOW FILLED 
OR ANCHOR 
PICKETING 


CANOPY SYMBOL AS SHOWN 
EXPLOSIVE IN RED ON EXTERNAL 
RELEASE PART OF THE 


AIRCRAFT ADJACENT 


TO THE EXPLOSIVE 
RELEASE ( Ñ Г 


OPTIONAL - WHEN USED SHALL BE ADDITIONAL TO HAZARD: 
EXPLOSIVE ACTUATED DEVICES. 
















TOWING (c) AVIATION YELLOW FILLED 
RING 


LIFTING FILLED HORIZONTAL 
AREA BAR WITH OOWNWARD 
(EXTERNAL POINTING ARROWS AT 


STORES) EACH END OF THE BAR 







© 


(b) OUTLINE SYMBOLS IN BLACK OR WHITE ACCORDING TO THE BACKGROUND. 
(c) OPTIONAL WHERE TOWING POINT IS OBVIOUS АМО SUITABLE LOCATION FOR SYMBOL 15 NOT AVAILABLE. 





FIGURE B-4. NATO codes and markings-fillin round handling and hazards. 
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pad 
pad 
. 


NATO SYMBOL OR CODE 


FOR MILITARY SP 


rm 
о 
"(1 


NUMBER 


IFICATIONS 


жа тъ ль ж ж жы шэн s ъ а ч У Fe У жы = m "- юэ m > a =s =ш= 


URUSS SERVICING OF АЈКСКАР | 


Piston engine fuels 
Turbine engine fuels 


) 


Gasoline type, wide cut (JP-4 
Aviation, kerosene type (JP-8) 
Kerosene type 

Starter fuels 

Thrust augmentation fluids 


Methanol 


Piston engine oils 


Non-dispersant mineral 011 


Ashless dispersant 


Ashless dispersant 


A 


d 
1 
p 


FIGURE B-5. A 


= 
| 


0 code 


number 
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NATO 
no. 1/ 





cross reference. 





ъл е WA Ул че А wo. ~" 


ды — аль аша op 


Глас + mra anc 


MIL-STD-2161A(AS) 





General type NATO Applicable 
of product по, 1/ specificatio: 
VI. Turbine engine oils 
Aircraft turbine lubricating 011 0-133 MIL-0-6081 
Grade 1010 
Synthetic type 3cSt 0-148 MIL-1-7808 
Synthetic type 5cSt 0-156 MIL-L-23699 
VII. Aviation greases 
E еен G-353 MiL-G-21164 
General purpose 3/ 6-382 
High temperature 3/ G-359 
Ball and roller bearing G-359 
wide temperature range 3/ 
Extreme pressure synthetic G-354 MIL-G-23827 
Hydrocarbon resistant G-363 MIL-G-6032 
Pneumatic system G-392 MIL-G-4343 
Helicopter oscillating bearing G-366 MIL-G-25537 
Extreme high temperature G-372 MIL-G-25013 
Aircraft, multipurpose G-395 MiL-G-81322 
Grade A 
Aircraft, PTFE G-396 MIL-G-83363 
VIII. Hydraulic fluids 
Petroieum Dase H-515 MIL-H-5606 
Fire resistant, synthetic H-537 MIL-H-83282 


FIGURE B-5. NATO code number cross reference - Continued. 
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of product 


1 


X. 


General type 


Gear oil light 
(mineral type) 


Gear oil medium 
(mineral type) 


Synthetic oil instruments 


Specialty products 


Deicing and defrosting fluid 


Isopropano] 


Ethanol 


Petroleum 


Мт. AH man ама А СОРТЕ С- 
потусиепиш uli»suil 


(dry) 


Antiseize graphite-petroleum 


Graphite 
ein EE дал жылыта АА cad 
LIEULTICAal iri5uiduilig апа 
sealing camnoind 

Ai TIR | БАА ымыы 


airdrying 
Molybdenum disulfide silicone 
base high temperature 


FIGURE B-5. 


Applicable 


specification 2/ 


MIL-L-6086 
Grade L 


MIL-L-6086 
Grade M 


NATO code number cross reference - Continued. 


MIL-STD-2161A(AS) 





General type NATO Applicable 
of product no. i/ specification 2/ 
X. Specialty products - Continued 

Methanol, technical S-747 0-М-232 

Fuel system deicing inhibitor 5-748 MIL-I-27686 

Antiseize tape, aircraft oxygen 5-1736 MIL-1-27730 

systems 

Lubricant, solid film, 5-1737 MIL-L-81329 

extreme environment 

Fuel system icing inhibitor 5-1745 MIL-1-85470 

XI. Preservative compounds 

Aircraft engine corrosion C-608 MIL-C-6529 

preventive oil concentrate Type I 

Aircraft piston engine corrosion C-609 MIL-C-6529 

preventive 011 Туре 11 

Aircraft turbine engine corrosion C-610 MIL-C-6529 

preventive oil Type III 

Heavy oil or wax thickened type C-612 MIL-C-5545 

Corrosion preventive oil, gas C-638 MIL-C-8188 

turbine (synthetic base) 

Hydraulic equipment corrosion C-635 MIL-H-6083 

preventive oil 

Hard fiim coid application C-632 MIL-C-16173 
Grade 1 

Hard film hot application C-633 MIL-C-11796 
Grade 1 

Soft film cold application -0-620 MIL-C-16173 
Grade 2 

Sort tiim nor application C-627 MIL-C-11796 
Grade 3 


FIGURE B-5. NATO code number cross reference - Continued. 
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XI. 
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MIL-STD-2161A(AS) 





General type NATO 
of nroduct no. 1/ 2 / 
y В чи ча w С. xf = 


Preservative compounds - Continued 


Hydraulic fluid, rust inhibited, H-544 MIL-H-46170 


fire resistant, syntnetic 


NATO numbers are in accordance with STANAG 1135, Interchangeability Chart 
of NATO Standardized Fuels, Lubricants and Associated Products. 


Latest issues apply. 
There is no U.S. implementing military document for this lubricant. 


FIGURE B-5. NATO code number cross reference - Continued. 
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ENGINE OIL 
= NATO CODE NO 0 148 


EXTERNAL ELECTRICAL 
CONNECTION 


GROUNDING 


HYDRAULIC FLUID 
NATO CODE NO H-515 


INERTING SYSTEM 


OXYGEN (BREATHING) 


Ieo.: m 





ММ? PNEUMATIC SYSTEM 
EN 


ЧЕХ PNEUMATIC STARTER 
WO CONNECTION 


А FUELING 
T NATO CODE NO 
F44 CARRIER 


u F40 LANDBASE 
на 
N 


тем " _ 
>> d 22 2 HOISTING POINT 


25%, est] KING POINT 
ш `Ü ES. ж” 


и OS 人 十 + 








FIGURE B-6. Typical NATO aircraft servicing markings. 
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COLOR - AVIATION 


SECTION I MAINTENANCE YELLOW NO. 13538 


FUNCTION SYMBOL FUNCTION SYMBOL 


| INSPECTION OF 
| DINGHY | / А | ELECTRONIC | ИРА | 
STORAGE l о | INSTALLATION | ==. r | 
| -- | | 
| TL A | poU | 
| | 一 个 个 ——-p 


INSPECTION OF 
FUEL FILTER 


a 
` w w >’ | 
| 


ОА 








М 






| 





| HYDRAULIC || FUEL TANK | 
| SYSTEM = || WATER DRAIN | 
| TEST POINT | = | ] | | | | 


р шин КУ w => ыл б a 





| 
| 
OFF | 
| 
| 
1 


а” h iima та Фаза á 427 - 
ДЕ) ВИША) ILLUM т 


FOR STARTING 


| 

ээ: | 

JET ENGINE | —— | 
| 


EP M 


| TEST POINT 


-4 7 
> + 
(KA 
А 
п 
< 
Ч 
т: 
Sc 
C 





| | | «А. | 
| | | / | 
| CABIN PRESSURE INSPECTION | | 
TEST POINT OF STATIC 
| CONNECTION | 
| | (VENTS) | X | 








FIGURE B-7. Required markings and symbols. 
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GROUND HANDLING 
SYMBOL FUNCTION DESCRIPTION STMPOL 


SECTION II 
FUNCTION DESCRIPTION 





AVIATION < = 
YELLOW DISC ш Bum 








| “ав — | 
| TAIL AVIATION / \ | sorter AVIATION YELLOW y крш b | 
SUPPCET YELLOW CIRCLE ! SERVICING DISC SURROUNDING | 
AROUND THE ТИЕ SYMBOL | 
POINT СР S: 了 PORT 
WALKWAYS S'RROUNDED БТ TELEPHONE FILLED AVIATION 
AN AVIATION: CONNECTION YELLOW SYMBOI. 
YELLOW BORDER GROUND ТО AS SHOWN 
| WITH RED | A | COCKPIT 
FRINGE Ot / 
| ІНЕ 07Т5$1рЕ 2 | f | 
| < | 
| NO STEP A FILLED FLIGHT BLACK SYMBOLS — ч | 
FOOTPRINT DATA ON WHITE 
| WITH A RED RECORDER BACKGROUND OR | 
DIAGONAL WHITE SYMBOLS въ 
| CROSS ОМ BLACK | 
| SUPERIMPOSED BACKGROUND s | 


LOCKIFG OF AVIATION 
тірГҮР TANK YELLOW DISC 
CONTAINING 


IN RED 





“тен 


SECTION 111. HAZARD COLOR - RED NO. 11136 
FUNCTION PART ТО BE MARKED SYMBOL 

LOCKING OF CONTROLS AND | PAINTED RED AND WHITE AND FITTED WITH A RED | 

UNDER CARRIAGE UPRIGHTS AND CROSS-BARS PENNANT INCORPORATING REFLECTIVE STRIPES 












PITOT TUBE COVERING COVER 





=a oe PAINTED RED AND FITTED WITH A REO PENNANT | 
CAMERA GUN COVERING CAMERA GUN CAP INCORPORATING REFLECTIVE STRIPES 

JET ENGINE COVERING TAMP IONS | 

RED AND WHITE PENNANT 

ROCKET CONTROL ELECTRIC PLUG 

ANTIFIRING CONTROL SHUNT RED PENNANT WITH BLACK SKULL AND CROSS-BONES 

PROHIBITION OF ACCESS WEAKER PARTS OF AIRCRAFT BORDER BAND AND CROSS OF ST. ANDREW IN RED 

OPTIONAL MARKINGS 
SECTION IY. ARMAMENT AND AMMUNITION COLOR - GREEN NO. 14187 
FUNCTION PART TO BE MARKED SYMBOL 

| бин | | < ) | 
| | | | 
| | | | г a | 
| SHUNT FOR CUTTING OUT FIRING SAFETY | | | 


| FIRING | CONTROL | — 1 = | 





| FEEDING OF GUNS | CARTRIDGE | C | | 


| CARTRIDGE CONTAINER | CARTRIDGE CASE 





| BOMB HOIST | ATTACHMENT POINT FOR HOIST | | | | 
CTFIIDC D 7 Danii nand manlınne and evmhalte _ ГлаФбатилғі 
FIGURE B-7. Required markings and symbols - Continued. 
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m 





PART NO. 3/32 HIGH 一 一 


№ "най BORDER 


3/16 (ТУР.) Er ^A T <>, | 
KS МАЕ ICI % | 

| 

А 


СА) = - Qi ва! 


HOLE DIA. EARTH + TERRE ---41- ор. 
„ш 1/6 1/2 


| 
| — WO р Mt | 
зле тур) Вр рогата | И | 


| 42 27 —<— Í< Í< АР РР, 
| и | | 
Р, 
3/16 (ТҮР.) ~. АЈА 


7/16 
(9) 














ГГ Te | 
| РААТ | ОЕСА | А | ноце | BEN ER 


тг. eave гэ mia 
. UI. 


NUMBER SIZE О. 


SYMMETRICAL ABOUT 
CENTER LINE 





а И А SS ES SS SS И n 





FIGURE B-8. Decalcomania - ground here, international symbol. 
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BLACK, COLOR МО. 17038, FOR CONVENTIONALLY PAINTED AIRCRAFT 


CONTRASTING COLOR (SEE 5.2.3.1 


OR AIRCRAFT WITH LAND CAMOUFLAGE SCHEME 
CONTRASTING GRAY (SEE 5.2.3.2) FOR 


ЈЕ 
FOR AIRCRAFT WITH A TACTICAL PAINT SCHEME 





BLACK, COLOR NO. 17038, FOR CONVENTIONALLY PAINTED AIRCRAFT 
CONTRASTING COLOR (SEE 5.2.3.1) FOR AIRCRAFT WITH LAND CAMOUFLAGE SCHEME 
CONTRASTING GRAY (SEE 5.2.3.2) FOR AIRCRAFT WITH A TACTICAL PAINT SCHEME 


F— 1.50" 一 一 “| 


| 
21 | 
> s | 
IT | 
| 





T 


| 








BLACK. COLOR NO. 17038, FOR CONVENTIONALLY PAINTED AIRCRAFT 


CONTRASTING COLOR (SEE 5.2.3.1) FOR AIRCRAFT WITH LAND CAMOUFLAGE SCHEME 
3.2) FOR AIRCRAFT WITH A TACTICAL PAINT SCHEME 


| 
| 
| го TOXIC 
| 
| 
| 


CONTRASTING GRAY (ЗЕЕ 5 





T 


BLACK, COLOR NO. 17038, FOR CONVENTIONALLY PAINTED AIRCRAFT 
in 


CARITOACTIAIS 00 nn СЕС Е N 2 CRACT АЛТЫ t ANDA ХА ААМ СЪ АСЕ SC 


WINE NDAJ PRIA WAL лье Wo Q ` ПА SERE 9 А ДИМ Ьь) 1 Чы? по ЈА ДАДА ZU ль < 
CONTRASTING GRAY (SEE 5. R 






№ 
377 
О 
> 
> 


2.3. CRAFT WITH A TACTICAL PAINT SCHEM 





FIGURE B-9. Samples of qround servicing and hazard markings (size and 
color). 
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BLACK, COLOR МО. 17038, FOR CONVENTIONALLY PAINTED AIRCRAFT 
CONTRASTING COLOR (SEE 5.2.3.1) FOR AIRCRAFT WITH LAND CAMOUFLAGE SCHEME 


CANOPY RELEASE | 
| на 





BLACK, COLOR МО. 17038, FOR CONVENTIONALLY PAINTED AIRCRAFT 
CONTRASTING COLOR ISEE 5.2.3.1) FOR AIRCRAFT WITH LAND CAMOUFLAGE SCHEME 


та" 1 111953 ur ul AZ Vi дух ЈА We ЗГ "aw vo ты Учат s ` 


CONTRASTING GRAY (SEE 5.2.3.2) FOR AIRCRAFT WITH A TACTICAL PAINT SCHEME 





BLACK, COLOR NO. 17038, FOR CONVENTIONALLY PAINTED AIRCRAFT 
CONTRASTING COLOR ISEE 5.2.3.1) FOR AIRCRAFT WITH LAND CAMQUFLAGE SCHEME 


ww ме и У ты. Ро dë e ~ e Ч F VEE 4528 San De И ЧЫР 5 Ще? ЧУ Ээ. Чы” `. v... 


CONTRASTING GRAY (SEE 5.2,3.2) FOR AIRCRAFT WITH A TACTICAL PAINT SCHEME 





FIGURE B-9. Samples of ground servicing and hazard markings (size and 
color) - Continued. 
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tad iv 
7 
Ї 
| M INNING 
131111 IY Vl Y ДАЛАА АДӨ 


BLACK, COLOR NO. 17038, FOR CONVENTIONALLY PAINTED AIRCRAFT 
CONTRASTING COLOR (SEE 5.2.3.1) FOR AIRCRAFT WITH LAND CAMOUFLAGE SCHEME 


CONTRASTING GRAY {ЗЕЕ 5.2.3.2! END AID(CDAET \АЛТ А TACTICAL DAIAIT С LICAAC 


FUME FAW VW TU 1 OE ГА FA iv ГРАНАМА СОЕ ГРК 





0.25R — f 


BLACK, COLOR NO. 17038, FOR CONVENTIONALLY PAINTED AIRCRAFT 
CONTRASTING COLOR (SEE 5.2.3.1) FOR AIRCRAFT WITH LANO CAMOUFLAGE SCHEME 
CONTRASTING GRAY (SEE 5.2.3.2) FOR AIRCRAFT WITH A TACTICAL PAINT SCHEME 





FOR INSTL 
CH ATTACH BOLT 


BLACK, COLOR NO. 17038, FOR CONVENTIONALLY PAINTED AIRCRAFT 
CONTRASTING COLOR (SEE 5.2.3.1) FOR AIRCRAFT WITH LANO CAMOUFLAGE SCHEME 
CONTRASTING GRAY (SEE 5.2.3.2) FOR AIRCRAFT WITH A TACTICAL PAINT SCHEME 



































BLACK, COLOR NO. 17038, FOR CONVENTIONALLY PAINTED AIRCRAFT 
CONTRASTING COLOR (SEE 5.2.3.1) FOR AIRCRAFT WITH LAND CAMOUFLAGE SCHEME 


MIL-STD-2161A(AS) 
| | 
| | 
| | | 
| in @ T Ep | 
| NU Ə I E P “ | 
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CONTRASTING GRAY (SEE 5.2.3.2) FOR AIRCRAFT WITH A TACTICAL PAINT SCHEME 





BLACK, COLOR NO. 17038, FOR CONVENTIONALLY PAINTED AIRCRAFT 
CONTRASTING COLOR (SEE §.2.3.1) FOR AIRCRAFT WITH LAND CAMOUFLAGE SCHEME 
CONTRASTING GRAY (SEE 5.2.3.2) FOR AIRCRAFT WITH A TACTICAL PAINT SCHEME 





BLACK, COLOR NO. 17038, FOR CONVENTIONALLY PAINTED AIRCRAFT 
CONTRASTING COLOR (SEE 5.2.3.1) FOR AIRCRAFT WITH LAND CAMOUFLAGE SCHEME 
CONTRASTING GRAY (SEE 5.2.3.2) FOR AIRCRAFT WITH A TACTICAL PAINT SCHEME 





BLACK, COLOR NO. 17038, FOR CONVENTIONALLY PAINTED AIRCRAFT 
CONTRASTING COLOR (SEE 5.2.3.1) FOR AIRCRAFT WITH LAND CAMOUFLAGE SCHEME 
CONTRASTING GRAY (SEE 5.2.3.2) FOR AIRCRAFT WITH A TACTICAL PAINT SCHEME 


| | 
| | 
| MPO | NE: | 
| STATIC PORT_ = | 
| | | 
| | 





FIGURE B-9. Samples of ground servicing and hazard markings (size and 
color) - Continued. 
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је (ГАЛЕ OMA! | ACTIVITY 


/ OR CONTRACTOR АМО 


pu nni m ГА THEIR LOCATION 


/ PAINTED «^ 
ew, LAN 
Ё AE % MONTH/DAY/YEAR 
EE xX 
[ P^ А Tr. / „\ 
| WA IE. / 7 . | 
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FIGURE B-10. Record of finish marking. 
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APPENDIX C 


FIGHTER, ATTACK, CARGO, UTILITY, TRAINER, AND 
SEARCH AND RESCUE (SAR) AIRCRAFT MARKING 


ж ға ға fm = 


10. SCOPE 
10 |  Ссапе This Annendix illustrated the different paint schemes for 
AM e 4 Је MK ~ e игә PAP pein 1112 VI АУ мо M му TA rt 

utility, cargo, SAR, fighter and attack aircraft. 


10.2 Use. This Appendix is a mandatory part of this standard. The 
information contained herein is intended for compliance. 


30. DEFINITIONS 


30.1 Definitions. For purposes of this Appendix, the definitions of 


this standard shall apply. 
An rECENEDA! DENITDEMENTC 
чу UuLNERAL АСЦЪДАСЕНИ A 


40.1 Aircraft paint schemes. The following figures illustrate aircraft 
finish and marking specifications for utility, cargo, SAR, fighter and attack 
aircraft. 


ч 
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1. MARKING 2. LOCATION 3. SIZE 4. COLOR NO/CODE 
A. NAVY Aft Fuselage 16" 17038 
B. Model Designation, Aft Fuselage 1%" (2) 17038 
Acit BUNO Зи" (4) 
C. National Star Aft Fuselage 4Q" 17925 
Upper L. H. Wing 40" 15044 
Lower В. H. Wing 40" 11136 
D. Call Numbers Vertical Stabilizer 16" 17038 
E. Intake Warning Fwd. Engine Nacelle 21.5" 11136/17925 
F. Beware of Blast Aft Fuselage "dh 11136 
G. Arresting Hook Marking Aft Fuselage 2.12" 11136/17925 
H Walka, А {+ ДЕ Carin; AIJA 37038 
11. w ак мау PALL Vl МОМА МУ у 19] eh 27 +» о 
Top Center of Fuselage 
and Wing Root 
L Unit Identifier Upper R. H. Wing 30" 17038 
Vertical Stabilizer 30" 
Lower R. H. Wing 16" 
3. Antiglare Forward of Cockpit N/A 37038 
K. Unit Aircraft Numbers Upper R. H. Wing 24" 17038 
Forward Fuselage 30" 
Lower L. H. Wing 16" 
L Rescue Arrow К.Н. & L.H. Side of 24" 13538/17038 


ie 


Fuselage, Near 
Canopy Rail 


2/7 
<<< А 


С 










ig 
И 


TX mo mam TUAM E, 
5 e 


РА Кы Ж 


IIDC f^ 1 A 2D азиграс, martin 
URL Uri. А-20 craill Wd RAINY. 








РР 
A 
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1. MARKING 2. LOCATION 3. SIZE 4. COLOR NO/CODE 
A. NAVY/MARINES Lower Vertical Stabilizer 12"/10" IAW Para. 5.2.3 
& Figure A-15 
B. Model Designation, Aft Fuselage - Side 2" IAW Para. 5.2.3 
Acft BUNO 4" & Figure A-15 
C. National Star Aft Fuselage 17” IAW Para. 5.2.3 
Upper L.H. Wing 12" & Figure А-14 
Lower R.H. Wing 12" 
D. Call Numbers Vertical Stabilizer 10" IAW Para. 5.2.3 
E. Intake Warning Jet Engine Nacelles See Para. 5.2.2.10.1 IAW Para. 5.2.3 
& Figure А-15 
F. Beware of Blast Side of Engine Exhaust 7" IAW Para. 5.2.3 
G. Arresting Hook Marking Aft Fuselage 14" IAW Para. 5.2.3 
& Figure A-14 
H. Ejection Seat Warning See Figure A-11 8" IAW Para. 5.2.3 
& Figure А-16 
I. Unit Identifier Vertical Stabilizer 12" IAW Para. 5.2.3 
4. Unit Aircraft Numbers Fwd. Fuselage 12" IAW Para. 5.2.3 
К. Walkway Wings Next to Fuselage N/A IAW Para. 5.1.13 
L. Rescue Arrow R.H. & L.H. Side of 24" IAW Para. 5.2.3 
Canopy & Figure A-14 
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FIGURE C-2. A/TA-4 aircr 












































МТ! СТП. 21АТА/АСУ 
11312141. WIV G2AVANY MY J 
1. MARKING 2. LOCATION 3. SIZE 4. COLOR NO/CODE 
Ay АМИ ЛЫ БОМБУ Lower Vertical Stabilizer [27 17038 
B. Моде! Designation, Ait Fuseiage 2" 17038 
Acft BUNO ц" 
С. National Star Aft Fuselage 30" 15044 /11136/ 
Upper L.H. Wing 30" 17925 
Lower R.H. Wing 30" 
D. Сай Numbers Vertical Stabilizer iz” 17038 
E. Intake Warning Jet Engine Nacelles See Para. 5.2.2.10.11 11136/17925 
Е. Beware of Blast Side of Engine Exhaust 7" IAW Para. 5.2.2.10.2 
G. Arresting Hook Marking See Figure A-14 4" 17925/17038 
H. Ejection Seat Warning Under Canopy Rail 8" 11136/17038 
See Figure A-ii 
L Conspicuity Markings See Para. 5.1.1.1 N/A 12197 
J. Unit Identifier Vertical Stabilizer 17038 
Lower В.Н. Wing 167 
Upper R.H. Wing 20" 
K. Unit Aircraft Numbers F wd. Fuselage 12" 17038 
Upper R.H. Wing 16" 
Lower L.H. Wing 16" 
L Walkwav Winos Мех! to Бисе!ао» N/A 17038 
J бэ” “` + v... a м 
АА О acra Д rernu D u ı LI Cian да Эв" 1 7529 /ı акае 
ivi RCo CUT гарал IN elle A Leil, AIR UL с?” 1740/1 272220 
Салору 
М. Antiglare Forward of Cockpit N/A 37038 





FIGURE C-3. A/TA-4 aircraft marking (hiah visibility). 
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FIGURE C-3. А/ТА-4 aircraft marking (high visibility) - Continued. 
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1. MARKING 2. LOCATION 3; SIZE 4. COLOR МО/СОРЕ 
A. NAVY/MARINES Aft Fuselage 12" IAW 
Figure A-15, 35237 
B. Model Designation, Below National Star 2" IAW 
Acft BUNO Below National Star 4" Figure A-15, 35237 
C. National Star Aft Fuselage 12" IAW 
Upper L. H. Wing 12" Figure A-1, 35237 
Lower R. H. Wing 12" 
D. Call Numbers Lower Vertical Stabilizer 12" 35237 
E. intake Warning Engine Intake Nacelles See Para. 5.2.2.10.1 IAW 











F. Beware of Blast Aft Engine Exhaust 15" IA W 5.2.3 
Outlet 
G. Arresting Hook Marking Aft Fuselage 13" IAW 
Figure A-14, 35237 
H. Ejection Seat Warning Below Canopy Rail 8" IAW 
| Figure А-16, 35237 
1: Walkway Upper Fuselage N/A IAW Para. 5.1.13 
Wings Next to Fuselage 
J. Unit Identifier Vertical Stabilizer 30" 35237 
Upper R. H. Wing 30" 
K. Unit Aircraft Numbers Forward Fuselage 12" IAW Para. 5.2.3 
Upper R. H. Wing 24" 
L. Rescue Arrow В.Н. & L.H. Sides 24" IAW 
of Canopy Figure A-14, 35237 


AX L 


RN 
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FIGURE C-4. A-6 aircraft marking (tactical) - Continued. 





EC 
A. NAVY Aft Fuselage 12" IAW 
Figure А-15 35237 
a 45“ х... A 7% A A he .7 ғ 
B. Modei Designation, Aft Fuselage 2" IAW 
Acft BUNO ц" Figure A-15, 35237 


—————————————————————————————MMMÓÓ—M——M——————M———MM ——______.______________________._____ 





C. National Star Fwd. Fuselage 12" IAW 
Lower R. H. Wing 12" Figure А-1, 35237 
Upper L. H. Wing 12" 
IE 
D. Call Numbers Vertical Stabilizer 10" 35237 
E. Intake Warning Fwd. Fuselage 21.5" IAW 


Figure A-15, 35237 
i e ee 


F. Beware of Blast Aft Fuselage Lë 35237 
— F "“zZOIOO === =s 224-252 
G. Arresting Hook Marking Aft Fuselage 14" IAW 


Figure A-14, 35237 





H. Ejection Seat Warning Below Canopy Rail 8" IAW 
Figure A-16, 35237 
Een ue uu LL t t uui seu ie e мала лыг EEN 








|l. Unit Identifier Upper Vertical Stabilizer 35237 
J. Unit Aircraft Numbers. m F wd. Fuselage — IAW Para. 5.2.3 
K. Rescue Arrow R.H. & L.H. Sides of 24" IAW 
Canopy Figure A-14, 35237 
L. Walkway Horizontal Stabilizer N/A IAW Para. 5.1.13 


Next to Fuselage 














FIGURE С-5. А-7 aircraft marking (tactical). 


101 


MIL-STD-2161A(AS) 








FIGURE C-5. A-/ aircraft marking (tactical) - Continued. 
12 
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|. MARKING 2 "LOCATION 3 SIZE 4. COLOR NO/CODE 
A. MARINES Lower Vertical Stabilizer 7" 37038 


Upper R.H. Wing 12" 
B Lower Aft Fuselage 2" 37038 


. Model Designation, 


Acft BUNO ц" 
Ee 
C. National Star Fwd. Fuselage 20" 37038 
Upper L.H. Wing 25" 


Lower R.H. Wing 25" 


D. Call Numbers Vertical Stabilizer 7" 37038 
Е Engine Intake Масе Пе See Para. 5.2.2.10.1 37038 


. Intake Warning ngine Intake Nacelles 
F. Beware of Blast Engine Exhaust Nacelles See Figure A-8 37038 
G. Ejection Seat Warning Below Canopy Rail 8" 37038/11136 
H. Unit Identifier Upper Aft Fuselage ц" 37038 | 
L Unit Aircraft Numbers Fwd. Fuselage 12" | 37038 
J. Rescue Arrow R.H. & L.H. Side of 24" 37038/34095 
Canopy 





FIGURE C-6. AV-8B aircraft marking (land camouflage). 
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FIGURE C-6. AV-8B aircraft marking (land camouflage) - Continued. 
ТЛА 
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|. MARKING 2. LOCATION 3. SIZE 4. COLOR МО/СОРЕ 
A. NAVY Aft Fuselage 16" 17038 
B. Model Designation, Lower Aft Fuselage 2" 17038 
Acft BUNO ц" 
С. National Star Aft Fuselage 40" 11136 
Upper L.H. Wing 30" 15044 
Lower R.H. Wing 30" 17925 
D. Call Numbers Vertical Stabilizer 12" 17038 
F Antiolaro Ilnnar V. Alnea and Incida М/А 27041322 
< баға аа ааа ~ ррха 74 INVST ара ы ING TY JIJO 
Upper ^ Eng Cow! 
F. Walkway Center Top of Fuselage, N/A 37038 
Wing Root & Engine 
Cowlings 
EE dE а в 
С. Propeller Warning Band Fwd. Fuselage on 11136/17925 
(See Figure A-9) 
H. Flag Vertical Stabilizer 26 X 46 11136/15044/17925 
1. Unit Aircraft Numbers Nose 16" 17038 
J. Unit Identifier Vertical Stabilizer 30" 37038 
K. Propeller Tips See Figure A-6 N/A See Figure A-6 
L. Arresting Hook Marking Aft Fuselage 7" 17038 
M. Rescue Arrow Top Fwd. Fuselage, 18" 17038 


Aft af Caocknit 


дъ MAL БЫ . 
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FIGURE C-7. С-1А aircraft marking - Continued. 
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1. MARKING 2. LOCATION 3. SIZE 4, COLOR NO/CODE 
A. UNITED STATES NAVY Center Fuselage 12" 17038 
B. Mode! Designation, Aft Fuselage 2" 17038 
Acft BUNO ц" 

С. National Star Aft Fuselage 40" 11136 

Upper L. H. Wing 40" 15044 

Lower R. H. Wing 40" 17925 
D. Call Numbers Mid Vertical 12" 17038 


Stabilizer 
(Outsides Only) 

















E. Propeller Tips N/A 3"/6"/3" 17925/11136/17925 
See Figure A-6 
. Antiglare Nose & Propeller Hubs N/A 37038 
G. Arresting Hook Marking Aft Fuselage Doors 13" 17038 
H. Walkway Per Drawing Per Drawing 37038 
I. Propeller Warning Band F wd. Fuselage 3" 11136 


(See Figure A-9) 





J. Rescue Arrow Fwd. Fuselage Toward 24" 17038 
Pilot Compartment Door 





FIGURE C-8. C-2A aircraft marking. 
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C-2A aircraft marking - Continued. 
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1. MARKING 2. LOCATION 3. SIZE 4. COLOR NO/CODE 
A. UNITED STATES NAVY Side of Fuselage 10" 17038 
В. Mode! Designation, Aft Fuselage 2" 17038 
Acft BUNO Dn 
C. National! Star Aft Fuselage 45" 11136/15044/17925 
Upper L.H. Wing 60" 
Lower R.H. Wing 60" 
D. Call Numbers Vertical Stabilizer 20" 17038 
Е. Propeller Tips N/A 3"/6"/3" 17925/11136/17925 
F. Antiglare Fwd. of Cockpit 37038 
G. Navy Lower L.H. Wing 36" 18464 
H. Flap Wells, Aileron Wells and 16440 
Aileron (See NOTE) 
I. Walkway Border Wing Center to Outboard N/A 17038 
Engine 
J. Flag Vertical Stabilizer 39" 11136/15044/ 
17925 (Overseas only) 
K. Unit Aircraft Numbers Forward Fuselage 16" 17038 
L. Unit Identifier Vertical Stabilizer 40" 17038 
Upper R.H. Wing 4Q" 17038 
M. Propeller Warning Band Fwd. Fuselage See Figure A-9 See Figure A-9 
N. Rescue Arrow Pilot Compartment Door 29" 17925/12197 
Handle 
Rear Door Handle 29" 





NOTE: Item H - For tactical and LC aircraft, flap, wheel, and aileron wells shall be painted the 
appropriate color to blend with camouflage. 
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FIGURE C-9. С-118 aircraft marking (cargo) - Continued. 
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MARKING 


С UNITED STATES NAVY 


Model Designation, 
Acft BUNO 


National Star 


Call Numbers 
Propeller Tips 
NAVY 


Walkway 


Conspicuity Markings 
Propeller Warning Band 


Unit Aircraft Numbers 


Unit Identifier 


Antiglare 

Fmergency Reccite Notice 
» Seri 2 АЛ! Hwrit 7 NY VLU Үл 

Turbine Exhaust Warning 


== 


MIL-STD-2161A(AS) 


LOCATION 








Center Fuselage 
Aft Fuselage 


Aft Fuselage 


I Aure Wing 
1 


АЈ УУ LI INel Ile W1 


Upper L.H. Wing 
Vertical Stabilizer 
N/A 

Lower L.H. Wing 


Upper Surface 
Per Drawing 
Fwd. Fuselage 


Fwd. Fuselage 
Upper R.H. Wing 


Lower R.H. Wing 
Upper R.H. Wing 


Vertical Stabilizer 


Nose 


Wi ing/Fu selage Joint 
nt, 


"Еу; usei apy JUI 


R.H. & L.H. Sides 


Center Lower Fuselage, 


L.H. & R.H. 


© 
2 





CQ тосоо 
SG —5 
О М а 













SIZE 4. COLOR NO/CODE 
12 17038 
27 17038 
ци 
55 11136 
50" WG 17925 
15044 
30" 17038 
3"/6"/3 17925/11136/17925 
30" 17038 
N/A 36231 
М/А 12197 
3" 11136 
24" 17038 
30" 
30" 17038 
30" 
30"/36 
Per Drawing 17038 
2 13538 
3 11136 








Др а 
„222 


„ДА 












ООО __ 
КУ 16473 
| | 16081 
А 12197 
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FIGURE C-10. C-130 aircraft markin arctic) - Continued. 
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1. MARKING 2. LOCATION 3. SIZE 4. COLOR NO/CODE 
A. UNITED STATES NAVY/ Center Fuselage 12" 17038 
MARINES 
B. Model Designation, Aft Fuselage 2" 17038 
Аси BUNO ц" 

C. National Star Aft Fuselage 55" 11136 
Lower В.Н. Wing 50" WG 17925 
Upper L.H. Wing 15044 

D. Call Numbers Vertical Stabilizer 30" 17038 

Е. Propeller Tips N/A 3"/6"/3" 17875/11136/17925 

Е. NAVY/MARINES Lower L.H. Wing 30" 17038 
Wings 

G. Walkway Top of Wing & Fuselage Per Drawing 36231 

H. Propeller Warning Band Fwd. Fuselage 3" 11136 

I, Unit Aircraft Numbers Fwd. Fuselage 24" 17038 
Upper R. H. Wing 30" 

J. Unit Identifier Lower R. H. Wing 30" 17038 
Upper R. H. Wing 30 
Vertical Stabilizer 30"/36" 

К. Antiglare Nose Per Drawing 17038 

L. Emergency Rescue Notice Wing/Fuselage Joint, 24" 13538 


К.Н. & L.H. Sides 





M. Turbine Exhaust Warning Center Lower Fuselage, 3" 11136 
К.Н. & L.H. Sides 





[____] 17925 


FIGURE C-11. С-130 aircraft marking (carqo/tanker/tacamo). 
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1. MARKING 2. LOCATION 3. SIZE 4, COLOR NO/CODE 
A. UNITED STATES NAVY/ Center Fuselage 12" 17038 
MARINES 
В. Model Designation, Aft Fuselage 2" 17038 
Acft BUNO 4" 

C. National Star Aft Fuselage 55" 11136 
Lower R.H. Wing 50" WG 17925 
Upper L.H. Wing 15044 

D. Call Numbers Vertical Stabilizer 30" 17038 

E. Propeller Tips N/A 3"/6"/3" 17875/11136/17925 

F. NAVY/MARINES Lower L.H. Wing 30" 17038 
Wings 

G. Walkway Top of Wing & Fuselage Per Drawing 36231 

H. Propeller Warning Band Fwd. Fuselage 3" 11136 

L Unit Aircraft Numbers Fwd. Fuselage 24" 17038 
Upper R. H. Wing 30" 

J. Unit Identifier Lower R. H. Wing 30" 17038 
Upper R. H. Wing 30 
Vertical Stabilizer 30"/36" 

K. Antiglare Nose Per Drawing 17038 

1 Fmaroanrv me t ае а? се Wing Е зе вас Taine 2n" 13519 

ira за БУР] УЗМЕМ INV LIC ЫД 96 чаво зи, < 12220 
R.H. & L.H. Sides 

M. Turbine Exhaust Warning Center Lower Fuselage, 3" 11136 


R.H. & L.H. Sides 









IN 
AN ^. 


ARRAY 
ASSN А 
АКА 2 
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FIGURE C-12. С-130 aircraft marking (tactical). 
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FIGURE C-12. C-130_aircraft markinq (tacti ]) - Continued. 
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1. MARKING 2. LOCATION 3. SIZE 4. COLOR NO/CODE 
A. UNITED STATES NAVY Fuselage 16" 17038 
B. Model Designation, Aft Fuselage Under 2" 17038 
Аси BUNO Horizontal Tail ц" 
C. National Star Aft Fuselage 40" 11136 
Upper L.H. Wing 40" WG 15044 
Lower R.H. Wing 17925 
D. Call Numbers Vertical Stabilizer 16" 17038 
Е. Propeller Tips 3"/6"/3" 12" 17875/11136/ 
17925 
F. Antiglare Fwd. of Cockpit N/A 37038 
G. Unit Identifier В.Н. and L.H. 9" 17038 
Fwd. Fuselage 
H. Propeller Warning Band Lower Fuselage 3" 11136/17925 
Propeller Plane 
L Navy Lower L.H. Wing 30" 17038 
2. Walkway Wings Near Fuselage N/A 17038 
К. Accent Stripe Center of Fuselage 2.5" 17925 


I LI e DU Cidac 
K. 1 be CR INGE fe JLUCD 


Nose to Horizontal 
Stabilizer 





L Rescue Arrow Fwd. Fuselage 24" 17038 


222222 
Ж ТРГ 





eege ae 


| | UNPAINTED 


FIGURE C-13. С-131 aircraft marking (cargo). 
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FIGURE C-13. C-131 aircraft marking (cargo) - Continued. 
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1. MARKING 2. LOCATION 3. SIZE 4. COLOR NO/CODE 
A. NAVY Aft Fuselage 20" 17038 
D. Моде! Designation, 2" 
Acft BUNO Aft Fuselage 4" 17038 
C. National Star Aft Fuselage 4Q" 11136 
Upper L.H. Wing 40" 15044 
Т дам» D LI Wine пан 17095 
LUWTI IN. Ile will тм 1/7. 
D. Call Numbers Vertical Stab 12" 17038 
Е. Antiglare Fwd. of Cockpit N/A 37038 
F. Beware of Blast Engine Exhaust Cowling 12" 17038 
G. Arresting Hook Marking Aft Fuselage 7" 17038 
H. Propeiier Warning Band Fwd. Fuseiage a" 11136/17925 
I Walkway Top Horizontal Tail Surface N/A IAW Para. 5.1.13 
Ton Center of Wing 
Гор Се! g 
J. Unit identifier Vertical Stabilizer 30"/ 36" 17038 
K. Unit Aircraft Numbers Fwd. Fuselage 24" 17038 
L. Propeller Tips N/A 3"/6"/3" 17925/11136/17925 
M. Rescue Arrow L.H. Side Fuselage 24" 13538 
Near Door 
Top Fwd. Fuselage Aft 17038 
of Cockpit 
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FIGURE C-14. 1-2С aircraft marking. 
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FIGURE C-14. E-2C aircraft markina - Continued. 
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1. MARKING 2. LOCATION 3: 512Е 4. COLOR NO/CODE 
‚А. NAVY Aft Fuselage 12" IAW Para. 5.2.3 
& Figure A-15 
B. Model Designation, Below National 2! IAW Para. 5.2.3 
Acft BUNO Star ц" & Figure А-1 5 
С. National Star Aft Fuselage 12" IAW Para. 5.2.3 
Upper L. H. Wing 12" & Figure A-! 
Lower В.Н. Wing 12" 
D. Call Numbers Lower Vertical Stabilizer 12" IAW Para. 5.2.3 
E. Intake Warning Engine Intake Nacelles See 5.2.2.10.1 IAW Para. 5.2.3 
& Figure A-15 
F. Beware of Blast Aft Engine Exhaust Outlet 15" IAW Para. 5.2.3 
G. Arresting Hook Marking Aft Fuselage 13" IAW Para. 5.2.3 
& Figure А-14 
H. Ejection Seat Warning Below Canopy Rail 8" IAW Para. 5.2.3 
& Figure A-16 
1. Walkway Wings Next to Fuselage N/A IAW Para. 5.1.13 
J. Unit Identifier Upper К. H. Wing 30" IAW Para. 5.2.3 
Vertical Stabilizer 30" 
К. Unit Aircraft Numbers Forward Fuselage 12) IAW Para. 5.2.3 
Upper R. H. Wing 24" 
L. Rescue Arrow R.H. & L.H. Sides of 24" IAW Para. 5.2.3 
Fuselage Aft of & Figure A-14 


Intake Warning 








FIGURE C-15. EA-6B aircraft marking (tactical). 
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|. MARKING 2. LOCATION 3. SIZE 4. COLOR МО/СОВЕ 
A. NAVY/MARINES Aft Fuselage 12" IAW Para. 5.2.3 
& Figure A-15 
B. Model Designation, Aft Fuselage 2" IAW Para. 5.2.3 
Acft BUNO b" & Figure A-15 
C. National Star Fwd. Fuselage 12" IAW Para. 2.2.3 
Upper L.H. Wing 12" & Figure А-14 
Lower R.H. Wing 2" 
D. Call Numbers Aft Fuselage 12" IAW Para. 5.2.3 
E. Intake Warning Engine Intake Nacelles 33" IAW Para. 5.2.3 
& Figure A-15 
EE 
F. Beware of Blast Aft Fuselage 9" iAW Para. 5.2.3 
G. Arresting Hook Marking Aft Fuselage 13" IAW Para. 5.2.3 
& Figure А-1% 
H. Ejection Seat Warning Below Canopy Rail 8" IAW Para. 5.2.3 
Figure А-16 
l. Unit Identifier Vertical Stabilizer 12" IAW Para. 5.2.3 
3. Unit Aircraft Numbers Fwd. Fuselage 12" IAW Para. 5.2.3 
K. Rescue Arrow R.H. & L.H. Sides of 18" [AW Para. 5.2.3 
L. Walkway Wings Next to Fuselage N/A IAW Para. 5.1.13 





— r pel A ar 
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FIGURE C-16. RF/F-4 aircraft marking (tactical). 
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FIGURE C-16. ВЕ/Е-4 aircraft marking (tactical) - Continued. 
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MARKING 

NAVY 

Model Designation, 
Acft BUNO 


National Star 


Intake Warning 


Unit Identifier 


Unit Aircraft Numbers 


Rescue Arrow 





MIL-STD-2161A(AS) 


LOCATION 


Aft Fuselage 
Aft Fuselage 


Forward Fuselage 
Upper L. H. Wing 
Lower R. H. Wing 


Aft Fuselage Next to 
Vertical Stabilizer 


Nose 


Vertical Stabilizer 


Fwd. Fuselage 


К.Н. & L.H. Side of 
Canopy 


N/A 


24" 








COLOR NO/CODE 


IAW 
Figure А-15, 35237 


IAW 
Figure A-15, 35237 


IAW 


ог em ~ 


Figure A-8, 35237 


ТА W? 
IA WwW 


Figure A-14, 35237 


IAW 
Figure A-16, 35237 


IAW Para. 5.2.3 
36320 


IAW 


ares 


IAW 35237 








IAW Para. 5.2.3 
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Figure A-14, 35237 
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FIGURE C-17. RF-8G aircraft marking (tactical) - Continued. 
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1. MARKING 2. LOCATION 3. SIZE 4. COLOR NO/CODE 
A. NAVY Aft Fuselage 12" IAW Para. 5.2.3 
& Figure A-15 
B. Model Designation, Aft Side Fuselage 2" IAW Para. 5.2.3 
Acft BUNO 6" & Figure A-15 
C. Nattonal Star Fwd. Side Fuselage 12" IAW Para. 5.2.3 
Е.Н. Wing Top & Figure A-14 
D LI Wing Rattam 
INeil willy LVA LUTTE 
D. intake Warning Forward Engine 75" IAW Para. 5.2.3 
Intake & Figure A-15 
E. Beware of Blast Lower Aft Side Fuselage 12" IAW Para. 5.2.3 
F. Call Numbers Outside Vertical Tails 12" IAW Para. 5.2.3 
G. Unit Aircraft Number Fwd. Fuselage 12" IAW Para. 5.2.3 
24" 
H. Unit Identifier Outside Vertical Stabilizer 30" IAW Para. 5.2.3 
I Arraetına Wank Adarbing АЖ» Г...с<лйһхто Qw TAW Daren 6 22 
1 ге ои: АЛ 192654 PD [IL I u»ciapec о гут Fata Феба.) 
& Figure А-14 
J. Walkway Wing Near Rear Canopy N/A IAW Para. 5.1.13 
and Rear Wheels 
K. Ejection Seat Warning Below Canopy 8" IAW Para. 5.2.3 
Rail (2 places) & Figure A-16 
L. Rescue Arrow К.Н. & L.H. Sides of 24" IAW Para. 5.2.3 


& Figure A-14 


Fuselage 
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FIGURE C-18. F-14 aircraft markin tactical) - Continued. 
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|. MARKING 2. LOCATION 3. SIZE 4. COLOR МО/СОРЕ 
A. NAVY/MARINES : Aft Fuselage 12"/10" IAW 
Figure А-15, 35237 
B. Model Designation, Aft Fuselage 4" IAW 
Figure A-15, 35237 
Acft BUNO 2" 
C. National Star Fwd. Fuselage [2^ IAW 
Lower L.H. Wing 12! Figure А-1, 35237 
Upper L.H. Wing [2^ 
эзш ——— ———Á—— m —————À "——————————]MM— L. =... — 
D. Call Numbers Outside 10" 35237 
Vertical Stabilizers 
E. Intake Warning Fwd. Engine Intake 75" IAW 
Figure А-15, 35237 
Е. Beware of Blast Aft Fuselage 12" 35237 
G. Arresting Hook Marking Aft Fuselage 14" IAW 
Figure A-14, 35237 
H. Ejection Seat Warning Upper Canopy Rail 8" IAW 
Figure А-16, 35237 
l. Walkway L.H. Fuselage N/A IAW Para. 5.1.13 
J. Unit Identifier Outside Vertical 30" 35237 
Stabilizers 
К. Unit Aircraft Numbers Fwd. Fuselage 12" IAW Para. 5.2.3 
L. Rescue Arrow Fwd. Fuselage 24" IAW 


Figure A-14, 35237 








FIGURE C-19. F-18 aircraft marking (tactical). 
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FIGURE C-19. F-18 aircraft marking (tactical) - Continued. 


130 


MIL-STD-2161A(AS) 








. MARKING ‚ LOCATION 3, SIZE 4. COLOR NO/CODE 
A. MARINES R.H. and L.H. of 10" IAW Para 5.2.3.2 
Tail Boom 
B. Model Designation, Tail Boom 2" IAW Para 5.2.3.2 
Acft BUND К.Н. and L.H. 6" 
C. National Star R.H. and L.H. Side 15" IAM Para 5.2.3.2 
I 5.2.3.2 














и ка 

I. Rescue Arrow R.H. and L.H. Side 2" IAW Para 5.2.3.2 
of Nose Section 

J. Rescue Arrow Adjacent to Pilots 3/4" IAW Para 5.2.3.2 
and Gunners Door Handles 

K. Unit Aircraft Numbers В.Н. and L.H. of 10" IAW Para 5.2.3.2 
nose Section 

L. Unit Identifier ` _ R.H. and L.H. Side 10" IAW Para 5.2.3.2 
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FIGURE C-20. A AH-1J/1T/1W aircraft marking (tactical). 
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FIGURE C-20. AH-1J/1T/1W aircraft marking (tactical) - Continued. 
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1, MARKING 2. LOCATION 3 SIZE 4. COLOR NO/CODE 
A. NAVY Bottom & Sides 10" 17038/17925 
Fuselage 10" 
В. Model Designation, Tail Boom 2" 17925 
Acft BUNO L.H. & R.H. Sides 6" 
C. National Star Center Fuselage 15" 17925 
Bottoin Fuselage 15" 11136 
Top Fuselage 15" 15044 
D. Rescue Arrow Cockpit Door 24" 13538/17038 
E. Са! Numbers Tail Boom 6" 17038 
F. Intake Warning Engine Inlet Nacelle 15" 11136/17925 
G. Beware oi Biast Engine Exhaust Nacelle 8" 11136/17925 
Н. Тай Rotor Warning Aft Fuselage 33" 13538/11136/17038 
L Rescue Bottoin & Тор 10" * 1792 5/17038 
Fuselage 
3. Abandon Chute Bottom Fuselage 10" 17925 
K. Conspicuity Markings Per Drawing N/A 12197 
L. Unit Identifier Bottom Aft Fuselage 10" 17925/17038 
Tail Boom 
М. Unit Aircraft Numbers Both Doors & 10" 17925 
Nose 
Antea АҒ» Diasenlana 
лк FULL I мочларе 
М. Antiglare Fwd. of Windscreen N/A 37038 


17925 on Orange Background, 17038 on Gray Background 
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FIGURE C-21. 


UH-1E aircraft marking (SAR). 
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FIGURE C-21. UH-1E aircraft marking (SAR) - Continued. 
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1. MARKING 2. LOCATION 3. SIZE 4. COLOR NO/CODE 
E a мы —Ó——Ó—— n лл... лл... лл. лл... за ЛЫ. 
А. МАУҮ Bottom & Sides 10" 17925/17038 
Fuselage 
B. Model Designation, Tail Boom 2" 17925 
Acft BUNO R.H. & L.H. Sides 6" 
ee 
C. National Star Center Fuselage 15" 17925/11136/1 5044 
Bottom Fuselage 15" 
Top Fuselage 15" 
D. Rescue Arrow Cockpit Door 24" 13538/17038 
Speech а 
E. Call Numbers Tail Boom 6" 17925 
i иа еее A MM iii Ji iii 
F. Intake Warning Engine Inlet Nacelle 15" 17925/11136 
iS 
G. Beware of Blast Engine Exhaust Nacelle 8" 17925/11136 
dE Ee 
H. Тай Rotor Warning Aft Fuselage 33" 13538/11136/17038 
i pS 
L  Antiglare Fwd. Fuselage N/A 37038 
J. Unit Identifier Bottom Aft Fuselage 10" 17925 
Tail Boom 
ОЕ ЕЕ ОЗЕРО UII s 
К. Unit Aircraft Numbers Both Doors & 10" 17925 
Nose 


Bottom Aft Fuselage 


geg 
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FIGURE C-22. УН-1Е aircraft marking. 
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FIGURE C-22. UH-1E aircraft marking - Continued. 
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l. MARKING 2. LOCATION 3: 512Е 4. COLOR NO/CODE 
А МАМУ Á Aft Fuselage 10"/10 37038 

B. Model Designation, Aft Fuselage 2" 37038 

Acft BUNO 6" 
C. National Star Ait Fuselage 15" 37038 
Top/ Bottom 

D. Walkway Top of Fuselage N/A 37038 

E. Call Numbers Tail Boom 6" 37038 

F. Intake Warning Fwd. Eng. Nacelle 15" 37038 

G. Beware of Blast Aft Eng. Nacelle 5" 37038 

H. Tail Rotor Warning Aft Fuselage 22" 37038 

Il. Unit Identifier Tail Boom 8" 37038 

J. Unit Aircraft Numbers Door 8" 37038 

ee EEN 
K. Rescue Arrow Cockpit Boor 24" 13538/37038 











FIGURE C-23. НН-1К aircraft marking (land camouflage). 
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FIGURE C-23. НН-1К aircraft marking (land camouflage) - Continued. 
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1. MARKING 2. LOCATION 3. SIZE 4. COLOR NO/CODE 








A. NAVY Tail Boom/ 10” 17925 
Bottom Fuselage 








В. Моде! Designation, Side 2" 17925 
Acft BUNO Tail Boom 6" 
на 
C. National Star Aft Fuselage 159 17925/11136/1 5044 
Top Fuselage 15" 
Bottom Fuselage 15" 
А ————————————————— 
D. Rescue Arrow Fwd. Cockpit Door 24" 13538/37038 
eege 
Е. Intake Warning Forward Intake 15" 11136/17925 
Е. Beware of Blast Engine Exhaust Nacelle 5" 11136/17925 
рнек J J U .LL..LUIYIIIILIIIILLLLLLLLLLLLLLLLLLILIIIIIIIiIII III EE ти 
G. Tail Rotor Warning Tail Boom 33" 13538/31136/17038 
a ee ee SS OM SER 
H. Antiglare Fwd. Fuselage N/A 37038 
e 
L Walkway Top Fwd. Fuselage N/A 37038 
EE 
3. Unit Aircraft Numbers Mid Fuselage 10" 17925 


Bottom Fuselage 


К. Unit Identifier Tail Boom 10" 17925 
Bottom Fuselage 


: аа = 





FIGURE C-24. UH-1N aircraft marking. 
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FIGURE C-24. 
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UH-IN aircraft marking - Continued. 
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|. MARKING 2. LOCATION 3. SIZE 4. COLOR NO/CODE 
A. NAVY/MARINES Tail Boom/ 10" 17038 
Bottom Fuselage 
B. Model Designation, Side 2" 17038 
Acft BUNO Tail Boom 6" 
C. National Star Aft Fuselage 15" 17925/11136/15044 
Top Fuselage 15" 
Bottom Fuselage 15" 
D. Intake Warning Forward Intake 15" 11136/17925 
E. Beware of Blast Engine Exhaust Nacelle 5" 11136/17925 
Е. Tail Rotor Warning Tail Boom 33" 13538/31136/17038 
С. Antiglare Fwd. Fuselage N/A 37038 
H. Walkway Top Fuselage N/A 37038 
1. Unit Aircraft Numbers Mid Fuselage 10" 17038 


Bottom Fuselage 





J. Unit Identifier Tail Boom 10" i7038 
Bottom Fuselage 
Ze дысы 25 25.22 EE 


Қ. Rescue Arrow Fwd. Cockpit Door 24" 13538/17925 
Gë 
L. Rescue Bottom Aft Fuselage 10" 17038 


Top Fwd. Fuselage 


eege 


M. Abandon Chute Bottom Fuselage 10" 17038 








N. Conspicuity Markings Per Drawing N/A 12197 
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FIGURE C-25. UH-IN aircraft marking (non-combat SAR). 
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FIGURE C-25. 
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UH-IN aircraft marking (non-combat SAR) - Continued. 
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MIL-STD-2161A(AS) 
1, MARKING . LOCATION 3. SIZE 4. COLOR NO/CODE 
A. MARINES Tail Boom/ 10" IAW Para 5.2.3.2 
Bottom Fuse але 
B. Model Designation, Side 2" IAW Para 5.2.3.2 
Acft BUNO Tail Boom 6" 
C. National Star Aft Fuselage 15" IAM Para 5.2.3.2 
Top Fuselage 15" 
Bottom Fuselage 15" 
D. Walkway Top Fwd. Fuselage N/A 35237 
E. Call Numbers Aft Tail Boom | 12" [AW Para 5.2.3.2 
5.2.3.2 
Para 5.2.3.2 
H. Tail Rotor Warning Tail Boom 33" IAW Para 5.2.3.2 
1. Unit Identifier Tail Boom 10" IAW Para 5.2.3.2 
Bottom Fuselage 
1, Rescue Arrow Fwd. Cockpit Door _ 24" IAW Рага 5.2.3.2 


















FIGURE C-26. UH-IN aircraft marking (tactical). 
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FIGURE C-26. UH-IN aircraft marking (tactical) - Continued. 
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1. MARKING 2. LOCATION 3. “SIZE 4. COLOR NO/CODE 
А. NAVY ` Bottom Fuselage 10" 17038 
Aft Fuselage 10" 
BEE 
B. Model Designation, Tail Boom 2" 17038 
Аси BUNO Tail Boom 6" 
а ee 
С. National Star Aft Fuselage 15" 17925/11136/15044 
Top Fuselage 15" 
Bottom Fuselage 15" 
D. Intake Warning Engine Inlet Nacelle 15" 11136/17925 
Е. Beware of Blast Aft Engine Exhaust 5" 11136/17925 
Масе е 
F. Tail Rotor Warning Aft Fuselage 33" 17038 
С. Апшјаге Fwd. Fuselage N/A 37038 
Н. Walkway Top Fuselage N/A 32038 
L > Conspicuity Markings Per Drawing N/A 12197 
J. Unit Aircraft Numbers Mid Fuselage 10" 17038 
Bottom Fuselage 17038 
K. Unit Identifier Tail Boom 10" 17038 


Bottom Fuselage 





L. Rescue Arrow Fwd. Cockpit Door 24" 13538/17925 
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FIGURE C-27. TH-1L aircraft marking. 
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FIGURE C-27. TH-1L aircraft markina - Continued. 
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27. 
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MARKING 
NAVY 


Model Designation, 
Acft BUNO 


National Star 


Intake Warning 


Deware ог Biast 


Tail Rotor Warning 
Antigiare 

Walkway 

Call Numbers 


Unit Aircraft Numbers 


Unit Identifier 


Rescue Arrow 


Sonobuoy Launch Door 
Marking 


Tail Rotor Blades 


FIGURE C-28. 
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LOCATION 
Tail Boom 


Side 
Tail Boom 


Aft Fuselage 
Top Fuselage 
Bottom Fuselage 


Forward Intake 


Deiow Exnaust 
Exit 


Tail Boom 


Nose Fwd. of Canopy 
Top Fuselage 
Aft Fuselage 


Fwd. Fuselage 
Tail Boom Mid 


Tail Boom 


Pilot Cockpit Door 
Copilot Cockpit Door 


Center Left Fuselage 


Ned 


H-2 aircraft marki tical). 
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FIGURE C-28. SH- ircraf in i - Continued. 
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. MARKING ATION 3 4. COLOR NO/CODE 
A. NAVY Lower Fuselage 12" 12"* 37038/17925* 
Fusela 4" 4"* 
В. Model Designation, Aft Fuselage 2" 37038/17925* 
Acft BUNO 4" 
С. National Star Upper Tail Boom 25"* 
Lower Fuselage 12" 30"* 37038/17925* 
nter Fusel я 
Unit Ai Fwd. Fuselage " 37038/17925* 
. Call М r er Aft Fuselaqe 2 37038/17038* 
F. Intake Warning Fwd. Engine Nacelle 16" 37038 
11136/17925* 
G. Beware of Blast Aft Engine Nacelle 22" 37038 
——————————áÓá ра па ас и пра ДЕЛО ДАР De; 
H. Tail Rotor Warning Aft Fuselage 29" 37038 
136/17925* 
. _Antiglare Nose Fwd. of Cockpit N/A 37038 
J. Unit Identifier Tail Boom 10" 37038/17925* 
K. Tip Marking Horizontal Stabilizer 6" 37038/11136* 
L. Rescue Arrow Fwd. and Center 24" 37038 
Fusela 17038/13538* 
М. Walkwa Тор Fuselage М/А 37038 /17038* 
М. Conspicuity Marki Per UH-3A Оп! 12197* 
0. Abandon Ch Re Bottom of Fuselage (UH-3A On] 17038* 
Р. in Rotor Blades N/A 35237 
. Tail Rotor Blades N/A 36320 
*UH-3A 





FIGURE C-29. HH-3A/UH-3A aircraft marking. 
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FIGURE C-29. HH-3A/UH-3A aircraft marking - Continued. 


150 



































1. MARKING 2. LOCATION 3. SIZE 4. COLOR NO/CODE 
A NAVV T nuron Dant aren 10 17n20 
Ns INTL У М uower г uselage 14 11000 
Aft Fuselage 24" 
B. Model Designation, Aft Fuselage 2! 17038 
Acft BUNO 4" 
C. National Star Upper Tail Boom 29" 17925/11136/15044 
Lower Fuselage 30" 
Center Fuselage 30" 
D. Unit Identifier Tail Boom 10" 17038 
E. Call Numbers Lower Aft Fuselage 12" 17038 
Е Intabe Warning Fwd Епсїпа Naoalla 16 17092711122 
1 папу MAINE Pw. попис шчасеце 19 1153424/ 11190 
G. Beware of Biast Aft Engine Nacelle 22" 17925/11136 
Н. Tail Rotor Warning Aft Fuselage 35" 11136/17038 
I Antiglare Nose N/A 37038 
J. Walkway Top Center Fuselage N/A 36231 
K. Abondon Chute/Rescue Bottom of Fuselage 12" 17038 
L. Conspicuity Marking Per Drawing (SAR Only) 12197 
M. Red Tip Horizontal Stabilizer 6" 11136 
N. Unit Aircraft Numbers Fwd. Fuselage 12” 17038 
О. Rescue Arrows Fwd. & Center Fuselage 24" 17038/13538 
L.H. & R.H. Sides 
P. Main Rotor Blades N/A 35237 
Ға! Та Datan DinAac АТ/А agaon 
ч. гал глог глашсоъ пиг оПодуи 











ҮЛ)! 
УЉА А РО АИ 26 
В шинжит 全 (в) 


М7 





Ko 


MIL-STD-2161A(AS) 





Q 










i IN Ч 


/ 
© 


FIGURE 6-30. $ 
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SH-3G aircraft marking (high visibility) (SAR) - Continued 
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m. жаға азға € m m m. Р 


1. MARKING 2. LOCATION 3. SIZE 4. COLOR NO/CODE 
A. NAVY Aft Fuselage & 12" 17925 
Bottom Fuselage 
L.H. Side 12" 
MARINES Aft Fuselage & 10" 17925 
Bottom Fuselage 
L.H. Side 12" 
H Side 
B. Model Designation, Aft of Branch of 2" 17925 
Acft BUNG Service Markings 2 
C. National Star Center Lower Fuselage 20" 15044/11136/17925 


Top Center Fuselage 
da АНА 


Dm d A 1 л... EÉ..4 
DULLU LUWCI TWU. гизе!аде 














D. Call Numbers Aft Pylon 9" 17038 
E. Rescue Upper Fuselage 12" 17038 
Lower Fuselage 12" 
F. Abandon Chute Lower Fuselage — 12" Е Я 17925 
б. Walkway Top of Fuselage and N/A 37038 
Top of Fuselage Gear 
Housings 
Concspicuity Markings Per Drawin N/A 12197 
I. Squadron Designation 6" 17925 
J. Unit Aircraft Numbers Upper Center Fuselage 20" 17925 


Nose Electronics 
Compartment Door 





K. Unit Identifier Top of Aft Pylon 24" 17925 
L. Rescue Arrows Fwd. and Center of 18" 13539/17038 
Fuselage 


Rescue Hat ch (if installed) 









© 2272 
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FIGURE C-31. НН-460 aircraft marking (high visibility) (SAR). 
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FIGURE C-31. HH-46D aircraft marking (high visibilit SAR) - Continued. 
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1. MARKING LOCATION 3. SIZE 4. COLOR NO/CODE 
A. MARINES Aft Fuselage & 12" IAW Para 5.2.3.2 
Bottom Fuselage 
LH Side 
B. Model Designation, Aft of MARINE Markings 2" IAW Para 5.2.3.2 
Acft BUNO UE PG 
C. National Star Center Lower Fuselage 30" ТАМ Para 5.2.3.2 


Top Center Fuselage 
Bottom Lower Fwd. 


ww. 


Fuselage 


| тъ въ =з 





D. Walkway Top of Fuselage N/A 35237 
Top of Stubwings 
Е. Call Numbers Aft Pylon 12" IAW Para 5.2.3.2 
Е. Unit Aircraft Numbers Upper Center Fuselage 20" 
Nose Electronic IAW Para 5.2.3.2 
Compartment о. 
G. Unit Identifier Top of Aft Pylon 24" IAW Para 5.2.3.2 
H. Squadron Designation Aft Fuselage 6" IAW Para 5.2.3.2 
I. Rescue Arrow Fwd. & Center Fuselage 24" IAW Para 5.2.3.2 
31" 
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FIGURE C-32. СН-46Е aircraft marking (tactical). 
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FIGURE C-32. СН-46Е aircraft marking (tactical) - Continued. 
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1. MARKING е. LOCATION 5..5 





12 : 
A. NAVY Aft Fuselage & 12" 17925 
Bottom Fuselage (L.H. Side) 


L.H. Side 
B. Model Designation, Aft “of NAVY Markinas 2" 17925 
A = 


Star Center Lower Fuselage 30" 15044/11136/17925 
Тор Center Fuselage 
Bottom Lower Fwd. 


Fuselage 
D. Walkway Тор of Fuselage NA 37038 


Top of Landing Gear 








Housinqs 
E. Call Numbers Aft Pylon 12" 17038 
F. Unit Aircraft Numbers Upper Center Fuselage 20" 17925 





Nose Electronic 
Comnartment Door 








G. Unit Identifier Top of Aft Pylon 24" 17925 

H. Squadron Designation Aft Fuselage e" 17925 

I. Rescue Arrow Fwd. & Center Fuselage 24" 37038 
31" 








N AVY 888888 


— 


Dia о 15 Se © | 
AF a. oO 1 
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FIGURE C-33. UH-46A/D aircraft marking. 
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FIGURE C-33. UH-46A/D aircraft marking - Continued. 
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1. MARKING 2. LOCATION 3 SIZE 4. COLOR NO/CODE 
A. MARINES Aft Fuselage 20" IAW Para 5.2.3.1 
B. Model Designation, Aft Fuselage 2^ 

Acít BUNO ц" IAW Рага 5.2.3.1 
С. National Star Bottom Fuselage 20" IAW Para 5.2.3.1 


Aft Fuselage 


Horizontal Stabilizer 


























D. Unit Identification Number Fwd. Lower Fuselage 30" IAW Para 5.2.3.1 
Е. Сай Numbers Aft Tail Rotor Boom 8" IAW Para 5.2.3.1 
F. Intake Warning Fwd. Engine Nacelle 36" IAW Para 5.2.3.1 
G. Beware of Blast Aft Engine Nacelle 10" x 208 IAW Para 5.2.3.1 
H. Tail Rotor Warning Aft Tail Boom 24" IAW Para 5.2.3.1 
L Walkway Per Drawing N/A IAW Para 5.2.3.1 
J. Tail Rotor Biades N/A N/A IAW Para 5.2.3.1 
К. Rescue Arrow Fwd. Fuselage 24" IAW Para 5.2.3.1 
L. Keep Clear Ие Exhaust Ports ЕНЕ |" вини ЕЕ IAW Para 5.2.3.1 
+EXHAUST+ Upper Fwd. Fuselage 1%" Arrows 








FIGURE C-34. CH-53 aircraft marking (land camouflage). 


159 





“ara. 
2025250 





° 
КА 


9,9,” 





976761616100: 





ROD КЕ ЊЕ 





9,0, 





е. 





v 






2929, 

















MIL-STD-2161A(AS) 





1, MARKING 2. LOCATION 3. SIZE 4. COLOR NO/CODE 
A. NAVY Aft Fuselaae 24" IAW Para 5.2.3.2 
B. Model Designation, Aft Fuselage 2” IAW Para 5.2.3.2 
Acft ВОНО 4" 
C. National Star Aft Fuselage 25" ТАМ Para 5.2.3.2 
Horizontal Stabilizer 30" 
Bottom of Fuselage 
D. Unit Identification Number Fwd. Lower Fuselage 30" ТАМ Para 5.2.3.2 
Е. Call Numbers Tail Rotor Support 8" ТАМ Рага 5.2.3.2 
Р. Intake Warning Fwd. Engine Nacelles 2" Letters IAW Para 5.2.3.2 
26" 


3" Сћеугоп 





J. Keep Clear Exhaust Upper Fwd. Fuselage 5" IAW Para 5.2.3.2 
Between Exhaust Ducts 
L.H. Side 


K. Rescue Arrow Fwd. Fuselaqe 24" IAW Para 5.2.3.2 





FIGURE C-35. CH-53D/RH-53D aircraft marking (tactical). 
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FIGURE C-35. CH-53D/RH-53 aircraft marking (tactical) - Continued. 
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|. MARKING 2. LOCATION 3: 512Е 4. COLOR NO/CODE 
A. NAVY Aft Fuselage 24" 35237 
тг — —ac; a —Ə T o əƏƏ -" n" 
B. Model Designation, Aft Fuselage zt 35237 
АСЕ BUNO ц" 





С. National Star Aft Fuselage 25" 35237 


Horizontal Stabilizer 30" 
D. Unit Identification Number Гуа, Lower Fuseiage 30" 35237 







КІ........ 


Е. Сай Numbers Upper Tail Boom 6" 35237 
F. Intake Warning Engine Intake Nacelles 16" 35237 


G. Beware of Blast Lower Aft Sectio 2" Letters 35237 


I H А, D LI С 2: MI 


A МОО аи 
ECC" i во a ИН 
i N/A IAW Para. 5.1.13 


L Walkway Per Drawing 


J. Rescue Arrow Fwd. Fuselage 24" 35237 





a 
— 





FIGURE C-36. CH-53E aircraft marking (Navy) (tactical). 
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ircraft markina (Navy) (tactical) - Continued. 
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1, MARKING 2. LOCATION 3. SIZE 4. COLOR NO/CODE 

A. MARINES Aft Fuselage 24" IAW Para 5.2.3.2 

B. Model Designation, Aft Fuselage 2" ЇАМ Рага 5.2.3.2 
Acft ВИНО 4" | 

C. National Star Aft Fuselage, 25" IAW Para 5.2.3.2 


Bottom Center Fuselage 









D Unit Identification Numbers Fwd. Lower Fuselaae 30" IAW Para 5.2.3.2 
all! N Upper Tail Boom 6" IAW Para 5.2.3.2 

F. Intake Warnin | па! пе Intake Nacelles 6" IAW Para 5.2.3.2 

6. Beware of Blast . Lower Aft Section 2" Letters IAW Para 5.2.3.2 

‚Н. & R.H. Engine Nacelles 

H. Tail Rot arni ft Tai! Boom 24" [AW Para 5.2.3.2 

т | T УИ Dar Nrawi na N/A 35237 

J. Rescue Arrow Fwd. Fuselage 24" IAW Para 5.2.3.2 








FIGURE C-37. CH-53E aircraft marking (Marine) (tactical). 
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FIGURE C-37. СН-5ЗЕ aircraft marking (Marine) (tactical) - Continued. 
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1. MARKING 2. LOCATION 3 SIZE 4. COLOR NO/CODE 
A. NAVY Aft Fuselage 10" 35237 
B. Model Designation, Side 2" 35237 
Асїї ВОМО Tail Boom Aft 6" 
C. National Star Mid Fuselage 12" Stars & Bars 36320 
Rest of Insignia 35237 
Fwd. Top Fuselage 12" Stars & Bars 35237 
Rest of Insignia 36320 
Aft Bottom Fuselage 12" Stars & Bars 36495 
Rest of Insignia 36320 
D. Intake Warning Forward Intake Nacelle 15" Background 35237 
Letters 36320 
E. Beware of Blast Engine Exhaust Nacelle 5" Background 523 
Letters 36320 
F. Tail Rotor Warning Tail Boom 33" 35237 
G. Antiglare Fwd. of Cockpit N/A 
H. Walkway | Per Drawing N/A IAW Para. 5.2.3 
L Unit Identifier Urper Tail Boom 24" IAW Para. 5.2.3 
J. Rescue Arrow Cockpit Door and 24" Background 35237 
Center of Fuselage Letters 632 
Yo 
4 WL. / © 
8888 
Чиг Г EP 
О — Ne — 
STINE 
, (ХХ) HD m 
— | МУ 
(“ем — СОМЕ И) МА 
"A 


eT 
Ul 
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НИ = 
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(tactical). 





SH-60B aircraft marking (ta ) 
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- Continued. 


tactical 


SH-60B aircraft markin 


FIGURE C-38. 
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MARKING LOCATION 3. SIZE 4. COLOR NO/CODE 
A. MARINES Boom 10" IAW Para 5.2.3.2 
Outboard Side 
B. Model Designation, Vertical Stabilizer 2” IAW Para 5.2.3.2 
Acft RINO 4" ТАМ Para 5.2.3.2 
C. National Star Boom 10" IAW Para 5.2.3.2 


Outboard Side 
Upper L.H. Wing 
R.H. Win 

















D. Call Numbers Vertical Stabilizer 9" ТАМ Para 5.2.3.2 
t. Propeller Tips N/A ar. оса" 37925/31136/37925 
G. Walkwa Top of Win N/A 35237 
7 Rescue Árrows Points to Canopy 24" IAW Para 5.2.3.? 
_ Release Handle 

L. Propeller Warning Band Fwd. Fuselage 3” IAW Para 5.2.3.2 
J. Unit Aircraft numbers Fwd. fuselage 12" ТАМ Рага 5.2.3.2 
K. Unit Identifier Vertical Stabilizer 24" IAW Para 5.2.3.2 
L. Exhaust Trail Boom 

Outboard Side 38" IAW Para 5.2.3.2 
M. Danger Exhaust Boom 3" 

Outboard Side 3" IAW Para 5.2.3.2 
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FIGURE C-39. OV-10A aircraft marking (tactical). 
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- Continued. 


0V-10A aircraft marking (tactical 


FIGURE C-39. 
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1. MARKING 2. LOCATION 3, SIZE 4. COLOR NO/CODE 
A. MARINES Boom 10" ТАМ Para 5.2.3.2 
Outboard Side 
B. Model Designation, Vertical Stabilizer 2" : ТАМ Рага 5.2.3.2 
f 4" IAW Para 5.2.3.2 
С. National Star Boom 10" IAW Para 5.2.3.2 


Outboard Side 
Upper L.H. Wing 





В.Н. Wi 0" 

. Call Number Vertical Stabilizer " IAW Para 5.2.3. 
E. Propeller Tips N/A 3 0t. 3^ 37925/31136/37925 
F. ection Seat low Can Rail ” IAW Para 5.2.3.2 
G. Walkwa Top of Win N/A 5237 
H. Rescue Arrows Points to Canopy 24" IAW Para 5.2.3.2 

Release Hand) 

. Propeller Warnin n Fwd. Fusela 3" AW Para 5.2.3. 
J. Uni ircraf rs Ема. Fuselage № АМ Рага 5.2.3. 
К. Unit Identifier ertical Stabilizer 24" AW Para 5.2.3.2 
L. Exhaust Trail Boom 

tboard Side 38” IAW Para 5.2.3. 
M. Danger Exhaust Boom 3" 
oard Sid 3" W Para 5.2.3.2 


© 


/ 55399 
@ AA 


@ Pao 


= Ж” Kä 
MARINES B 





FIGURE C-40. OV-10D aircraft marking (tactical). 
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- Continued. 
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FIGURE C-40. OV-10D aircraft marking (tact; 


172 


1, MARKING 2. LOCATION 3. SIZE 4. COLOR NO/CODE 
A. NAVY Aft Fuselage 30" 17038 
Lower L.H. Wing 30" 
В. Model Designation, Aft Fuselage Under 2” 17038 
Acft BUNO — Horizontal Stabilizer 
C. National Star Aft Fuselage 50" 11136 
Upper L.H. Wing 50" 15044 
Lower R.H. Wing 50" 17925 
D. Antiglare Fwd. of Cockpit N/A 37038 
E. Propeller Warning Band Forward Fuselage 3" 11136/17925 
с Walkway š Ton Surface of Winas _W/A 17038 2 





б. Rescue Arrows Fwd. Fuselage Aft of 24" 17038/11136 
Cockpit Windows 
Mid Fuselage at Doors 


Top of Fuselage Aft of 
Hatch 






Н. Call Numbers Vertical Stabilizer 12" 17038 ра 
I. Unit Aircraft Numbers Fwd. Fuselage 12" 17038 





FIGURE C-41. P-3 aircraft marking. 
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FIGURE С-41. Р-3 aircraft marking - Continued. 
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1. MARKING 2. LOCATION 3. SIZE 4, COLOR NO/CODE 
A. NAVY Aft Fuselage 12" 35237 
B. Model Designation, Aft Fuselage ч" 35237 
Acft BUNO 2" 
C. National Star - | “Буд, Fuselage 20" По 35237 


Upper L. H. Wing 
Lower R. H. Wing 























D. Call Numbers Vertical Stabilizer 9" 35237 
Е. Arresting Hook Warning Aft Fuselage Sides 12" 35237 
F. Antiglare Fwd. of Cockpit N/A 35237 
G. Rescue Arrow Fwd. Fuselage 24" 35237 
H. Intake Warning Fwd. Engine Nacelle 21" 35237 
L Beware of Blast Aft Engine Pod 12" 35237 
J. Walkway Center Top Fuselage N/A 36375 
K. Ejection Seat Notice Fwd. Fuselage Beneath 8" 35237 
Canopy Rail 





— 
5-3А 
888888 





URE C-42 С.ЗА/В aircraft markina (tactical). 
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FIGURE C-42. $-3А/В aircraft marking (tactical) - Continued. 
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MTI _СТП_2Э1АТАГАС\ 
11131172, 1О91/Ү(/14 ] 
1. MARKING 2. LOCATION 3. SIZE 4. COLOR NO/CODE 
eR SEM HG GPS ICD EE 

A. NAVY/MARINES А! Fuselage 12"/10" 17038 

Lower L.H. Wing 24"/16" 

EE 
В. Моде! Designation, Aft Fuselage 6" 17038 
Acft BUNO 
C. National Star Fwd. Fuselage 20" 17925/11136/1 5044 
| Lower В.Н. Wing 30" 

Upper L.H. Wing 30" 
О. Call Numbers Vertical Stabilizer 12" 17038 
Е. Intake Warning See Para. 5.2.2.10.1 See Para. 5.2.2.10.1 11136 
F. Beware of Biast Ait Fuselage See Para. 5.2.2.10.2 17925/11136 
G. Arresting Hook Warning N/A 4" Alternating Stripes 17038/17925 
H. Ejection Seat Below Canopy Rail See Para. 5.2.2.10.6.12 IAW Para. 5.2.3 
L Walkway Wing Adjacent to Fuselage М/А 37038 
3. Conspicuity Markings Per Drawing See Para. 5.1.1.1 12197 
К. Antigiar Fwd. of Cockpit N/A 37038 
L. Unit Aircraft Numbers F wd. Fuselage 12" 17038 

Lower L.H. Wing 16" 

Upper К.Н. Wing 16" 
M. Unit Identifier Vertical Stabilizer 20" 17038 

Lower L.H. Wing 16" 

Upper L.H. Wing 
N. Rescue Arrow Fwd. Fuselage 24" 17038/ 13538 
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Т-2В/С aircraft marking (high visibility). 
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FIGURE C-43. T-2B/C aircraft marking (high visibility) - Continued. 



































вата CTA APR ГАГ Ч 
MiL-OIU-CIOLALA) 
1. MARKING 2. LOCATION 3. SIZE 4. COLOR NO/CODE 
А. NAVY Ait Fuselage 12" 17038 
Lower R.H. Wing 24" 
B. Model Designation, Aft Fuselage 2" 17038 
Acft BUNO ц" 
С. National Star Aft Fuselage 20" 17875/11136/1 5044 
Lower L.H, Wing 20" 
Upper R.H. Wing 20" 
D. Cali Numbers Lower Vertical Stabilizer 12" 17038 
E. Propeller Tips N/A 3"/6"/3" 17925/11136/17925 
Е. Antigiare Propeller Spinner & Fwd. N/A 37038 
& Aft of Cockpit Canopy 
G. Walkway Per Drawing N/A 37038 
H. Conspicuity Markings Engine Cowling, Wing Per Drawing 12197 
Tips, & Vertical 
Stabilizer 
L "Rescue Other Side" L.H. Side Beneath WI Letters 17038 
| Canopy Rail 
3. Rescue Arrow R.H. Side Beneath 24" 17038/11136 
Canopy Rail 








©) ©) 
/® e 


ХХ SET, 


= 
Wee ww, 
А 000060004 RR еее =: 


SENT КЕЛУ” 一 22 | 
k SSS / АКО у бі, 
| SQ = \ N R N 
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T-34C aircraft markina (hiah visibility). 
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FIGURE C-44. 
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T-34C aircraft markin 
180 


high visibilit 





- Continued. 








MIL-STD-2161A(AS) 
1. MARKING 2. LOCATION 3. SIZE 4. COLOR NO/CODE 
А. NAVY Aft Fuselage 16" 17038 
Lower L.H. Wing 20" 
B. Model Designation, Aft Fuselage 2! 17038 
Acft BUNO Oh 
一 a ee een m pl a Ta ei 
C. National Star Forward Fuselage 20" 11136 
Upper L.H. Wing 30" 15044 
Lower R.H. Wing 30" 17925 
se se 
D. Call Numbers Vertical Stabilizer 12" 17038 


Е. Intake Warning Fwd. Engine Nacelle See Para. 5.2.2.10.1 11136 
F. Beware of Blast Aft Engine Nacelle See Para. 5.2.2.10.2 11136 
С. Antiglare Radome, Fwd. of Cockpit N/A 37038 
H. Walkway Wings & Engine Mounts N/A 37038 


Next to Fuselage 
а Е Жалы! еды ее. 








1. Conspicuity Markings Per Drawing See Para. 5.1.1.1 12197 
EE 
J. Unit Aircraft Numbers Fwd. Fuselage 16" 17038 
Lower L.H. Wing 16" 
Upper R. H. Wing 20" 
== a ns M 
K. Unit Identifier Vertical Stablizer 20" 17038 
Lower R.H. Wing 16" 
Upper R.H. Wing 24" 
L Rescue Arrow Fwd. Fuselage 24" 17038 
Door 13538 
M. Bare Metal & Polish Engine Intake Lip N/A N/A 


Engine Exhaust Shroud 
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FIGURE C-45. 1-39 aircraft marking (high visibility) - Continued. 
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1. MARKING 2. LOCATION 3. SIZE 4. COLOR NO/CODE 
—B s a a n rn EE 
A. NAVY Lower L.H. Wing 20" 17038 
Aft Fuselage 16" 
~ 
В. Моде! Designation, Aft Fuselage 2" 17038 
Acft BUNO ци 
一 一 一 一 一 一 -一 ~ vv —— 
C. National Star Fwd. Fuselage 20" 11136 
Upper L.H. Wing 30" 15044 
Lower В.Н. Wing 30" 17925 
D. Call Numbers Vertical Stabilizer 12" 17038 
E. Intake Warning " Engine Intake Nacelle See Para. 5.2.2.10.1 11136 
d Аа etz 
F. Beware of Blast Engine Exhaust Nacelle See Para. 5.2.2.10.2 11136 
一 一 一 一 -一 一- 一 -一 -~ ея 
С. Walkway Wings & Engine Mounts N/A 37038 


Next to Fuselage 


„оош 











Н. Antigiare Radome & Fwd. of N/A 37038 

Cockpit 
--------------------------- Аааа 

L Unit identifier Fwd. Fuselage 16" 17038 
Upper R.H. Wing 20" 
Lower L.H. Wing 16" 

J. Unit Aircraft Numbers Vertical Stabilizer 20" 17038 
Upper R.H. Wing 24" 
Lower R.H. Wing 16" 

K. Bare Metal and Polish Engine Intake Lip N/A N/A 
Engine Exhaust Shroud 

L Rescue Arrow Fwd. Fuselage Door 24" 17038 

13538 





FIGURE C-46. Т-39 aircraft 1 rqo). 
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FIGURE C-46. 
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1-39 aircraft marking (cargo) - Continued. 
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1. MARKING 2. LOCATION 3. SIZE 4. COLOR NO/CODE 

A. NAVY АП Fuselage 16" 17038 
Lower L. H. Wing N 

H. Mode) Desyrnation, Side Aft Fuselage 27 17038 

Ach ВИНО 4" 

С. National Star Aft Fuselage 20" 11136 
Upper L. Н. Wing 15044 
Lower К. H. Wing 17925 

D. Call Numbers Vertical Stabilizer 16" 11038 

Е. Unit identifier Top Vertical Stabilizer 24" | - 17038 

Е. Conspiculty Markings Per Drawing See Para. 5.1.1.1 12197 

С. Antiglare Nose Fwd. of Windscreen N/A 37038 
Inside of L&R Масе Пе 

H. Propeller Tips N/A 6" 17925 

11136 
t... Propelier Warning Band Fwd. Fuselage 17 Wide 17325/11136 





aA а a —  —rk as TU TY H PW AE —À тад nn -一 一 一 





FIGURE C-47. 1-44А aircraft marking (high visibility). 
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FIGURE C-47. Т-44А aircraft marking (high visibility) - Continued. 
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1l. MARKING 2. LOCATION 3. SIZE 4. COLOR NO/CODE 
— r raq m rna mA r a 
A. UNITED STATES NAVY Center Fuselage 8" 17038 
UNITED STATES MARINES 
B. Model Designation, Side Aft Fuselage 2" 17038 b 
де BRUNO 4" r 
C. National Star Aft Fuselagc 20° 11136 
Upper LH Wing 20" 15044 
Lower В.Н. Wing 20" 17925 
р. Call Numbers Vertical Stabilizer 12” 17038 
E. Unit Kentifier Upper Vertical Stabilizer 18" 17038 
F. Accent Stripes : 
MARINE Center Fuselage 6" each Upper 11136/Lower 11043 
NAVY Center Fuselage 6" each Upper 15066/Lower 17043 
С. Flag - United States Upper Vertical Stabilizer Sec Para. 5.2.7 11136/15044/17325 
H. Antiglare Nose Fwd. of Wind Screen N/A 37038 
Inside L. & R. Nacelles 
l. Propeller Tips N/A 6” 17925/11136 
J. Propeller Warning Rand Fwd. Fuselage 37 Wide 11136/17925 








UNITED STATES MARINES 


О (c) 


UNITEO STATES 


IUE ar AI di n ... | ТТТ TT TITTTIT эс (D) 


FIGURE C-48. UC-I2B aircraft marking. 
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FIGURE C-48. UC-12B aircraft marking - Continued. 
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1. MARKING 2. LOCATION 3. SIZU & COLOR NO/CODE 
А. NAVY Тай Boom 6" [7038 
B. Model Designation, Both Sides ol г 17034 
Аси BUNO Тайһоот а” 
С. National Star Aft Fuselage 104 17922/11136/1 5044 
Bottom Fuselage 10” 
D. Тан Boom Warning Tail Boom 227 31136/37038 
E. Ant: Glare 37038 
Е. Arctic Markings/ As Рег Drawing 12197 
Conspicuity | 
С. Une identifying Letters Tail Boom (IAW Раса. 5.2.3) 17038 


A. ' 
pee СЗ SON d IL ug > 
Ж ЖҰЛА Н X "Ae 


: LL ° ру 


SE ДИР РРА, иг 
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FIGURE C-49. ТН-57 aircraft marking (high visibility). 
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FIGURE C-49. TH-57_aircraft marking (high visibility) - Continued. 
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1. MARKING 2. LOCATION 3. SIZE 5. COLOR NO/CODE 
A. NAVY Aft Fuselage 37 17038/37038 
& L.H. Lower Wing 2 
Sut tace т 
B. Model Designation Att Fuselage 2%" 17038/37038 
(Реса! 94743-17) 
С. Drone Serial No. Center Fuselage Above 2" | 17038/37038 
Air Scoop (Deca! 98783-18) | 
D. National Star Fwd. Fuselage and 
В.Н. Lower Wing NV-STD-158-8 
Surface : 
E. Target Air Aft (Deca! 32962-1) 


Vertical Stabilizer 
Е. No Lift Center of Tail Cone (Decal 32962-2) 
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FIGURE C-50. . BQM-74C drone marking. 
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i. MARKING 2. LOCATION j. SIZE 4. COLOR МО/СООЕ 
— mr r cn c. . J J... a ILLLIIILIIIIIILIIiIIILIIIiiI III i —————- JUR GN 
А. NAVY/MARINES Tai! Boom/ 10" 17038 
Bottom Fuselage 
В. Model Designation, Side 2 (7033 i 
Ас“ Вино Tail Boom 6“ r 
C. National Star Aft Fuselage 0157 17925/11136/1504« 
Top Fuselage эн 
Bottom Fuselage 15" 
О. Intake Warning Forward Intake 15" $1136/17925 
E. Beware of Blast Engine Exhaust Nacelie 5" 11136/17925 | 
F. Tai! Rotor Warning Tail Boom 33" d (3538/31 136/17038 
С. Antigtare | Fwd. Fuselage М/А 37038 
H. Walkway Top Fuselage N/A 37038 
l Unit Aircraft Numbers Mid Fuselage 10” 17038 
Bottom Fırelapr 
J. tit Паевые mL e Ir, 75% 
Sotto n Fuselage 
К. Rescue Arrow Fwd. Cockpit Door 24“ 13533/17925 
+. Rescue Bottom Aft Fuselage 10" 17032 
Тор Fwd. Fuselage 
М. Abandon Chute Bottom Fuselage 10" 17033 
М. Conspicuity Markings Per Drawing М/А 12197 









N ЭХ N 


SS 
— e esse ° ; SS тл 


—— а по / 





ИШТИ 
N, 
E: 
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тт ни УУ У THF 
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АА NN 17925 


FIGURE C-51. UH-IN aircraft marking (non-combat SAR). 
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FIGURE C-51. 08-18 aircraft marking (non-combat SAR) - Continued. 


194 


MIL-STD-2161A(AS) 





MARKING 2. LOCATION 3. SIZE 4 COLOR NO/CODE 
А. NAVY Lower Fuselage 12" 35237 
Aft Fuselage 
B. Model Designation, Aft Fuselage 2" 35237 
Acft ВУНО " | 
C. ational Star Upper Tai! Boom 12" 35237 36320 
Lower Fuselage 12" 36320 -36495 
пїег Fuselage 27 36495 5237 
. Unit Aircraft Number Forward Fuselage 2" AW Para 5.2.3 
11 N rs r_Af sela " 35237 
f. Intake Warning Fwd. Engine Nacelle 16” Background 35237 
ers 36320 ща 
6. Beware of Blast Aft Engine Nacelle 22" Background 35237 
ette 36320 
ot ft Fuselage " 37 
Nose F f { N 5237 
Unit Identifier Tail Boom 0” АМ Рага 5 
K. Tip Marking Horizontal Stabilizer те 36320 
і. Rescue Arrow Fwd. and Center 24" Background 35237 
Fuselage Letters 36320 
L.H. & R.H Sides 
M Walkway Top Fuselage N/A JAW Para 5.2.3 
N. Conspicuity Marking Рег Deg SH-3D (SAR Only) 12197 
0. Abandon Chute/Rescue Bottom of Fuselage SH-30 (SAR Only) 35237 
P. Main Rotor Blades N/A 35237 
. Tail Rotor Blades N/A 36320 
R ngine Exhaust Area Aft Engine Касе е N/A 36081 








FIGURE C-52. 5Н-30/Н aircraft marking (tactical). 
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FIGURE C-52. SH-3D/H aircraft marking (tactical) - Continued. 
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1, MARKING 2. LOCATION 3. SIZE 4. COLOR NO/CODE 
OTE I I R... E i TS ии uÑ e 
A. NAVY Aft Fuselage 12"/10" 17038 
Lower L.H. Wing 24"/16" 
B. Model Designation, Aft Fuselage 2^ 17038 ки 
леп BUNO Aft Fuselage 4" г. 
C. National Star Fwd. Fuselage 20" 17925/11136/15044 
Lower В.Н. Wing 30" 
Upper L.H. Wing 30" 
D. Call Numbers Vertical Stabilizer 12" 17038 
E. Intake Warning See Para. §.2.2.10.1 See Para. $.2.2.10.1 11136 _ 
Р. Beware of Blast Aft Fuselage See Para. 5.1.2.10.2 _ 17925/11136 
С. Arresting Hook Warning N/A 4" Alternating Stripes 17038/17825 
H. Ejection Seat Below Canopy Rail See Para. 5.2.2.10.6.12 IAW Pare. 5.2.3 
L Walkway Wing Adjacent to Fuselage N/A 37038 
J. Conspieuity Markings Per Drawing See Para. 5.1.1.1 12197 
K. Antıglare Fwd. of t'eckpit N/A 17038 
L. Unit Aircraft Numbers Fwd. Fuselage 12" 17038 
Lower L.H. Wing 16" 
Upper R.H. Wing 16" 
М. Unit Identifier Vertical Stabilizer 20" 17036 
Lower L.H. Wing 16" 


Upper L.H. Wing 








+ 
Ф « 


= EN 






^ RER ` dia S 
al H 
AN | — Је 


70% © 


БОСА 37038 


[____ 17925 
МО 12197 


FIGURE С-53. Т-45А aircraft marking (high visibility). 
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FIGURE C-53. T-45A aircraft marking (high visibil - Continued. 
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MARK ING 2. LOCATION 3. 517 4. COLOR NO/COD 
A. WAVY Tail Boom 24" 17925 
8. Model Designation, Side 2" 17925 
Acft BUNO Tail Boom 4” 
C. National Star Aft Fuselage 20" 17925/11136/15044 
Тор Fuselage 20" E 
‚ ]ntake Warni Forward Intake 57 11136/17925 
E. Beware of Blast Below Exhaust 5" 11136/17925 
_ ди 
ai} kz 3538/17 
ANT С a- NOS ` 91 VQanop .74. 7034 
t 4. WV bac е n," 24 
J. Unit Aircraft Numbers Fwd. Fuselage 10" 17925 
К eg 7 
L. Rescue Arrow Pilot Cockpit Door 24" 13538/17925 
Copilot Соскр! r ы 
М. Sonobuoy Launch Door Center Left Fuselage 2" 11136 
Marking 2" 17925 
17 17038 
Н. Main Rotor Blades Н/А 35237 
0. Tail Rotor Blades N/A 36320 





ШЕШІ 


А 13538 
SEPEEY 11136 





FIGURE C-54. UH-20 aircraft marking. 
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FIGURE C-54. UH-2D aircraft marking - Continued. 
200 


MIL-STD-2161A(AS) 
APPENDIX D 
SPECIAL PURPOSE AIRCRAFT MARKING 
10. SCOPE 


10.1 Scope. This Appendix illustrates the different paint schemes for 
special purpose aircraft including the presidential helicopter. 


10.2 Use. This Appendix is a mandatory part of this standard. The 
information contained herein is intended for compliance. 


20. APPLICABLE DOCUMENTS. This section is not applicable to this 
Appendix. | 


30. DEFINITIONS 


30.1 Definitions. For purposes of this Appendix, the definitions of 
this standard shall apply. 


40. GENERAL REQUIREMENTS 


40.1 Aircraft paint schemes. The following figures illustrate aircraft 
marking for special purpose aircraft. 
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1. MARKING - LOCATION SIZE . COLOR NO/CODE 
A. NAVY Aft Fuse 16” 17038 
В. Model Designation, Aft Fuselage Under 2" 17038 
Arit BUNO Horizontal Stabilizer 4“ i 
C. National Star Ait Fuselage 80" 111% 
Upper L.H. Wing 50“ 15044 
Lower R.H. Wing ж" 17925 
р. Call Numbers Vertical Stabilizer 12" 17038 | 
E. Propeller Tips N/A 8”/45/49 17925/11136/17925 
Е. Antiglare Upper % Nose and Inside N/A 37033 
: Upper ћ Eng Cow! 
G. Walkway Per Drawing 37033 
Н. Propeller Warning Band Fwd. Fuselage > 111% 
L Fiag Vertical Stabilizer 26 х 86 11136/15044/17925 
J. Unit Aircraft Numbers Nose 16" 17038 
K. Unit Identifier 


Vertical StaSilizerc 30" 17038 





(А) 


ИА 18440 
| _ ]1?925 


FIGURE D-1. С-1А aircraft marking. 
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FIGURE 0-1. C-1A aircraft marking - Continued. 
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l. MARKING 2. LOCATION 3. SIZE в. COLOR NO/CODE 
A. UNITED STATES NAVY Fuselage 16* 17038 
В. Model Designation, Alt Fuselage Under 2 17038 
Аси BUNO Horizontal Stabilizer “" | 
eege 
С. National Star Aft Fuselage 80" 11136 
Upper L.H. Wing 80" WG 15044 
Lower F-H. Wing 12925 
D. Call Numbers Vertical Stabilizer 16" 17038 
Е. Propeller Tips N/A anjana" 11136/17925/ 
15102 
F. Antiglare Fwd. of Cockpit МА 2. 37038 
С. Unit Identifier RH. and L.H. 9" 17033 
Fwd. Fuselage | 
H, Propeller Warning Sand Lower Fuselage 3" | 11136 


Propeller Plane 


|. Navy | Lower L.H. Wing 30" 17038 


一 一 







ose №. Ss 
Eeer vmm 
> ж 
“ns И 
wA 
E u E - 
... .... ЭТТ - E --. + Е ] - . ..... эг AR 2 


[  ]JUNPAINTED 
ЕЕ ОА 37038 
EE 17038 


79552224 16440 
АА 11925 
MIT 11136 


FIGURE 0-2. С-131 aircraft marking (executive transport). 
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- Continued. 


executive transport 
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FIGURE D-2. 
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1. MARKING 2. LOCATION 3. SIZE & COLOR NO/CODE 
a el 
A. UNITED STATES NAVY Center Fuselage 12% 17038 
NAVY Lower L.H. Wing 20" 
Upper К.Н. Wing 
В. Моде! Designation, г 17038 и 
Аси BUNO «" 
r өн анин aS 
C. National Star Engine Nacelie, Both 1» 101156/150948/17925 


Sides, Upper L.H. & 
Lower R.H. Wing 














D. U.S. Flag Vertical Тан .1/2 11136/13044/17923 

E. Call Numbers Lower Vertical Stabilizer 12" 17035 
Fwd. Fuselage | 
F. intake Chevrons Fwd. Engine Nacelle 1113€ 
С. Beware of Blast | Aft Engine Nacelle (11% 
Н. Accent Stripe Below Below Lower Window Line 1/4 Border Gold Bronze 

i Ма 15044 
1. Anti Glare 37038 
J. Walkway MM — 37038 
x Unit [део пет С: Fussispe 1 6" 17033 








FIGURE 0-3. CT-39E/G aircraft marking (Navy). 
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FIGURE D-3. CT-39E/G aircraft marking (Navy) - Continued. 
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|. MARKING 2. LOCATION 3. “SIZE $. COLOR NO/CODE 
A. UNITED STATES MARINES Centec Fuselage 12” 17038 
Lower L.H. Wing 20" Ke 
Upper К.Н. Wing r 
8. Model Designation, 2" 17038 
Аст BUNO u 
C. National Star Engine Nacelle, Both 13" 1113611 5044/17925 


Sides, Upper L.H. 4 
Lower R.H. Wing 
































D. US. Flag Vertical Tail 41/2 111%/1%0%%/17925 
Е. Call Numbers Lower Vertical Stabilizer 12" E 17033 
Е. intake Chevrons Fwd. Engine Nacelle 11136 
C. Beware ol Blast Alt Engine Nacelle 11136 
H. Accent Stripe Below Below Lower Window Line 1/4 Border Gold Bronze 
| 3/4 11136 
|. Ant Glare Fwd. of Windscreen N/A 17038 
J. Walkway m | 37033 
Қ. Untiodenufier Fwd. Fuselage 6" 17038 








FIGURE 0-4. CT-39G aircraft marking (Marine). 
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FIGURE 0-4. CT-39G aircraft marking (Marine) - Continued. 
209 


MIL-STD-2161A(AS) 











|. MARKING 2. LOCATION 3. SIZE 4. COLOR NO/CODE 
A. UNITED STATES NAV Y Center Fuselage 12" | 5044 
Lower L.H. Wing 20" 
egene 
B. Model Designation, Aft Fuselage 2 17033 I 
Acft BUNO g" r 
C. National Star Fuselage Side 20" 11136 
Upper L.H. Wing 30" 150454 
Lower В.Н. Wing 307 | 17925 
D. UNITED STATES NAVAL Fwd. Fuselage z 17038 | 
АТТАСНЕ 


NAVAL ATTACHE DES E'TATS 
LORS EN FRANCE 


























E. Call Numbers Lower Vertical Stabilizer 12" | 17038 

F. Intake Warning Fwd. Engine Nacelle 11136 

С. Beware of Blast Aft Engine Nacelie 11136 

H. Accent Stripe Below Lower Window Line 1/4 Border Gold Bronze 

| 3/4 11136 

L Walkway Wings and Engine Mounts 37038 
Adjacent to Fuselage 

3. Bare Metal Finish Engine Inlet and Exhaust N/A N/A 
Nacelles 

K. Antiglare Fwd. Nose Section N/A 37038 

L. Flag Vertical Tail See Para. 5.2.7 IAW Para. 5.2.3 


Lower L. H. Wing 





M. Rescue Arrow Fwd. Fuselage 24" 17038/13538 





FIGURE 0-5. Т-39 aircraft marking (naval attache). 
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FIGURE 0-5. Т-39 aircraft markin naval attache) - Continued. 
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|. MARKING г. LOCATION %> SEE 4. COLOR NO/CODE 
—— M ——— M —— MM ——— ии ААА 
А. UNITED STATES OF AMERICA Fiselage Tail Boom 3” 17033 
Р. National Star Center Lower Fuselage 30 11136 7 
Upper Тай Horizontal 237 | 5084 
17929 
С. Wheel Wells N/A N/A | Alaska White 
w —a— n, rs 
D. Tail Rotor Warning Ait Fuselage 35° 11136/13538 
Е. Tail Rotor „МА и Ди 11136/17925 
11136/17938 
Е. Flag Forward Engine х». 111% 
Nacelle 15083 
17925 
G. Accent Strips Per Drawing 4" 9366/9364 
H Rescue Arrow Fwd. Fuselage 24" 17033/13538 
L intake Warning Fwd. Engine Nacelle le" 17925/11136 
J. Beware of Blast Engine Exhaust Nacelle 22" 17925/11136 
К. Walkway Top Fwd. Fuselage N/A 17038 


and Landing Gear Housing 
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FIGURE 0-6. ҮН-30 presidential helicopter marking. 
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FIGURE D-6. VH-3D presidential helicopter marking - Continued. 
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1. MARKING 2. LOCATION 3. $12Е 4. COLOR МО/СОРЕ 

A. UNITED STATES NAVY Fwd. Fuselage 16" 17038 

B. Model Designation, Aft Fuselage 2" 17038 

Acft BUNO ци 

С. National Star Engine Pod 28" 11136 
Upper L.H. Wing 34" 15044 
Lower R.H. Wing 34" 17925 

D. Call Numbers Vertical Stabilizer 16" 17038 

E. Navy Upper R.H. Wing 17038 
Lower L. H. Wing 36" 

Е. Bare Metal Wing Leading Edge Cap Per Drawing N/A 


(Slats); Engine Tail Pipe; 
Forward Portion Flap Hinge 
Fairings; Leading Edge, 
Engine Pylons; Engine Fwd. 
Nacelles; & Rub Area, 
Horizontal Stabilizer 























G. Gold Stripe Center Fuselage 6" Gold 

H. Blue Stripe Center Fuselage 12" 15044 

l. | Unit Aircraft Numbers Wings 16" 17038 
Fwd. Fuselage 16" 

J.  Antiglare Fwd. of Cockpit N/A 37038 

K. Unit Identifier Vertical Fin 36" 17038 
Upper Right Wing 16" 17038 
Lower Left Wing 16" 17038 

L. Logo (Optional) See Para. 5.2.1 See Para. 5.2.1 

M. Flag Upper Vertical 26" x 46" 11136 
Fin 15044 

17925 
N. Erosion Boot Nose Per Drawing 17038 
O. Activity Name Nose 3" 17038 
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FIGURE 0-7. С-9В aircraft marking (Navy). 
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FIGURE D-7. 
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l. MARKING 2. LOCATION 3. SIZ£ & COLOR NO/CODE 
A. UNITED STATES MARINES Fwd. Fuselage 127 17038 
B. Model Designation, Alt Fuselage 4" 17038 
Actt BUNO 2" 
一 一 一 一 一 一 -一 一 一 一 一 一 一 -一 一 一 一 一 
С. National Star Engine Pod 25" 11136 
Upper LHL Wing, 327 17925 
Lower В.Н. Wing 50" 1 Sach 
О. Call Numbers Vertical Stabilizer 10" 17038 
Е. Marines Upper К.Н. Wing 17038 
Lower L. H Wing 30" 
F. Bare Meta] Engine lnjet Nacelie N/A | N/A 
Engine Exhaust Cowling 


Thrust Reversers 
Passenger Windows Borders 





























G. Red Stripe Center Fuselage 6" 11136 
Н. Yellow Stripe Center Fuselage 12" 13533 
1. Unit Aircraft Numbers Wing 17033 
Fwd. Fuselage 12" 
3. Antigiare Fwd. of Cockpit N/A 37033 
К. Unit Identifier Fwd. Fuselage 6" 17033 
L. Logo (Optional) Center Fuselage 34" 1A W Squadron 
Policy 
M. Flag Upper Vertical 25" x 43“ 11136 
Stabilizer 17925 
15044 
М. Erosion Boot Nose Per Drawing 17038 
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FIGURE 0-8. C-9B aircraft marking (Marine). 
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C-9B aircraft markin 


FIGURE 0-8. 
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|. MARKING 


—— 


A. UNITED STATES NAVY 





B. Model Designation, 
Actt BUND 








C. масо Star 


D. Call Numbers 
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2. LOCATION 3. SIZE u. COLOR NO/CODE 
a ——— —  — M—— ————— áÀ— 
Fuselage l6* 17038 
ZZ ан E | 
Att Fuselape Under an 1/014 
Hoi zonta] Stabilize ц 
Aft Fuselage 2" 11135 шин 
Upper L.H. Wing ug" 15064 
Lower R.H. Wing 17925 
Fwd. Fusetage 5- 17033 
Vertical Stabilizer 12” 
Upper В.Н. 4 30" 


Lower L.H. Wing 


л. 


E. Propeller Tips 


N/A &"/u*/u* 


11136/17925/15102 


аА 


F. Antiglare 


Fwd. of Cockpit N/A 


37038 


RSR EE 




















C. Unit Identifier Vertical Stabilizer 30" 17038 
Upper * Lower R.H. Wing Upper 30" 
Lower 16" 
M. Propeller Warning Bang Lower [useiape iit 36 
Propeller Plane 
1. Navy Lower L.H. Wing 395 17038 
3. U.S. Flag Upper Vertical Stabilizer 21" x 40" 
K. Stripes Fuselage Upper 7" 15044 
Middle 4” imron 888690 
Lower 1" 17033 








О 
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mase -= Ñ -- mee te Z <. ee a e 
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FIGURE 0-9. 
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C-131H aircraft marking. 
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FIGURE D-9. C-131H aircraft marking - Continued. 
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. MARKING LOCATION SIZE «. COLOR NO/CODE 
U.S. NAVY Lower В.Н. Wing 26“ 11136 
Lower LH Wing 
Model Designation Aft Fuselage > 11136 
Adt BUNO 8" 
National Star Aft Fuselage 25" 17925/11135/15044 
Lower L.H. Wing 23" р | 
Upper К.Н. Wing 25" 3 
Propeller Tips Front 3"/6*/3* 17922/11136/17925 _ _ 
Rear 4 13538 
E. Antiglere Aft Sides of Propeller NA ` 37033 
F. Watkway Per Drawing N/A 36440 
С. Fly Navy Vertical Stabilizer 3" 11136 
{Both Sides) 
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FIGURE 0-10. 1-348 aircraft marking (hi 
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FIGURE 0-10. T-34B aircraft marking (high visibility) - Continued. 
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APPENDIX E 
TACTICAL PAINT SCHEME PATTERNS 
10. SCOPE т 


10.1 Scope. This Appendix illustrates paint schemes for tactical 
aircraft. | 


10.2 Use. This Appendix is a mandatory part of this standard. The 
information contained herein is intended for compliance. 


20. APPLICABLE DOCUMENTS. This section is not applicable to this 
section. 


30. DEFINITIONS 


30.1 Definitions. For purposes of this Appendix, the definitions of 
this standard shall apply. 


40. GENERAL REQUIREMENTS 


40.1 Aircraft paint schemes. The following figures illustrate paint 
schemes for tactical aircraft. 
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FIGURE Е-1. А/ТА-4 tactical paint scheme. 
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FIGURE Е-1. A/TA-4 tactical paint scheme - Continued. 
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FIGURE Е-2. A-6 tactical paint scheme. 
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FIGURE E-2. A-6 tactical paint scheme - Continued. 
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FIGURE E-3. A-7 tactical paint scheme. 
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FIGURE E-3. A-7 tactical int scheme - Continued. 
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FIGURE Е-4. АУ-8В land camouflage paint scheme. 
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AV-8B land camouflage paint scheme - Continued. 
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FIGURE Е-5. EA-6B tactical paint scheme. 
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FIGURE E-5. EA-6B tactical paint scheme - Continued. 
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FIGURE E-6. RF/F-4 tactical paint scheme. 
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FIGURE E-6. ВЕ/Е-4 tactical paint scheme - Continued. 


Ата 
65% 


MIL-STD-2161A(AS) 


m Ss SS ie Vee | 












P oS 
зо ҮҮ 


< 
A < 20 
_ 2 


== || 


ВИ “| 
< OS 


4... 


ы али ММ“ 
аа 2 


LS 











FIGURE Е-7. 


F-14 tactical paint scheme. 
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FIGURE E-7. F-14 tactical paint scheme - Continued. 
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FIGURE E-8. F-18 tactical paint schen 
237 


MIL-STD-2161A(AS) 
















< | 


© 











a 
< 
8 «л л — —  ÉÍ ` 
X И V. 25 “со 
К SS 


S S 


X 


4 





FIGURE Е-8. Ғ-18 tactical paint scheme - Continued. 
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FIGURE Е-9. SH-60B tactical paint scheme - Continued. 
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FIGURE Е-10. RF-8G tactical paint scheme. 
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FIGURE E-10. RF-8G tactical paint scheme - Continuea. 
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FIGURE E-11. S-3A/B tactical int scheme. 
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FIGURE E-12. 5Н-2Ғ tactical paint scheme. 
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FIGURE E-12. SH-2F tactical paint scheme - Continued. 
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FIGURE E-13. SH-3D/H tactical paint scheme. 
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FIGURE E-13. SH-3D/H tactical paint scheme - Continued. 
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FIGURE E-14. AH-1J/1T/1W tactical paint scheme. 
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FIGURE E-14. .AH-1J/1T/1W tactical paint scheme - Continued. 
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FIGURE E-15. UH-1N tactical paint scheme. 
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FIGURE E-15. UH-IN tactical paint scheme - Continued. 
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FIGURE E-16. НН-1К land camouflage paint scheme. 
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FIGURE E-16. НН-1К land camouflage paint scheme - Continued. 
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FIGURE E-17. СН-46Е tactical paint scheme. 
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FIGURE E-17. СН-46Е tactical paint scheme - Continued. 
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FIGURE E-18. CH-53D/RH-53D tactical paint scheme. 
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FIGURE E-19. CH-53E tactical paint scheme. 
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FIGURE Е-19. CH-53E tactical paint scheme - Continued. 
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FIGURE E-20. 0У-10ҮА tactical paint scheme. 
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FIGURE E-20. OV-10A tactical paint scheme - Continued. 
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FIGURE F-21. OV-10D tactical paint scheme. 
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FIGURE E-21. OV-10D tactical paint scheme - Continued. 
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FIGURE E-20. OV-10A tactical paint scheme - Continued. 
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FIGURE F-21. OV-10D tactical paint scheme. 
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FIGURE E-21. OV-10D tactical paint scheme - Continued. 
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APPENDIX F 
NATIONAL INSIGNIAS FOR FOREIGN AIRCRAFT 
10. SCOPE 
10.1 Scope. This Appendix illustrates insignias of foreign countries. 


10.2 Use. This Appendix is a mandatory part of this standard. The 
information contained herein is intended for compliance. 


20. APPLICABLE DOCUMENTS. This section in not applicable to this 
Appendix. 


30. DEFINITIONS 


30.1 Definitions. Гог purposes of this Appendix, the definitions of 
this standard shall apply. 


40. GENERAL REQUIREMENTS 


40.1 Foreign country national insignias. The following figures 
illustrate national insignias for foreign countries. 
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FIGURE F-2. 
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FIGURE F-3. 
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FIGURE F-4. National insignia of Great Britain. 
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FIGURE F-5. National insignia of Canada (roundel) marking I. 
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FIGURE F-7. National insignia of Netherlands (roundel) marking I. 
272 


MIL-STD-2161A(AS) 


RED 



















Р kW Af WA w ы” М \ A ГА M 
СХ 
924 60500050; ЖОХХХХХХ ЭЭ ХХ ХХ 
EEE TE 250505505054 
956050599 КЕ хоо SON ХЭ 
0000000000 060696600 ore 





See 0 WHITE 
+. $929 0.0000 о ње, 

SSO IS О ОК 0000%09292%2% 

(050526060600 


006 X Фо ¢ 
X мххххэО ЭС боо 
ХАХХХХХХХЭЭЛЛЛХХХ 











BLUE 


Te 


Г 


16 


DIMENSIONS IN INCHES 


FIGURE F-8. National insignia of Netherlands (flash) marking 11. 
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FIGURE F-9. National insignia of France ( ) q ( 
superimposed when planes are intended for French Navy. 
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FIGURE Е-11. National insignia of Australia (roundel) markin Г. 
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FIGURE F-12. 
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FIGURE F-13. National insignia of Japan (roundel). 
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FIGURE F-16. National insignia of Uruguay. 
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FIGURE F-17. National insignia of Brazil] (star) marking |. 
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FIGURE F-18. 
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FIGURE F-19. National insignia of Federal Republic of Germany. 


284 


MIL-STD-2161A(AS) 


BLACK 





INSIGNIA RED 













ЈА; к www 
CY УСКО 

* 

Ф Xs 














Ф 
~ 


Ф 
















































































































































ФФ. 4%, de 
00000000 SR, Ф OOK 
* ууу у ORI 4 
ER KES 555525 
GOLD ыз ххх Убу осо р р у IN NNN 249 402620004). 
| ДК E Bet d gl d 
(um ^ | Ж | | | | | | AT) | ! | | 
ТҮРЖ | ir j| | 











| ! (CHEN ! WE, 
E 


U” 


H = 1⁄3 HEIGHT OF FUSELAGE CROSS 
J = 1-1/2 X H 




















4 
| q 


FLASH MARKING 1 


К = 1/2 WIDTH OF FUSELAGE CROSS 
(SEE FIGURE 29) 


ROUNDEL MARKING ЇЇ! 


BLACK 





FIGURE F-20. National insignia of Federal Republic of Germany. 
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FIGURE F-21. National insignia of Italy (cocarde). 
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FIGURE F-22. 
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FIGURE F-23. National insignia of New Zealand (flash) marking II. 
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